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1.0 OBJECTIVES

The purpose of the Phase II testing was to identify and test
additional penetrations (new and redesigned) to expand the number
of alternative designs available to shipbuilders. These pene-
trations are described in Appendix A. The Phase II work also
included modifying and retesting specific penetrations which
failed the Phase I testing (Reference 1). A secondary objective
was to determine the fire rating classification of each test
sample (i.e., Class A-0 through A-60, B-0 and B-15) and to
investigate the effects of insulating both the fire and non-fire
side of the penetrations. This data will be used in establishing
a performance test for individual penetrations submitted for
future U. S. Coast Guard approval.

2.0 BACKGROUND

Shipboard fire barrier bulkhead and deck materials may be
highly resistant to fire, but if the numerous barrier
penetrations necessary for piping, electrical cabling, and
ventilation ducting are not equally resistant, barrier integrity
can be seriously compromised. To avoid this, details of bulkhead
and deck penetrations must be examined to ensure that they do not
adversely affect the fire resistance provided by the barrier in
which they are installed. Presently, bulkheads and decks aboard
merchant vessels are designed to meet fire endurance requirements
which are dependent upon their location within the vessel. Once
they are installed, they are often breached to allcw piping,
wiring, or ventilation ducting to pass through. In order to
maintain an effective fire boundary, these penetrations must be
properly sealed to maintain a degree of fire endurance equivalent
to the structural member they pierce.

For example, a penetration through a Class A-60 deck or
bulkhead must be capable of: (a) preventing the passage of flame
and smoke for one hour, (b) preventing a local temperature rise
on the non-fire side of more than 325°F (180°C) above ambient
temperature at any one point, and (c) preventing an average
temperature rise on the non-fire side of more than 250°F (139°C)
above the ambient temperature (Reference 2).

A penetration through a Class B-15 deck or bulkhead,
however, must only be capable of: (a) preventing the passage of
flame for one-half hour, (b) preventing a local temperature rise
on the non-fire side of more than 405°F (225°C) above ambient
temperature at any one point, and (c) preventing an average
temperature rise on the non-fire side of more than 250°F (139°C)
above the ambient temperature (Reference 2).

Criteria found in 46 CFR (Subpart 72.05-10) (Reference 2)
establishing fire resistance of bulkheads and decks are based on
the widely-recognized ASTM Standard E119 test method (Reference
3). With the E119 method, the test fire barrier panel is
incorporated in one face of a furnace. The test furnace is then




fired, and the rate at which the temperature inside the furnace
rises 1is controlled so that the standard time-temperature curve
is closely followed. The E119 test measures the fire resistance
of the test barrier as determined by the time elapsed before
failure (i.e., the passage of flame or smoke, or excessive heat
transmission through the barrier). The most important features
of E119 is 1its time-temperature curve. This curve is generally
regarded as a more severe exposure than that observed in the
typical compartment fire.

Standards which deal with penetrations such as ASTM E814
(Reference 4) and UL 1479 (Reference 5) have appeared only
recently. ASTM E814 and UL 1479 are similiar in that both
incorporate the standard time-temperature curve from ASTM E119
and both allow the same time elapsed before smoke or flame
appears on the non-fire side and the same time elapsed before a
limiting temperature is exceeded. For the purposes of these
tests, UL 1479 may be considered identical to ASTM E814. UL 1479
has been included as Appendix B.

3.0 APPROACH

The Phase I evaluation (Reference 1) used the ASTM E814/UL
1479 test to identify penetrations designs which could be used to
meet Coast Guard requirements for piercing Class A-0 and Class A-
60 decks and bulkheads. Additional tests were needed to identify
other practical penetrations and to expand the number of design
options available to manufacturers and shipbuilders. This Phase
II testing included modifications to earlier penetrations, new
designs and also investigated the effect of insulation on the
non-fire side of the penetration. In addition, this testing
identified the specific fire rating obtained by each penetration
instead of Jjust examining two ratings as done in the Phase I
testing.

A recognized standard laboratory fire resistance test method
using a test furnace with a controlled time-temperature curve was
considered essential for ensuring the validity of the tests and
for reducing possible variations in the results. In addition,
this type of testing with a controlled temperature curve could be
reproduced at a later date and the results compared using
different test samples. A modified ASTM E814/UL 1479, where the
fire stop devices were installed ir a steel deck in lieu of a
concrete floor, was used as the test method because it complied
with these criteria. Although ASTM E814/UL 1479 defines the term
through-penetration fire stop as a penetration in a bulkhead or
deck which 1includes fire resistant material, the term
penetration will be used in this report for brevity. The term
penetrant has been used in this report when referring to the
penetration component, such as a tube or sleeve, that actually
pierces the boundary structure.

The penetrations tested could have been installed in either a
deck or bulkhead. They were tested in what was considered a




worst case scenario, an overhead deck installiation in lieu of a
bulkhead installation. The types of penetrations investigated
were:

- Piping: steel, copper, plastic (PVC) (Figure 1)
- Ventilation ducting: without damper (Figure 2)
- Electrical cabling: multiple, single cables (Figure 3)

Test exposure was designed to determine whether the pene-
trations met either Class A or Class B (when installed in a steel
deck or bulkhead) fire ratings for the passage of flame, smoke
and heat transmission. Eight pene-trations were not insulated
and the other thirty penetrations were insulated with approved
structural insulation.

Individual penetrations were selected for testing from the
following groups:

Piping penetration details similar to those shown in
U.S. Coast Guard Navigation and Vessel Inspection
Circular No. 6-80 and Canadian Coast Guard standard
sketches (References 6 and 7).

Ventilation duct penetration details similar to designs
shown in Canadian Coast Guard standard sketches
(Reference 7).

Electrical cable penetration details similar either to
designs already approved by the U.S. Coast Guard and

listed in CG-293 (Reference 8) or to designs shown in
Canadian Coast Guard standard sketches. (Reference 7).

Primary interest was in penetrations for steel, nonferrous,
and non-metallic pipe; single and multiple electrical cable runs;
and ordinary ventilation ducting. A general description of each
penetration tested is included in Appendix A. A detailed drawing
and a technical description of each penetration assembly are
located in the individual data sections of Appendix C. Deck
coverings were not tested, since this would introduce a possible
flammability problem for the testing laboratory if the covering
or the adhesive on the unexposed surface of the furnace were to
ignite. Only one sample of each selected penetration design was
tested because of the high price of sample construction, test
costs, and the time required to test the many samples selected.

4.0 TEST METHOD

The penetrations were subjected to the modified ASTM E814/UL
1479 tests in order to obtain data as to their acceptability for
installation in Class A and Class B divisions. The standard
includes provisions for fire exposure, heat transmission, and
hose (water) stream tests. The ASTM E814/UL 1479 time-
temperature curve was followed for each test and the following
data was obtained for each penetration type:
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o The time that flame was observed on the non-fire side.
o The time that smoke was observed on the non-fire side.
o The time-temperature history on the non-fire side.

o Observations of significant details of the behavior of
the penetration during the test, and a description of
the condition of the penetration after the test.

o A photographic record of the test arrangement and
significant behavior during the test.

Each test was continued for at 1least 60 minutes unless
serious failure occurred earlier. Underwriters Laboratories’ one
cubic meter furnace was used for all tests because of time and
cost considerations of setting up their large furnace for only
one sample per test. The smaller furnace was also more practical
and less expensive for compliance testing of a limited number of
samples being tested at one time. UL verified that the results
of tests conducted in their one cubic meter furnace were
comparable to results produced in their larger furnaces. '

5.0 PROCEDURES

This research testing was intended to identify various
through-penetration fire stops that meet either Class A or B
criteria using the modified ASTM E814/UL 1479 fire test proce-
dures as a general guide. However, the testing was not intended
as a validation of either ASTM E814 or UL 1479. Therefore,
certain aspects of the testing procedures were modified to obtain
more extensive test data. This permitted investigating different
insulation placement, thermocouple location and penetrations of
various construction designs and materials for marine use.

Eighteen penetration types were evaluated in thirty-eight
fire tests. Table 1 shows the number of penetrations tested of
each type. One steel piping type was evaluated in one test. Six
copper piping types were evaluated in nine tests. Three PVC
piping types were evaluated in five tests. Three ventilation
duct types were evaluated in nine tests. Five electrical pene-
tration types were evaluated in fourteen tests.

Each penetration was installed in a class A-0 deck assembly
(Figure 4). Eight penetrations were tested for a Class A-0
rating and thirty penetrations were insulated with approved
structural insulation and tested for a Class A-60 rating. Nine
penetrations were insulated on the fire side (Figure 5) and were
designated Class A-60E to indicate the insulation was on the side
of the penetrant exposed to the fire. Eighteen penetrations were
insulated on the non-fire side (Figure 6) and were designated
Class A-60U to indicate the insulation was 1located on the




TABLE 1
NUMBER OF SAMPLES PER PENETRATION TYPE

Description Class A-0 Class A-60E Class A-60U
of Samples Samples Samples Partially
Penetration No Insulation on Insulation on Insulated
Types Insulation Exposed (E) Unexposed (U) Steel
Fire Side Fire Side Plate
Sample No. Sample No. Sample No. Sample No.
Steel Pipe D3/A-60U
Copper Pipe D4/A-60E D4/A-60U
Copper Pipe D5/A-60U
Copper Pipe D6/A-60U
Ccpper Pipe D9/A-60QU
Copper Pipe D10/A-0 D10/A-60E D10/A-60U
Copper Pipe D11/A-60U
PVC Pipe D14/A-0 D14/A-60E D14/A-60U
PVC Pipe D15/A-60U
PVC Pipe D16/A-60U
Vent Duct D17/A-0 D17/A-60E D17/A-60U
Multiple
Elect. Cable D19/A-60U D19/A-60-6E
D19/A-60~-6U
D19/A-60-3E&3U
Single )
Elect. Cable D21/A-60U
Single
Elect. Cable D22/A-0 D22/A-60E D22/A-60U
Single
Elect. Cable D23/A-0 D23/A-60E D23/A-60U
Single
Elect. Cable D24/A-0 D24/A-60E D24/A-60U
Vent Duct D25/A-0 D25/A-60E D25/A-60U
Vent Duct D26/A-0 D26/A-60E D26/A-60U
8
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FIGURE 4. Class A-0 Construction
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unexposed (non-fire) side of the penetrant. Three penetrations
were insulated 1in a six-inch (15.2 cm) square around the
penetrant on the steel plate to determine the effect produced by
the hot plate being close to the penetrant. In this situation,
the penetrant actually acts as a heat sink. A number was given
before the E or U (e.g., A-60-6U) to indicate the depth or height
in inches of insulation on the penetrant.

Nine to twenty-eight temperature readings were recorded
inside the furnace and on the non-fire side of the penetrant and
deck assemblies for each test. The total number of thermocouples
exceeded that required for ASTM E814/UL 1479 in order to better
characterize temperatures occuring on the penetrant and on the
steel plate. For example, ASTM E814/UL 1479 required only one
thermocouple on the penetrant whereas five or more thermocouples
were placed on the penetrant for this testing. These
thermocouples were generally placed at heights of 4, 6, 12, 18,
and 24 inches (10.2, 15.2, 30.5, 45.7, and 61.0 cm) up the
penetrant’s non-fire side. Although ASTM E814/UL 1479 required
only three thermocouples on the steel plate an equal distance
from the penetrant, five thermocouples were used in this testing
to better characterize the temperature on the non-fire side of
the penetrant. Generally, one thermocouple was placed on the
steel plate one inch (2.5 cm) from the penetrant, two
thermocouples were placed 3 to 6 inches (7.6 to 15.2 cm) from the
penetrant and two more were placed 8 to 12 inches (20.3 to 30.5
cm) from the penetrant. An effort was made to duplicate the
location of the thermocouples for each test but the size, shape
and construction of each penetrant often made this impossible.
Some thermocouples on the deck assembly insulation were
positioned over the seam produced when two sections of insulation
were joined. Readings from the thermocouples positioned on the
partially insulated steel plates which were outside the locations
required for normal fire rating classifications were ignored.

Observations and measurements were made for the development
of breaches or flaming on the unexposed surface, acceptable
limits of temperature rise and the passage of water during the
hose stream test. Pressures within the furnace and of the water
stream were also recorded. A 35 mm camera was used to provide a
photographic record of the tests. Videotape recordings were made
of each test and of the overall test procedures. Test data, as
recorded by UL, is included in Appendix C.

5.1 Test Assembly Construction

The U.S. Coast Guard and the Canadian Coast Guard selected
and designed the penetration samples and firestop systems. The
penetrations consisted of standard construction materials and
represented standard firestop systems. The samples were
manufactured by Davie Shipbuilding Limited in Quebec, Canada and
were delivered to Underwriters Laboratories in Chicago, Illinois.
Each penetration type was in a 36-inch x 36-inch x 3/16-inch
(91.4 cm x 91.4 cm x 0.5 cm) thick steel plate. All sample
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construction was representative of Class A-0 construction. The
UL staff secured insulation (rockwool batts) to the designated
side of the steel plates and penetrants for testing as Class A-60
deck assemblies. The rockwool batts complied with the Class A-60

structural insulation requirements of 46 CFR 164.007
(Reference 9). The attachment of the batts to the penetrations
and assemblies is described in Appendix C. A fire resistant

sealant (RTV silicone rubber with a one hour fire rating) was
used to seal the joint area in different penetration samples. A
caulking gun was used to compress the sealant to a 2 to 4-inch
(5.1 to 10.2 cm) depth between the different piping joints.

5.2 Fire Exposure Test

The penetration assemblies were tested in accordance with
the requirements of ASTM E814/UL 1479. The tests were conducted
in the horizontal furnace shown in Figure 7. The furnace has a
31.5-inch x 31.5-inch (80 cm x 80 cm) opening. A detail drawing
of the furnace is presented in Appendix C. Furnace temperatures
were regulated to follow the standard time-temperature curve in
ASTM E814/UL 1479. Type K chromel alumel thermocouples were used
for all temperature measurements. The thermocouple locations for
each sample are listed in Appendix C.

The standard time-temperature curve in ASTM E814/UL 1479 was
followed for each fire test. Figure 8 shows the standard time-
temperature curve and actual curves recorded inside the furnace
for three penetration tests. The temperatures for the other
penetration tests are similar to these three curves. A
comparison of the area under the test curves with the area under
the standard time-temperature curve indicates a deviation of no
greater than +/- 1 percent for each 60-minute test. This is well
within the Coast Guard acceptable deviation limits (Reference 9).

Prior to fire testing, the penetration samples were stored
for two days inside the room containing the test furnace. The
room lacked air conditioning and was located on the third level
of a four story building. All testing took place in mid-summer.
In order to expedite the testing, two samples were tested in the
furnace each day. As a result, the furnace temperature at the
start of the second test of the day was slightly above normal
ambient conditions, since 12 hours would have been needed for the
furnace to cool down to room temperature. These test conditions
produced an ambient room temperature above 90°F (32.2°C) with an
atmosphere of less than 50 percent relative humidity.

Observations were recorded during the testing in order to
determine the passage of smoke or flame through any penetration
sample. It should be noted that if smoke from inside the furnace
passes around the edges of the sample’s steel mounting plate,
this does not constitute a smoke failure, since the smoke does
not pass through the penetrant itself.

13




Furnace Controls

E)

Sample Being Removed from Furnace

FIGURE 7. U.L. Test Furnace
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An electronic barometer was used during the fire tests to
measure the pressure differential between the furnace and the
laboratory. The differential pressure normally employed in
testing is that pressure which the penetration will experience
in actual operation. For our test purposes, the pressure
differential was that created by operating the furnace so as to
follow the standard time~temperature curve. This pressure
differential was measured and recorded for six tests. The
furnace operation for these six tests was identical to the
furnace operation for all remaining tests. The pressure
differential was 0.005 mm Hg (0.7 Pa) negative at the beginning
of each test, but gradually increased to a maximum positive
pressure differential of 0.01 mm Hg (1.33 Pa) by the end of each
60-minute test. Observations of the test results were recorded
for each penetration sample in Appendix C.

5.3 Hose Stream Test

As required by ASTM E814/UL 1479, a hose stream test was
conducted on the penetration samples immediately following the
l-hour fire test. The sample was removed from the furnace,
placed in a steel support rack and pivoted vertically 90 degrees
to represent a wall assembly. Approximately four minutes after
the furnace fire was extinguished, a 30-psi water stream was
applied from a perpendicular distance of 20 feet (6.1 m) from the
center of the test assembly. The water stream was applied to the
deck assembly and penetrating item for 13.5 seconds.

6.0 RESULTS AND DISCUSSION

The number of samples tested for each of the penetration
types is shown in Table 1. Penetration test results are
summarized in Table 2. This table indicates the time that flame
or smoke appeared, and/or a temperature rise of 325°F (180°C)
above ambient occurred on the unexposed side of the sample. It
also indicates the results of the hose stream test. These tests
results are categorically separated in Tables 3 through 8 to show
the specific classification that each penetration sample
achieved, such as Class A-0, A-15, A-30, A-60, as well as B-0 and
B-15 for devices installed in steel decks or bulkheads. A dis-
cussion of the test results appears in sections 6.1 and 6.2. In
the discussions, "spigot" refers to a length of pipe which
either replaces or encloses a continuous run of pipe, duct, or
electrical cable.

6.1 Class A-0 Penetrations

Eight penetrations (one <copper penetration, one PVC
penetration, three ventilation duct penetrations and three
electrical cable penetrations) were tested for a Class A-0
rating. Two penetrations samples, D22/A-0 and D24/A-0, failed
the Class A-0 exposure tests (Figure 9). At eighteen minutes
into the test the single electrical cable penetration D22/A-0
began to issue smoke at the interface of the cable and the brass
terminal tube. At forty-two minutes the cable was still issuing
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TABLE 3
PENETRATION SAMPLES PASSING A CLASS A-0 FIRE RATING

Class A-0 Samples Class A-60U Samples
No Insulation Insulation on Unexposed (U)
Fire Side

Description Description
of of
Penetration Sample Flame Smoke Penetration Sample Flame Smoke
Types No. (min.) (min.) Types No. (min.) (min.)
Copper Pipe D10/A-0 >60 >60 Steel Pipe D3/A60U >60 >60
PVC Pipe D14/A-0 >60 >60
Vent Duct D17/A-0 >60 >60
Single
Elect. Cable D23/A-0 >60 >60
Vent Duct D25/A-0 >60 >60
Vent Duct D26/A-0 >60 >60
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TABLE 4
PENETRATION SAMPLES PASSING A CLASS A-15 FIRE RATING

- ——— — - - - - — - - S . — - - — - - - - - - - - — - -

Description Temp. Rise
of of 325 deg.F
Penetration Sample Flame Smoke (180 deg.C)
Types No. (min.) (min.) (min.)
Copper Pipe D4/A-60U >60 >60 24
Copper Pipe D5/A-60U >60 >60 28
Copper Pipe D6/A-60U >60 >60 26
Copper Pipe D9/A-60U >60 >60 18
Copper Pipe D10/A-60U >60 >60 24
Copper Pipe D11/A-60U >60 >60 26
PVC Pipe D15/A-60U >60 >60 22
PVC Pipe D16/A-60U >60 >60 29
Vent Duct D17/A-60U >60 >60 29
Multiple
Elect. Cable D19/A-60U >60 >60 22
Single
Elect. Cable D21/A-60U >60 >60 27
Single
Elect. Cable D22/A-60U >60 >60 23
Single
Elect. Cable D23/A-60U >60 >60 27
Vent Duct D25/A-60U >60 >60 18
Vent Duct D26/A-60U >60 >60 16
19
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TABLE 5
PENETRATION SAMPLES PASSING A CLASS A-30 FIRE RATING

....................................................................................................

Class A-60E Samples Class A-60U Samples >
Insulation on Exposed (E) Insulation on Unexposed (U)
Fire Side Fire Side
Description Temp. Rise Description Temp. Rise
of of 325 deg.F of of 325 deg.F
Penetration Sample Flame Smoke (180 deg.C) Penetration Sample Flame Smoke (180 deg.C)
Types No. (min.)(min.) (min.) Types No. (min.)(min.) (min.)
vent Duct D17/A-60E >60 >60 48 PVC Pipe D14/A-60U  >60 >60 36
Vent Duct D26/A-60E >60 >60 4b
Vent Duct D25/A-60E >60 >60 36
20




TABLE 6
PENETRATION SAMPLES PASSING A CLASS A-60 FIRE RATING

- —— - U D L D G G e P D D S b A . — A D S W I D D T D NS b D WD G D GE G D P D S G D D WA G D D P .

Class A-60E Samples
Insulation on Exposed (E) Fire Side

Description Temp. Rise

of of 325 deg.F
Penetration Sample Flame Smoke (180 deg.C)

Types No. (min.) (min.) (min.)
Copper Pipe D4/A-60E >60 >60 >60
Copper Pipe D10/A-60E >60 >60 >60
PVC Pipe D14/A-60E >60 >60 >60
Single
Elect. Cable D22/A-60E >60 >60 >60
21




TABLE 7

PENETRATION SAMPLES PASSING A CLASS B-0 FIRE RATING
(as installed in a steel deck or bulkhead)

Class A-0 Samples
No Insulation

Temp. Rise

Description
of of 405 deg.F
Penetration Sample Flame (225 deg.C)
Types No. (min.) (min.)

Single
Elect. Cable D22/A-0 59 4
Single
Elect. Cable D24/A-0 >60 14
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D22/A-0 (single Electrical Cable)

LILLY 125

usHC 142
DES 024 40
ULTES! wo 2%
QsTL Gy

L1331

D24/A-0 (Ssingle Electrical Cable)

FIGURE 9. Class A-0 Test Failures
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smoke and was heavily charred. The cable jacket burst into
flames at fifty-nine minutes. At the conclusion of the one hour
fire test, a hose stream test was conducted. The single
electrical cable penetration D24/A-0 began to issue smoke from
the interface of the cable and the steel pipe at six minutes into
the test. At forty minutes, the smoke intensity increased and
the cable began to deteriorate badly. The hose stream test was
conducted since the electrical cable did not collapse into the
furnace.

The test data in Appendix C indicate the presence of smoke
on the non-fire side of the Class A-0 penetrations D10/A-0,
D14/A-0, D22/A-0, D23/A-0, and D24/A-0. A review of the
photographic documentation indicates that only penetrations
D22/A-0 and D24/A-0 appeared to pass smoke through the penetrant.
Based on interpretation of photographic evidence, the occurrence
of smoke on the non-fire side of penetrations D10/A-0, D14/A-0
and D23/A-0 was determined to be the result of moisture being
driven from the sample, contaminant oils smoldering on the
penetrant’s non-fire side, off-gassing of the fiberglass used to
seal the steel plate to the furnace top, and smoke coming from
under the steel plate assembly where it was not sealed securely
to the top of the furnace. It appeared that no smoke actually
passed through the penetrants in any of these three tests.

The copper penetration D10/A-0 passed the Class A-0 fire
exposure test. Figure 10 shows three temperature plots for
different heights on the steel spigot enclosing the copper pipe
and one temperature plot for the copper pipe one inch (2.5 cm)
above the steel spigot. This figure shows that after fifteen
minutes into the test the copper pipe at a one-inch (2.5 cm)
height above the spigot remained over 125°F (69.4°C) hotter than
the spigot throughout the test.

The PVC penetration threaded to a steel spigot (Dl14/A-0)
passed the Class A-0 fire exposure test. Observations recorded
in the Appendix C data sheet for this sample indicated the
presence of smoke on its non-fire side, but a review of the
photographic documentation clearly indicated that the smoke did
not come through the penetrant, but rather from around the edges
of the steel plate assembly where it lay on top of the furnace.
It is interesting to note that the temperatures (Figure 10)
recorded at the 12-inch (30.5 cm) height on the PVC penetrant
(D14/A~-0) and the copper penetrant (D10/A-0) were similar, while
temperatures recorded at the 4-inch (10.2 cm) height were over

160°F (71.1°C) higher on the PVC penetrant. Both these
penetrations had a steel spigot on which these temperatures were
measured. The interesting point 1is that the steel spigot

threaded to a PVC pipe was the hottest at a 12-inch (30.5 cm)
height, while a steel spigot with a copper pipe through it was
cooler at this same height. It appears that the copper pipe
inside the steel spigot acts as a heat sink as the distance
increases from the steel plate.
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It is also interesting to note that the temperatures at a
12-inch (30.5 cm) height on a steel spigot threaded to a PVC
penetrant (D4/A-0) and on a steel spigot with a continuous copper
pipe through it were similar (Figure 11), whereas temperatures
recorded at a 4-inch (10.2 cm) height on both steel spigots were
over 160°F (88.9°C) hotter on the spigot with the PVC pipe. It
appears that the copper pipe inside the steel spigot acts as a
heat sink as the distance increases from the steel plate.

Three ventilation duct penetration types (D17/A-0, D25/A-0,
and D/26A-0) were tested for a Class A-0 rating. Each
penetration passed the fire exposure test. Each penetrant had a
6-inch (15.2 cm) steel spigot on the fire side and a 30-inch
(76.2 cm) steel spigot on the non-fire side. Figure 12 shows
temperature plots at a 4-inch (10.2 cm), 12-inch (30.5 cm), and
24-inch (61.0 cm) height on the three penetrants. The tempera-
ture plots are similar at the same heights for the three
penetrants. A comparison of the temperature plots in Figure 11
and Figure 12 show that temperatures at the 4-inch (10.2 cm) and
12-inch (30.5 cm) height on the ventilation duct penetrants are
at least 150°F (83.3°C) hotter than similar heights on the PVC
penetrant and the copper penetrant.

Three single electrical cable penetrations (D22/A-0,
D23/A-0, and D24/A-0) were tested for a Class A-0 rating. The
brass terminal tube used in each of these penetrations was
missing an o-ring fitting. Fire retardant oakum was substituted
for the missing o-ring. Only sample D23/A-0 passed the Class A-0
test. Figure 13 shows that the three electrical cable
penetrations had similar temperature readings at the 4-inch
(10.2 cm) height above the steel plate but the penetrant which
passed the Class A-0 test reached a temperature of 369°F
(187.2°C) after 60 minutes at the 16-inch (40.6 cm) height,
compared to temperatures of over 600°F (315.6°C) after 60 minutes
at similar heights on the two penetrants which failed the Class
A-0 test.

6.2 Class A-60 Penetrations

Thirty penetrations were insulated with rockwool batts and
tested for a Class A-60 rating. This group consisted of one
steel penetration, eight copper penetrations, four pPVvC
penetrations, six ventilation duct penetrations, and eleven
electrical cable penetrations.

Results in Table 1 show that all eighteen penetrations
insulated on the non-fire side failed to meet the temperature
rise requirements for a Class A-60 rating, while only three of
the nine penetrations insulated on the fire side failed to meet
those requirements temperature rise test for a Class A-60 rating.
The three penetrations with partially insulated steel plates
also failed to meet the temperature rise requirements for a Class
A-60 rating.
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One steel penetration was insulated on the non-fire side and
tested. It passed the fire exposure test and hose stream test,
but failed to meet the temperature rise requirement. The
temperature plots in Figure 14 show the heat transmission at
different locations on top of the plate insulation. Two of the
temperature plots shown 1in Figure 14 were recorded at the
interface of the steel plate insulation and the penetrant
insulation, while the other two temperature plots were recorded
on the plate insulation 1-inch (2.5 cm) away from the penetrant
insulation. This figure shows that the temperatures over the
seams in the insulation at the two separate locations are over
350°F (194.4°C) hotter than temperatures recorded at similar
locations but not over a seam. A seam occurred where two pieces
of insulation were Jjoined together. Each seam was tightly
fitted, but small gaps could occur in the joints quite easily as
the rough edges of the insulation were pushed together or as the
samples were moved for testing.

Eight copper penetrations were insulated and tested. Two
penetrations were insulated on the fire side and passed the
requirements for a Class A-60 rating. Six penetrations were
insulated on the non-fire side and failed the heat transmission
test for a Class A-60 rating. Figures 15, 16, and 17 show
temperatures above the acceptable temperature rise limits for the
six penetrations which failed. These failure temperatures occur-
red on both the penetrant insulation and on the steel plate
insulation for the six penetrations. Figure 18 shows the
temperature plots for two copper penetrations which are identical
in construction except that one sample is insulated on the fire
side and the other sample is insulated on the non-fire side.
Figure 19 shows the same arrangement for another pair of
identical copper penetrations. In these two figures, the
temperature plots show that the penetrations insulated on the
non-fire side failed to meet the temperature rise requirement,
while temperature plots at identical locations on the penetra-
tions insulated on the fire side show these penetrations met this
requirement. This points out the value of insulating the fire
side to provide a greater degree of protection against tempera-
ture rise.

Four PVC penetrations were tested for a Class A-60 rating.
Three of the penetrations were insulated on the non-fire side and
failed the temperature rise requirement for a Class A-60 rating.
The temperature plots in Figure 20 show that the temperature
limits were exceeded for these three penetrations on both the

penetrant insulation and the steel plate insulation. One
penetration was insulated on the fire side and passed the test
requirements for a Class A-60 rating. Figure 21 shows the

temperature plots for two PVC penetrations which are identical in
construction except that one sample is insulated on the fire side
and the other sample is insulated on the non-fire side. The
temperature plots show that the penetration insulated on the fire
side passed the temperature requirement while the sample
insulated on the non-fire side failed. Again, this indicates
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FIGURE 15.
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that insulating the fire side provides a greater degree of
protection against excessive heat transmission.

Six ventilation duct penetrations, two each of three
different types, were tested. Three penetrations (one each of
the three different types) were insulated on the non-fire side
and the remaining three penetrations were insulated on the fire
side. All six penetrations failed the temperature requirements
for a Class A-60 rating. The temperature plots in Figure 22 show
that the temperature rise for the three penetrations insulated on
the non-fire side was above the acceptable limits for a Class A-
60 rating. The temperature plots in Figure 23 show that the
temperature rise for the three penetrations insulated on the fire
side was above the acceptable limit for a Class A-60 rating. The
test data in Appendix C for these six penetrations shows that the
three penetrations insulated on the non-fire side failed the
temperature requirements on both the penetrant insulation and
deck plate insulation. Only two of the penetrations insulated on
the fire side failed to meet the temperature requirements on the
penetrant insulation and deck plate insulation whereas, the third
penetration failed the temperature requirements on 3just the
penetrant insulation.

Eleven electrical cable penetrations were tested. The brass
terminal tube used in seven of these penetrations was missing its
interior o-ring fitting. Fire retardant oakum was used in place
of the missing o-rings. Five of the penetrations were insulated
on the non-fire side, three were insulated on the exposed fire
side, and three were only partially insulated on the test plate.
The temperature plots in Figures 24 and 25 show that the
temperature requirements for a Class A-60 rating were exceeded
for the five penetrations insulated on the non-fire side. The
three penetrants insulated on the fire side passed the
temperature requirements for a Class A-60 rating, but two of the
penetrants (D23/A-60E and D24/A60E) did fail the additional
requirement of preventing the passage of smoke. The three
penetrations partially insulated over either one side or both
sides of the steel plate failed the temperature requirements for
a Class A-60 rating. The penetrations represented in Figures 25
and 26 are identical in construction and differ only in the
location of the insulation. It is interesting to note that the
three penetrations in Figure 26 were insulated on the fire side
and passed the temperature requirements for a Class A-60 rating,
whereas the five penetrations in Figure 25 were insulated on the
non-fire side and failed the temperature requirements for this
rating. Figure 27 shows the temperature plots at three heights
on cables in the three partially insulated penetrations. This
figure shows that the penetration sample D19/A-60-3E & 3U,
insulated on both sides of the steel plate, provided the lowest
temperatures at a 6-inch (15.2 cm) height on the cables whereas
the penetration sample D19/A-60-6U, insulated on the non-fire
side, provided the highest temperatures at the 6-inch (15.2 cm)
height on the cables.
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Temperatures on Electrical Cable Failures
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FIGURE 27. Temperatures on Partially Insulated Penetrations
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7.0 CONCLUSIONS

The test data in Table 2 show that 3 of 9 samples insulated
on the exposed side failed the temperature requirements for a
Class A-60 rating, whereas all 18 samples insulated on the
unexposed side failed to meet the temperature rise requirements
for this rating. This indicates that, in general, insulating the
exposed side provides a greater degree of protection than insu-
lating the unexposed side. Tables 3-8 1list the specific fire
rating obtained by each penetration.

The following paragraphs provide a description of each
penetration and its fire rating performance as a Class A or Class
B fire stop when installed in a steel deck or bulkhead.

Penetration D3/A-60U-~--A Class A-60 fire rating will not be
provided by 15 inches (38.1 c¢m) of approved structural insulation
extending up the non-fire side of a flanged steel spigot having
5 1/2-inch (14 cm) extensions on both sides of a 3/16-inch
(0.5 cm) steel plate. This penetration assembly will provide a
Class A-0 fire rating.

Penetration D4/A-60U----A Class A-60 fire rating will not be
provided by 18 inches (45.7 cm) of approved structural insulation
extending up the non-fire side of a bronze flanged copper spigot
which has 15-inch (38.1 cm) extensions on both sides of a
3/16-inch (0.5 cm) bronze plate and is bolted to a bronze flanged
copper pipe. This penetration assembly will provide a Class A-15
fire rating.

Penetration D4/A-60E----A Class A-60 fire rating will be
provided by 18 inches (45.7 cm) of approved structural insulation
extending down the fire side of the penetrant.

Penetration D5/A-60U----A Class A-60 fire rating will not be
provided by 15 inches (38.1 cm) of approved structural insulation
extending up the non-fire side of a bronze flanged copper spigot
which has 5 1/2-inch (14 cm) extensions on both sides of a
3/16=-inch (0.5 cm) steel collar and is bolted to a bronze flanged
copper pipe. This penetration assembly will provide a Class A-15
fire rating.

Penetration D6/A-60U----A Class A-60 fire rating will not be
provided by 18 inches (45.7 cm) of approved structural insulation
extending up the non-fire side of a bronze flanged copper spigot
which has 15-inch (38.1 cm) extensions on both sides of a
3/16-inch (0.5 cm) steel collar and is bolted to a bronze flanged
copper pipe. This penetration assembly will provide a Class A-15
fire rating.
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Penetration D9/A-60U----A Class A-60 fire rating will not be
provided by 15 inches (38.1 cm) of approved structural insulation
extending up the non-fire side of a continuous copper pipe in a
steel spigot which has a 3-inch (7.6 cm) extension on the fire
exposed side of a 3/16-inch (0.5 cm) and a 15-inch (38.1 cm)
extension and a terminal tube on the non-fire side of the plate.
This penetration assembly will provide a Class A-15 fire rating.

Penetration D10/A-0----A Class A-0 fire rating will be
provided by a continuous copper pipe in a steel spigot which has
15-inch (38.1 cm) extensions on both sides of a 3/16-inch
(0.5 cm) steel plate and a terminal tube on the fire side of the
plate.

Penetration D10/A-60U----A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved structural
insulation extending up the non-fire side of the D10/A-0
penetrant. This penetration assembly will provide a Class A-15
fire rating.

Penetration D10/A-60E----A Class A-60 fire rating will be
provided by 15 inches (38.1 cm) of approved structural insulation
extending down the fire side of the penetrant.

Penetration D11/A-60U----A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved structural
insulation extending up the non-fire side of a continuous pipe
brazed at both ends of a steel spigot which has 15-inch (38.1 cm)
extensions on both sides of a 3/16-inch (0.5 cm) steel plate.
This penetration assembly will provide a Class A-15 fire rating.

Penetration D14/A-0----A Class A-0 fire rating will be
provided by a steel spigot which has 15-inch (38.1 cm) extensions
on both sides of a 3/16~inch (0.5 cm) steel plate and is threaded
to a PVC pipe.

Penetration D14/A-60U----A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved structural
insulation extending up the non-fire side of the penetrant. This
penetration assembly will provide a Class A~30 fire rating.

Penetration D14/A-60E----A Class A-60 fire rating will be
provided by 15 inches (38.1 cm) of approved structural insulation
extending down the fire side of the penetrant.

Penetration D15/A-60U----A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved structural
insulation extending up the non-fire side of a continuous PVC
pipe in a steel spigot which has 15-inch (38.1 cm) extensions on
both sides of a 3/16-inch (0.5 cm) steel plate and is packed with
fire sealant to a 1l-inch (2.5 cm) depth in both ends of the
spigot. This penetration assembly will provide a Class A-15 fire
rating.
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Penetration D16/A-60U----A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved structural
insulation extending up the non-fire side of a continuous PVC
pipe in a steel spigot which has 3-inch (7.6 cm) extensions on
both sides of 3/16-inch (0.5 cm) steel plate and is packed with
fire sealant to a 1l-inch (2.5 cm) depth in both ends of the
spigot. This penetration assembly will provide a Class A-15 fire
rating.

Penetration D17/A-0----A Class A-0 fire rating will be pro-
vided by a 12-inch (30.5 cm) diameter steel spigot which has a
6-inch (15.2 cm) extension on the fire side, and a 30-inch

(76.2 cm) extension on the non-fire side and 1is flanged and
bolted at both ends to a steel flange that is welded all around
to a 12-inch (30.5 cm) diameter gauge duct with a 22 gauge cap on
both ends.

Penetration D17/A-60U----A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved structural
insulation extending up the non-fire side of the D17/A-0
penetrant. This penetration assembly will provide a Class A-15
fire rating.

Penetration D17/A-60E----A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved structural
insulation extending down the fire side of the D17/A-0 penetrant.
This penetration assembly will provide a Class A-30 fire rating.

Penetration D19/A-60U----A Class A-60 fire rating will not
be provided by 9 inches (22.9 cm) of approved structural
insulation extending up the non-fire side of a multiple cable
transit penetrating a 3/16-inch (0.5 cm) steel plate. This
penetration assembly will provide a Class A-15 fire rating.

Penetration D19/A-60-6U----A Class A-60 fire rating will not
be provided by 6 inches (15.2 cm) of approved structural
insulation extending up the non-fire side of the penetrant and
covering only a 6-inch (15.2 cm) square area around the cable
transit device on the non-fire side of the 3/16-inch (0.5 cm)
steel plate. Note: Three inches (7.6 cm) of insulation did not
cover the entire surface of the steel plate. This penetration
assembly will provide a Class B-15 fire rating.

Penetration D19/A-60-6E----A Class A-60 fire rating will not
be provided by 6 inches (15.2 cm) of approved structural
insulation extending down the penetrant and covering only a
6-inch (15.2 cm) square area around the cable transit device on
the fire side of the penetrant. Note: Three inches (7.6 cm) of
insulation did not cover the entire surface of the steel plate.
This penetration assembly will provide a Class B-15 fire rating.
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Penetration D19/A-60-3E&3U----A Class A-60 fire rating will
not be provided by 3 inches (7.6 cm) of approved structural
insulation which extends up the penetrant on the non-fire side
and 6 inches (15.2 cm) beyond the cable transit device on the
non-fire side of the steel plate and by 3 inches (7.6 cm) of
approved structural insulation which extends down the fire side
of the penetrant and only 6 inches (15.2 cm) beyond the cable
transit device on the fire side of the steel plate. Note: There
was no 3-inch (7.6 cm) layer of insulation across the entire
surface of the unexposed fire side of the steel plate. This
penetration assembly will provide a Class B-15 fire rating.

Penetration D21/A-60U----A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved structural
insulation which extends up the non-fire side of a steel spigot
which has a 3-inch (7.6 cm) extension on the fire side of a
3/16-inch (0.5 cm) steel plate and a 15-inch (38.1 cm) extension
with a terminal tube on the unexposed fire side. This
penetration assembly will provide a Class A-15 fire rating.

Penetration D22/A-0----A Class A-0 fire rating will not be
provided by a steel spigot and a terminal tube containing a
2-inch (5.1 cm) diameter marine electrical cable. The spigot had
a 3-inch (7.6 cm) extension with a terminal tube on the unexposed
fire side and was welded all around to a 3/16-inch (0.5 cm) steel
plate and also had a 90 degree bend on its fire side. This
penetration assembly will provide a Class B-0 fire rating.

Penetration D22/A-60U----A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved structural
insulation extending up the non-fire side of the penetrant. This
penetration assembly will provide a Class A-15 fire rating.

Penetration D22/A-~60E----A Class A~-60 fire rating will be
provided by 15 inches (38.1 cm) of approved structural insulation
extending down the fire side of the penetrant.

Penetration D23/A-0-~---A C(Class A-0 fire rating will be
provided by a continuous 2 inch (5.1 c¢m) diameter marine
electrical cable in a steel spigot which has 15 inch (38.1 cm)
extensions on both sides of a 3/16-inch (0.5 cm) steel plate, is
welded all around to the plate, has a terminal tube on the non-
fire side and has fire sealant packed inside both ends to a
1 inch (2.5 cm) depth.

Penetration D23/A-60U----A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved structural
insulation extending up the non-fire side of the penetrant. This
penetration assembly will provide a Class A-15 fire rating.
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Penetration D23/A-60E----A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved structural
insulation extending down the fire side of the penetrant. This
penetration assembly will provide a Class B-15 fire rating.

Penetration D24/A-0----A Class A-0 fire rating will not be
provided by a continuous 2-inch (5.1 c¢m) diameter marine
electrical cable in a steel spigot which has 15-inch (38.1 cm)
extensions on both sides of a 3/16-inch (0.5 cm) steel plate, is
welded all around to the plate, has a terminal tube on the fire
side, and has fire sealant packed inside both ends to a 1l-inch
(2.5 cm) depth. This penetration assembly will provide a Class
B-0 fire rating.

Penetration D24/A~60U----A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved structural
insulation extending up the non-fire side of the penetrant. This
penetration assembly will provide a Class B-15 fire rating.

Penetration D24/A-60E---~-A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved insulation
extending down the fire side of the penetrant. This penetration
assembly will provide a Class B-15 fire rating.

Penetration D25/A-0----A Class A-0 fire rating will be
provided by a 12 inch x 12 inch (30.5 cm x 30.5 cm) steel spigot
which is welded all around to a 3/16-inch (0.5 cm) steel plate
and has a 6-inch (15.2 cm) extension on the fire side and a
30-inch (76.2 cm) extension on the non-fire side with both
extensions being flanged and bolted at the ends to a steel
flange welded to a 22 gauge duct with end caps.

Penetration D25/A-60U----A Class A-60 fire rating will not
be provided by 15 inches (38.1 c¢m) of approved structural
insulation extending up the non-fire side of the D25/A-0
penetrant. This penetration assembly will provide a Class A-0
fire rating.

Penetration D25/A-60E----A Class A-60 fire rating will not
be provided by 15 inches (38.1 .m) of approved structural
insulation extending down the fire side of the D25/A-0 penetrant.
This penetration assembly will provide a Class A-30 fire rating.

Penetration D26/A-0----A Class A~60 fire rating will be
provided by a continuous 12-inch (30.5 cm) diameter 22 gauge duct
in a 12 1/2-inch (31.8 cm) diameter steel spigot which has a
6-inch (15.2 cm) extension on the fire side and a 30-inch
(76.2 cm) extension on the unexposed fire side, is welded all
around to a 3/16-inch (0.5 cm) steel plate and is packed with
fire sealant inside both ends around the duct to a 1-inch
(2.5 cm) depth.
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Penetration D26/A-60U----A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved structural insula-
tion extending up the non-fire side of the penetrant. This pene-
tration assembly will provide a Class A-15 fire rating.

Penetration D26/A-60E----A Class A-60 fire rating will not
be provided by 15 inches (38.1 cm) of approved structural insul-
ation extending down the fire side of the penetrant. This pene-
tration assembly will provide a Class A-30 fire rating.

8.0 RECOMMENDATIONS

8.1 Penetration Designs

In general it 1is recommended that the ASTM E814/UL 1479
nethod be considered as a fire resistance performance test for
approving penetration designs submitted to the U.S. Coast Guard.
Both standards would require some modifications (see section 8.2)
to comply with specific U.S. Coast Guard regulations governing
the passage of smoke and the acceptable limits for temperature
rise.

It is recommended that the configurations of penetrations
which successfully passed the ASTM E814/UL 1479 test be
published as design guidelines. Based on the test results,
samples which conform to these configurations could be expected
to pass the modified ASTM E814/UL 1479 performance test.

It is recommended that penetrations be insulated on the side
of the deck or bulkhead which is most likely to be exposed to a
fire, thus providing the most protection against heat
transmission.

It is recommended that additional testing be conducted with
penetrating items and fire stop material from these tests
installed in Class B bulkhead or deck plate material to evaluate
specimen suitability for marine use.

8.2 Approval Test Procedures

The data sheet for the fire performance test should report
the time and extent of smoke occurrence on the unexposed side of
the sample, and should indicate the path by which the smoke
reached the unexposed side.

The number of thermocouples required by ASTM E814/UL 1479 on
the penetrant should be increased from one to two. This
redundancy should be provided at critical locations.

The test documentation requirements should include video-
taping the testing. This tape would be included when a pene-
tration is submitted for Coast Guard acceptance and could be used
to verify whether there was passage of smoke, flame or water
through the penetrant.
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APPENDIX A
DESCRIPTION OF SAMPLE PENETRATIONS

In all sample penetration descriptions, spigot refers to a length
of pipe which either replaces or encloses a continuous run of
pipe, duct, or electrical cable. A detailed drawing and material
description of each sample penetration 1is included in the
individual data sections in Apppendix C.

Class A-0 Samples

Sample Description

D10/A-0 A continuous copper pipe in a steel spigot.
The steel spigot had 15-inch (38.1 cm)
extensions on both sides of a 3/16-inch
(0.5 cm) steel test plate and a terminal tube
on its fire side. The steel spigot was
welded all around to the test plate.

D14/A-0 A steel spigot threaded at both ends to PVC
pipe. The steel spigot had 15-inch (38.1 cm)
extensions on both sides of a 3/16-inch
(0.5 cm) steel test plate and was welded all
around to the test plate.

D17/A-0 A 12-inch (30.5 cm) diameter steel spigot
flanged and bolted at both ends to a steel
flange welded all the way around to a 12-inch
(30.5 cm) diameter 22 gauge duct with a
22 gauge blank end cap on both ends. The
spigot had a 6-inch (15.2 cm) extension on
the fire side, a 30-inch (76.2 cm) extension
on the non-fire side, and was welded all
around to a 3/16-inch (0.5 cm) steel test
plate.

D22/A-0 A curved steel spigot and a terminal tube
containing a 2-inch (5.1 cm) diameter marine
electrical cable. The steel spigot had a 90°
bend from a 5-inch (12.7 cm) radius on the
fire side and was welded all around to a
3/16=inch (0.5 cm) steel test plate. The
steel spigot had a 3-inch (7.6 cm) terminal
tube on the non-fire side of the test plate.
The electrical cable complied with Canadian
Coast Guard Ship Safety Electrical Standards.




Class A-0 Samples (cont’d.)

D23/A-0

D24/A-0

D25/A-0

D26/A-0

A steel spigot and a terminal tube containing
a 2-inch (5.1 cm) diameter marine electrical
cable. The steel spigot was welded all
around to a 3/16-inch (0.5 cm) steel test
plate and had a 15-inch (38.1 cm) extension
on the fire side of the plate. The steel
spigot had a 15-inch (38.1 cm) extension and
a terminal tube on the non-fire side of the
test plate. Fire sealant was packed inside
both ends of the spigot around the electrical
cable to a 1-inch (2.5 cm) depth. The
electrical cable complied with Canadian Coast
Guard Ship Safety Electrical Standards.

A steel spigot and a terminal tube containing
a 2-inch (5.1 cm) diameter marine electrical
cable. The steel spigot was welded all
around to a 3/16-inch (0.5 cm) steel test
plate and had a 15-inch (38.1 cm) extension
on the non-fire side of the plate. The steel
spigot had a 15-inch (38.1 cm) extension and
a terminal tube on the fire side of the test
plate. Fire sealant was packed inside both
ends of the spigot around the cable to a
l1-inch (2.5 cm) depth.  The electrical cable
complied with Canadian Coast Guard Ship
Safety Electrical Standards.

A 12x12-inch (30.5 x 30.5 cm) steel spigot
flanged and bolted at both ends to a steel
flange 12xl12-inches (30.5 x 30.5 cm) welded
all around to 22 gauge duct with a 22 gauge
blank end cap on both ends. The spigot had a
6-inch (15.2 cm) extension on the fire side,
a 30-inch (76.2 cm) extension on the non-fire
side, and was welded all around to a
3/16-inch (0.5 cm) steel test plate.

A continuous 12-inch (30.5 cm) diameter
22 gauge duct inside a 12 1/2-inch (31.8 cm)
diameter steel spigot. The duct had a
22 gauge end cap on both ends. The steel
spigot had a 6-inch (15.2 cm) extension on
the fire side, a 30-inch (76.2 cm) extension
on the non-fire side, and was welded all
around to a 3/16-inch (0.5 cm) steel test
plate. Fire sealant was packed inside both
ends of the spigot around the duct to a
l-inch (2.5 cm) depth.




Class A-60E Samples

The letter E indicates that the insulation was attached to the
fire side of the test plate and the penetrant. The insulation
details are shown on the drawings in the appropriat: data
sections of Appendix C.

Sample Description

D4/A-60E A bronze flanged copper spigot (with 15-inch
(38.1 cm) extensions on both sides of a
3/16-inch (0.5 cm) bronze plate) bolted to a
bronze flanged copper pipe. The bronze plate
is brazed all around to the copper spigot and
bolted to a 3/16-in (0.5 cm) steel test
plate. Three inches (7.6 cm) of insulation
covered the fire side of the test plate and
18 inches (45.7 cm) of insulation extended
down the penetrant’s fire side.

D10/A-60E Same as D10/A-0 except that 3 inches (7.6 cm)
of insulation covered the fire side of the
test plate and 15 inches (38.1 <c¢m) of
insulation extended down the penetrant’s fire
side.

D14/A-60E Same as D14/A-0 except that 3 inches (7.6 cm)
of insulation covered the fire side of the
test plate and 15 inches (38.1 cm) of
insulation extended down the penetrant’s fire
side.

D17/A-60E Same as D17/A-0 except that 3 inches (7.6 cm)
of insulation covered the fire side of the
test plate and 15 inches (38.1 <cm) of
insulation extended down the penetrant’s fire
side.

D22/A-60E Same as D22/A-0 except that 3 inches (7.6 cm)
of insulation covered the fire side of the
test plate and 18 inches (45.7 c¢m) of
insulation extended down the penetrant’s fire
side.

D23/A-60E Same as D23/A-0 except that 3 inches (7.6 cm)
of insulation covered the fire side of the
test plate and 15 inches (38.1 «cm) of
insulation extended down the penetrant’s fire
side.




Class A-60E Samples (cont’d.)

D24/A-60E Same as D24/A-0 except that 3 inches (7.6 cm)
of insulation covered the fire side of the
test plate and 15 inches (38.1 cm) of
insulation extended down the penetrant’s fire
side.

D25/A-60E Same as D25/A-0 except that 3 inches (7.6 cm)
of insulation covered the fire side of the
test plate and 15 inches (38.1 «cm) of
insulation extended down the penetrant’s fire
side.

D26/A~-60E Same as D26/A-0 except that 3 inches (7.6 cm)
of insulation covered the fire side of the
test plate and 15 inches (38.1 cm) of
insulation extended down the penetrant’s fire
side.

Class A-60U Samples

The letter U indicates that the insulation was attached to the
non-fire side of the test plate and the penetrant. The
insulation details are shown on the drawings in the appropriate
data sections of Appendix C.

Sample Description

D3/A-60U A flanged steel spigot (with 5 1/2-inch
(14 cm) extensions on both sides of a
3/16-inch (0.5 cm) steel collar) bolted to
a bronze flanged copper pipe. The steel
collar is welded all the way around to both
the steel spigot and to a 3/16-inch (0.5
cm) steel test plate. Three inches (7.6
cm) of insulation covered the steel plates’
non-fire side and 15 inches (38.1 cm) of
insulation extended up the penetrant.

D4/A-60U A bronze flanged copper spigot (with 15-inch
(38.1 cm) extensions on both sides of a
3/16-inch (0.5 cm) bronze plate) bolted to
a bronze flanged copper pipe. The bronze
plate is brazed all around to the copper
spigot and bolted to a 3/16-inch (0.5 cm)
steel collar which is welded to a 3/16-inch
(0.5 cm) steel test plate. Three inches
(7.6 cm) of insulation covered the steel
plate’s non-fire side and 18 inches (45.7
cm) of insulation extended up the
penetrant.




Class A-60U Samples (cont’d.)

D5/A-60U A bronze-flanged copper spigot (with 5 1/2-

D6/A-60U

D9/A~60U

D10/A-60U

inch (14 cm) extensions on both sides of a
3/16-inch (0.5 cm) steel collar) bolted to
a bronze flanged copper pipe. The steel
collar is brazed all around to the copper
spigot and welded all around to a 3/16-inch
(0.5 cm) steel test plate. Three inches
(7.6 cm) of insulation covered the steel
platé’s non-fire side and 15 inches
(38.1 cm) of insulation extended up the
penetrant.

A bronze-flanged copper spigot (with 15-inch

(38.1 cm) extensions on both sides of a
3/16-inch (0.5 cm) steel collar) bolted to
a bronze flanged copper pipe. The steel
collar is brazed all around to the copper
spigot and welded all around to a 3/16-inch
(0.5 cm) steel test plate. Three inches
(7.6 cm) of insulation covered the steel
plate’s non-fire side and 18 inches
(45.7 cm) of insulation extended up the
penetrant.

A continuous steel pipe in a steel spigot.
The steel spigot had a 3-inch (7.6 cm)
extension on the fire-exposed side of the
3/16-inch (0.5 cm) steel test plate and a
15-inch (38.1 cm) extension with a terminal
tube on the unexposed fire side of the test
plate. The steel spigot was welded all the
way around to the test plate. Three inches
(7.6 cm) of insulation covered the steel
plate’s non-fire side and 15 inches
(38.1 cm) of insulation extended up the
penetrant.

A continuous copper pipe in a steel spigot.
The steel spigot had 15-inch (38.1 cm)
extension on both sides of a 3/16-inch
(0.5 cm) steel test plate and a terminal
tube on its fire side. The steel spigot
was welded all the way around to the test
plate. Three inches (7.6 cm) of insulation
covered the steel plate’s non-fire side and
15 inches (38.1 cm) of insulation extended
up the penetrant.




Class A-60U Samples (cont’d.)

D11/A-60U

D14/A-60U

D15/A-60U

D16/A-60U

A continuous copper pipe in a steel spigot.
The steel spigot had 15-inch (38.1 cm)
extensions on both sides of a 3/16-inch
(0.5 cm) steel test plate. The steel
spigot was brazed all the way around at
both its ends to the copper pipe while it
was welded all the way around to the test
plate. Three inches (7.6 cm) of insulation
covered the steel plate’s non-fire side and
15 inches (38.1 cm) of insulation extended
up the penetrant.

A steel spigot threaded at both ends to PVC
pipe. The steel spigot had 15-inch
(38.1 cm) extensions on both sides of a
3/16-inch (0.5 cm) steel test plate and
was welded all around to the test plate.
Three inches (7.6 cm) of insulation
covered the steel plate’s non-fire side and
15 inches (38.1 cm) of insulation extended
up the penetrant.

A continuous PVC pipe in a steel spigot.
The steel spigot had 15-inch (38.1 cm)
extensions on both sides of a 3/16-inch
(0.5 cm) steel test plate and welded all
the way around to the plate. Fire sealant
was packed inside both ends of the spigot
around the PVC pipe to a 1-inch (2.5 cm)
depth. Three inches (7.6 cm) of
insulation covered the steel plate’s non-
fire side and 15 inches (38.1 c¢m) of
insulation extended up the penetrant.

A continuous PVC pipe in a steel spigot.
The steel spigot had 3-inch (7.6 cm)
extensions on both sides of a 3/16-inch
(0.5 cm) steel test plate and was welded
all the way around the plate. Fire
sealant was packed inside both ends of the
spigot around the PVC pipe to a 1-inch
(2.5 cm) depth. Three inches (7.6 cm) of
insulation covered the steel plate’s non-
fire side and 15 inches (38.1 cm) of
insulation extended up the penetrant.




Class A-60U Samples (cont’d.)

D17/A-60U A 12-inch (30.5 cm) diameter steel spigot

flanged and bolted at both ends to a steel
flange welded all around to a 12-inch
(30.5 cm) diameter 22 gauge duct. The duct
had a 22 gauge blank end cap on both ends.
The spigot had a 6-inch (15.2 cm) extension
on the fire side, a 30-inch (76.2 cm)
extension on the non-fire side, and was
welded all around to a 3/16-inch (0.5 cm)
steel test plate. Three inches (7.6 cm) of
insulation covered the steel plate’s non-
fire side and 15 inches (38.1 <cm) of
insulation extended up the penetrant.

D19/A-60U A multi-cable transit with six types of ma-

D21/A-60U

rine electrical cable complying with Canadian
Coast Guard Ship Safety Electrical Standards.
The transit device was welded all around to a
3/16-inch (0.5 cm) steel test plate. Three
inches (7.6 cm) of insulation covered the
steel plate’s non-fire side and 9 inches
(22.9 cm) of insulation extended up the
penetrant.

A steel spigot and a terminal tube containing
a 2-inch (5.1 cm) diameter marine electrical
cable. The steel spigot was welded all the
way around to a 3/16-inch (0.5 cm) steel
test plate and had a 3-inch (7.6 cm)
extension on the fire-exposed side of the
plate. The steel spigot had a 15-inch
(38.1 cm) extension and a terminal tube on
the non-fire side of the test plate. The
electric cable complied with Canadian Coast
Guard Ship Safety Electrical Standards.
Three inches (7.6 cm) of insulation covered
the steel plate’s non-fire side and 15 inches
(38.1 cm) of insulation extended up the
penetrant.




Class A-60U Samples (cont’d.)

D22/A-60U A curved steel spigot and a terminal tube

D23/A-60U

D24/A-60U

containing a 2-inch (5.1 cm) diameter marine
electrical cable. The steel spigot had a
90 bend from a 5-inch (12.7 cm) radius on
the fire side and was welded all around to a
3/16-inch (0.5 cm) steel test plate. The
steel spigot had a 3-inch (7.6 cm) terminal
tube on the unexposed fire side of the test
plate. The electrical cable complied with
Canadian Coast Guard Ship Safety Electrical
Standards. Three inches (7.6 cm) of
insulation covered the steel plate’s non-fire
side and 15 inches (38.1 cm) of insulation
extended up the penetrant.

A steel spigot and a terminal tube containing
a 2-inch (5.1 cm) diameter marine electrical
cable. The steel spigot was welded all
around to a 3/16-inch (0.5 cm) steel test
plate and had a 15-inch (38.1 cm) extension
on the fire-exposed side of the plate. The
steel spigot had a 15-inch (38.1 cm)
extension and a terminal tube on the
unexposed fire side of the test plate. The
electrical cable complied with Canadian Coast
Guard Ship Safety Electrical Standards. Fire
sealant was packed inside both ends of the
spigot around the electrical cable to a
l-inch (2.5 cm) depth. Three inches (7.6 cm)
of insulation covered the steel plate’s non-
fire side and 15 inches (38.1 cm) of
insulation extended up the penetrant.

A steel spigot and a terminal tube containing
a 2-inch (5.1 cm) diameter marine electrical
cable. The steel spigot was welded all
around to a 3/16-inch (0.5 cm) steel test
plate and had a 15-inch (38.1 cm) extension
on the non-fire side of the plate. The steel
spigot had a 15-inch (38.1 cm) extension and
a terminal tube on the exposed fire side of
the test plate. The electrical cable
complied with Canadian Coast Guard Ship
Safety Electrical Standards. Fire sealant
was packed inside both ends of the spigot
around the cable to a 1l-inch (2.5 cm) depth.
Three inches (7.6 cm) of insulation covered
the steel plate’s non-fire side and 15 inches
(38.1 cm) of insulation extended up the
penetrant.




Class A-60U Samples (cont’d.)

D25/A-60U

D26/A-60U

A 12x12-inch (30.5 x 30.5 cm) steel spigot
flanged and bolted at both ends to a steel
flange welded all around to a 12xl12-inch
(30.5 x 30.5 cm) 22 gauge duct. The duct
had 22 gauge blank end cap on both ends.
The spigot had a 6-inch (15.2 cm) extension
on the fire side, a 30-inch (76.2 cm)
extension on the non-fire side, and was
welded all around to a 3/16-inch (0.5 cm)
steel test plate. Three inches (7.6 cm) of
insulation covered the steel plate’s non-
fire side and 15 inches (38.1 cm) of
insulation extended up the penetrant.

A continuous 12-inch (30.5 cm) diameter
22 gauge duct in a 12 1/2-inch (31.8 cm)
diameter steel spigot. The duct had 22
gauge end caps on both ends. The steel
spigot had a 6-inch (15.2 cm) extension on
the fire side, a 30-inch (76.2 c¢m)
extension on the non-fire side, and was
welded all around to a 3/16-inch (0.5 cm)
steel test plate. Fire sealant was packed
inside both ends of the spigot around the
duct to a 1l-inch (2.5 cm) depth. Three
inches (7.6 cm) of insulation covered the
steel plate’s non-fire side and 15 inches
(38.1 cm) of insulation extended up the
penetrant.

Samples Partially Insulated

Sample Description

D19/A-60-6E A multi~-cable transit with six types of

D19/A-60-6U

marine electrical cable complying with
Canadian Coast Guard Ship Safety
Electrical Standards. The transit device
was welded all around to a 3/16 inch
(0.5 cm) steel test plate. Six inches
(15.2 cm) of insulation extended down the
penetrant’s fire side and covered an area
on the steel plate which extended 6 in-
ches (15.2 cm) beyond each side of the
multi-cable transit.

Same as D19/A-60-6E except that the insu-
lation was located on the non-fire side.




Samples Partially Insulated (cont’d.)

D19/A-60-3E & 3U A multi-cable transit with six types of
marine electrical cable complying with
Canadian Coast Guard Ship Safety
Electrical Standards. The transit
device was welded all around to a
3/16-inch (0.5 cm) steel test plate.
Three inches (7.6 cm) of insulation
covered an area on the steel plate
around the multi-cable transit on both
the fire and non-fire sides. This area
extended 6 inches (15.2 cm) beyond each
side of the multi-cable transit.
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APPENDIX B

q b Designation: E 814 - 83

AMERICAN SOCIETY FOR TESTING AND MATERIALS
1916 Race St., Philadelphia, Pa. 19103
Reprinted from the Annual Book of ASTM Standards, Copyright ASTM
If not listed in the current combined index, will appear in the next edition.

Standard Method of
FIRE TESTS OF THROUGH-PENETRATION FIRE STOPS'

This standard 1s issued under the tixed designation E 814: the number immediately following the designation indicates the
vear of ongtnal adoption or. 1n the case of revision. the year of last revision. A number 1n parentheses indicates the vear
of Jast reapproval. A superscript epsilon {¢) tndicates an editonal change since the last revision or reapproval.

INTRODUCTION

Characteristically fire spreads from one byilding compartment to another by the
collapse of a barrier, or by openings through which flames or hot gases may pass. or by
transfer of sufficient heat to ignite combustibles beyond the barrier. ASTM Methods
E 119, Fire Tests of Building Construction and Materials,’ describe the method to be
used to measure the fire-resistive performance of these barriers.

However, various techniques of providing for the distribution of services within a
structure sometimes require that openings be made in fire-resistive walls and floors to
allow the passage of such penetrating items as cables. conduits. pipes, trays, and ducts
through to the adjacent compartment. Fire-stop material is installed into these openings

to resist the spread of fire.

The performance of through-penetration fire stops should be measured and specified
according to a common standard that describes the method of fire exposure and rating

criteria.

1. Scope

1.1 This method is applicable to through-
penetration fire stops of various materials and
construction. Fire stops are intended for use in
openings in fire-resistive walls and floors that
are evaluated in accordance with Methods
E L19.

1.2 Tests conducted in conformance with
this method will record fire-stop performance
during the test exposure: but such tests shalil
not be construed to determine suitability of the
fire stop for use after test exposure.

1.3 This method considers the resistance of
tire stops to an external force stimulated by a
hose stream. However, this method shall not
be construed as determining the performance
of the fire stop during actual fire conditions
when subjected to forces such as failure of
cable support systems and falling debns.

1.4 The intent of this method is to develop
data to assist others in determining the suita-
bility of the fire stops for use where fire resist-
ance is required.

B-1

1.5 This standard should be used to measure
and describe the properties and materials. prod-
ucts, or assemblies in response 1o heat and flame
under controlled laboratory conditions and
should not be used to describe or appraise the fire
hazard or fire risk of materials, products. or
assemblies under actual fire conditions. However,
results of this test may be used as elements of a
fire risk assessment which takes into account all
of tne factors which are pertinent to an assess-
ment of the fire hazard of a particular end use.

2. Applicable Document

2.1 ASTM Standard:
E 119 Methods of Fire Tests of Building
Construction and Materials®

' This method 1s under the junsdiction of Committee E-3 on
Fire Standards and 1s the direct responsibihity of Subcommutiee
EOS 1L on Building Ce astruction.

Current ediion approved Mayv 27, 1983, Published Juls
19X%3. Onginaily published as E 814-81 Last previous ediion
ERI14-X1.

SIYS3 Annual Book of ASTN Stundurds, Vol 0407
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3. Summary of Method

3.1 This method of testing through-penetra-
tion fire stops exposes fire stops to a standard
temperature-time fire. and to a subsequent ap-
plication of a hose stream.

3.2 Ratings are established on the basis of
the period of resistance to the fire exposure,
prior to the first development of through open-
ings. flaming on the unexposed surface. limiting
thermal transmission criterion, and acceptable
performance under applization of a hose
stream.

4. Significance and Use

4.1 This method is used to determine the
performance of a fire stop with respect 10
exposure to a standard temperature-time fire
test and hose stream test. The performance of
a hre stop is dependent upon the specific
assembly of materials tested including the
number. type, and size of penetrations and the
floors or walls in which it is installed.

4.2 Two ratings are established for each fire
stop. An F rating is based upon . 'ame occur-
rence on the unexposed surface, while the T
rating is based upon the temperature rise as
well as flame occurrence on the unexposed side
of the fire stop. These ratings, together with
detailed performance data such as the location
of through-openings and temperatures of pen-
etrating items are intended to be one factor in
assessing performance of fire stops.

5. Terminology

5.1 Definition:

S.1.1 fire stop—a through-penetration fire
stop is a specific construction consisting of the
materials that fill the opening around penetrat-
ing items such as cables. cable trays. conduits.
ducts. and pipes and their means of support
through the wall or floor opening to prevent
spread of fire.

5.2 Descriptions of Terms Specific to this
Method:

5.2.1 test sumple—the fire stop being tested.

5.2.2 test assembly—ihe wall or tloor into
which the test sample(s) is (are) mounted or
installed.

6. Control of Fire Tests

6.1 Temperature-Time Curve—The fire en-
vironment within the furnace shall be in ac-
cordance with the standard temperature-time

E 814

curve shown by Fig. |. The points on the cur 2
that determine its character are:
Ambient at 0 min
1000°F(538°C) at 5 min
1300°F(704°C) at 10 mun
1550°F(843°C) at 30 min
1700°F¢927°C) at 60 mun
1850°F(1010°C) at 120 min
2000°F(1093°C) at 240 min
2300°F(1260°C) at 480 min or over

6.2 Furnance Temperatures:

6.2.1 The temperature fixed by the curve
shall be the average temperature obtained from
the readings of thermocouples symmetrically
disposed and distributed within the test furnace
1o show the temperature near all parts of the
assembly. Use a minimum of three thermocou-
ples, with not fewer than five thermocouples
per 100 ft? (9.29 m?) of floor surface, and not
fewer than nine thermocouples per 100 ft* (9.29
m’) of wall specimen surface.

6.2.2 Enclose the thermocouples in sealed
protection tubes of such materials and dimen-
sions that the time constant of the protected
thermocouple assembly lies within the range’
from 300 to 400 s. The exposed length of the
pyrometer tube and thermocouple in the fur-
nace chamber shall be not less than {2 in. (300
mm). Other types of protection tubes of pyrom-
eters may be used provided that temperature
measurementsobtained in accordance with Fig.
1 are within the limit of accuracy that applies
for furnace temperature measurements.

6.2.3 For floors, place the junction of the
thermocouples 12 in. (300 mm) away from the
exposed face of the assembly. In the case of
walls, place the thermocouples 6.0 in. (150 mm)
away from the exposed face.

6.2.4 Read the temperature at intervals not
exceeding 5 min during the first 120 min.
Thereafter, the intervals may be increased to
not more than 10 min.

6.2.5 The accuracy of the furnace control
shall be such that the area under the tempera-
ture-time curve, obtained by averaging the

" A typical thermocouple meeting these ime-constant re-
quirements may be fabricated by fusion-welding the twisted
ends ot No. |8 B and S gage (0.040 1n.) (1.02 mm) Chromel-
Alumel wires. mounting the leads in porcetain insulators and
inserting the assembly so the thermocouple bead 1s U.30 1n
{13 mm) from the sealed end of a standard weight. nominal

2in.aron, steel or Inconel pipe. The ume constant tor this

and tor several other thermocouple assemblies wias measured
in 1976, The ume constant may also be calculated trom
knowledge of ts physical and thermal properties Sce Re-
search Report RREE-S-1001. available from ASTM Head-
\{UJ”L‘[\_
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results from the pyrometer or thermoelectric
device ‘readings. is within 107 of the corre-
sponding area under the standard temperature-
time curve shown in Fig. | for fire tests of 60
min or less duration: within 7.5 % for those
over 60 min and not more than 120 min: and
within 5 % for tests exceeding 120 min in du-
ration.

6.3 Unexposed Surface Temperatures:

6.3.1 Make at least one measurement at each
of the following locations on the unexposed
surface of the test sample and floor or wall
assembly as shown in Fig. 2.

6.3.2 Additional temperature measurements
may be made at the discretion of the testing
agency to obtain representative information of
the performance of the fire stops.

6.3.3 Measure temperatures on the surface
of the fire stop and assembly with thermocou-
ples placed under flexible pads specified in
Annex A2 The pads shall be held firmly
against the surface; they shall fit closely about
the thermocouples. The thermocouple junction
shall be located under the center of the pads.
The thermocouple leads under the pads shall
be not heavier than No. 18 B and S gage (0.040
in.) (1.02 mm) and shall be electricaily insu-
lated with heat-resistant moisture-resistant cov-
erings.

6.3.4 Mecasure temperatures of each tvpe
and size of penetrating item with at least one
thermocouple located 1.0 in. (25.4 mm) from
the unexposed surtace of the fire-stop matenal.
The thermocouple bead shall be held firmly
against the penetrating item. The thermocou-
ple leads shall not be heavier than No. 22 B
and S gage (0.0235 in.) (0.635 mm) and shall
be clectrically insulated with heat-resistant and
moisture-resistant coverings. The pads as de-
scribed above shall be held firmly against the
penetrating - n and shall fit closely about the
thermocoupics.

6.3.5 Read temperatures at intervals not ex-
ceeding |5 min until a reading exceeding 212°F
(100°C) has been obtained at any one point.
Thereafter. the readings may be taken more
frequently at the discretion of the testing body.
but the intervals need not be less than 5 min.

6.4 Differential Pressure:

6.4.1 Measure the pressure differential be-
tween the exposed and unexposed surfaces of
the test assembly required in 9.2 at three points
0.78 in. (20 mm) from the surface and locate as
tollows:

E 814

6.4.1.1 Walls—At the center and quarter
points on the vertical center line.

6.4.1.2 Floors—At the center and quarter
points along the longitudinal center line.

6.4.2 The pressure-measuring probe tips
shall be as shown in Fig. 3. manufactured from
stainless steel or other suitable material.

6.4.3 Measure the pressure by means of a
manometer or equivalent transducer. The ma-
nometer or transducer shall be capable of read-
ing 0.01-in. H,O (2.5-Pa) increments.

7. Test Sample

7.1 Construction and Size:

7.1.1 The construction of the test fire stops
shall be of sufficient size and include all con-
duits, pipes. cables (jacket types, sizes, conduc-
tor types. percent fills), required supports, or
other through-penetrating items so as to pro-
duce a truly representative fire stop for which
evaluation is desired. Fire stops shall be in-
stalled and tested in each constructior type for
which ratings are desired.

7.1.2 Through-penetrating items shall be in-
stalled so that they extend 12 in. (300 mm) on
the exposed side and 36 in. (900 mm) on the
unexposed side. The extended portion of the
cables on the unexposed side shall be supported
in the same manner as methods employed in
field installation. The individual ends of the
through-penetratingitems shall be covered and
sealed by suitable means to prevent excessive
transfer of gases through the items between the
furnace and the laboratory environment.

7.1.3 The periphery of the fire stop shail not
be closer than 1% times the thickness of the test
assembly or a minimum of {2 in. (300 mm) to
the furnace edge. whichever is greater.

8. Protection and Conditioning

8.1 Prior to fire test, condition the floor
or wall assembly and fire stops to provide.
within a reasonable time. a moisture condition
approximately representative of that likely to
exist in similar construction in buildings. This
moisture condition is considered as that which
would be established at equilibrium resulting
from drying in an ambient atmosphere of 50
relative humidity at 73°F (23°C). However.
with some assemblies and fire stops it may be
difficult or impossible to achieve the equilib-

‘ The distance between tire stop pertphery and turnace
edge may be reduced if the testing agency demonstrates and
reports that the edpe ettects du not atfect the results.
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rium moisture condition” within a reasonable
period of time. Therefore, floor or wall assem-
blies and fire stops may be tested when their
dampest portton has achieved a moisture con-
tent corresponding to drying to equilibrium
with air in the range from 50 to 75 % relative
humidity at 73 * 5°C (23 % 3°QC). If the
assembly or fire stops dried in a heated building
fail to meet these requirements after a 12-
month conditioning period. or if the nature of
the construction is such that drying of the
assembly or fire stop interior will be prevented
by hermetic sealing, these requirements may be
waived. except as to attainment of the required
strength as described in 9.1, and the assembly
or fire stop may be tested in the condition in
which it then exists.

8.2 Protect the testing equipment, sample.
and assembly undergoing the fire test from any
condition of wind or weather that might lead
to abnormal results. The ambient air tempera-
ture at the beginning of the test shall be within
the range from 50 to 90°F (10 to 32°C). The
velocity of air across the unexposed surface
measured just before the test begins shall not
exceed 4.4 ft/s (1.3 m/s) as determined by n
anemometer placed at right angles to the unex-
posed surface. If mechanical ventilation is em-
ployed during the test. an air stream shall not
be directed across the surface of the sample.

9. Conduct of Tests

9.1 Time of Testing—The test sample shall
not be tested until the test assembly has devel-
oped sufficient strength to retain the fire stops
securely in position.

9.2 Fire Test:

9.2.1 Control the differential pressure be-
tween the exposed and unexposed surfaces of
the test assembly within £20 % of the intended
pressure duiing the duration of the test (exclud-
ing the first 10 min). The differential pressure
employed is intended to be that pressure which
will be applicable to evaluate the fire stop with
respect to its field installation. A discussion
concerning the selection of pressure is con-
tained in Annex A3.

9.2.2 Continue the test until the desired eval-
uation period is reached or until the rating
criteria of Section 10 are satisfied.

9.3 Hose Stream Test:

9.3.1 Subject a duplicate sample to a fire

E 814

exposure test for a period equal to one half of
that indicated as the resistance period in the
fire test, but not more than 60 min, immediately
after which subject the sample to the impact.
erosion, and cooling effects of 2 hose stream as
described in Table | directed first at the middle
and then at all parts of the exposed face, with
changes in direction being made slowly.

9.3.2 The test sponsor may elect. with the
advice and consent of the testing body. to have
the hose stream test made on the sample sub-
jected to the fire test and immediately following
the fire test.

9.3.3 The stream shall be delivered through
24%-in. (63.5-mm) hose and discharged through
a National Standard playpipe of corresponding
size equipped with a 1'a-in. discharge tip of the
standard-taper, smooth-bore pattern wtihout a
shoulder at the orifice. The water pressure and
duration of application shall be as specified in
Table 1.

9.3.4 The nozzle <-ifice shall be 20 ft (6.1 m)
from the center of the exposed surface of the
test specimen if the nozzle is so located that.
when directed at the center, its axis is normal
to the surface of the test specimen. If otherwise
located, its distance from the center shall be
less than 20 ft (6.1 m) by an amount equal to
1 ft (300 mm) for each 10° of deviation from
the normal.

10. Rating Criteria

10.1 F Rating:

10.1.1 A fire stop shall be considered as
meeting the requirements for an F rating when
it remains in the opening during the fire test
and hose stream test within the following limi-
tations.

10.1.2 The fire stops shall have withstood
the fire test for the rating period without per-
mitting the passage of flame through openings.
or the occurrence of flaming on any element of
the unexposed side of the fire stops.

10.1.3 During the hose stream test. the fire
stop shall not develop any opening that would

* A method for determining the relative humidity within
a hardened concrete specimen with electric sensing elements
15 described in Appendix [ ot a paper by Carl A, Menzel. " A
Method ftor Determining the Maoisture Condition of
Hardened Concrete 1n Terms of Relauve Hurmidity.™ Pro-
ceedings. Am. Soc. ~ :sting Mats.. Vol 55, 1953, p. 1083, A
simular procedure with electric relatve humidity withun tire
test assemblies and lire stops made with other materialy
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permit a projection of water from the stream
beyond the unexposed side.

10.2 T Rating:

10.2.1 A fire stop shall be considered as
meeting the requirements for the T rating when
it remains in the opening during the fire test
and hose stream test within the following limi-
tations:

10.2.1.1 The transmission of heat through
the fire stops during the rating period shall not
have been such as to raise the temperature of
any thermocouple on the unexposed surface of
the fire stop or on any penetrating item more
than 325°F (163°C) above its initial temperature.
Also. the fire stops shall have withstood the fire
test during the rating period without permitting
the passage of tlame through openings. or the
occurrence of flaming on any element of the
unexposed side of the fire stops.

10.2.1.2 During the hose stream test. the fire
stop shall not develop any opening that would
permit a projection of water from the stream
beyond the unexposed side.

11. Report

11.1 Results shall be reported in accordance
with the performance in the tests prescribed in
this method. They shall be expressed in time
periods of resistance to passage of flame to the
nearest integral minute. Reports shall include
the following:

L1.1.1 Description of the assembly. mate-
rials. and penetrating itmes of the test fire stop
shall be identified and described. Drawings
depicting geometry. exact size (length. width.
thickness). and location of fire stops within the
test assembly shall be recorded.

11.1.2 The relative humidities of the test as-
sembly and fire stop materials. if applicable.
shall be recorded.

11.1.3 The furnace and the unexposed side
temperatures shall be recorded for the duration
of the standard ftire test.

11.1.4 The Fand T ratings for each tire stop
shall be reported in the ume period of resist-
ance.

11.1.5 The measurementot differential pres-
sure between the exposed and unexpused test
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assembly surfaces shall be recorded during the

fire test and the basis for the chosen pressure

shall be stated.

11.1.6 Observations of significant details of
the behavior of the fire stops during the test
and after the furnace fire is extinguished shall
be recorded. These shall include cracks, defor-
mation, flaming. and smoke issuance. Also,
these include continued burning within the fire
stop after termination of the fire test.

11.2 When the indicated. fire stop rating
period is 60 min or over, a correction shall be
applied for variation of the furnace exposure
from the prescribed. where it will affect the
rating. by multiplying the indicated period by
two thirds of the difference in area between the
curve of average furnace temperature and the
standard curve for the first three fourths of the
period and dividing the product by the area
between the standard curve above a base line
of 68°F (20°C) for the same part of the indi-
cated period. the latter area increased by 54°F
h or 30°C-h (3240°F - min or 1800°C-min). to
compensate for the thermal lag of the furnace
thermocouples during the first part of the test.
For fire exposure in the test higher than stand-
ard. the indicated rating period shall be in-
creased by the amount of the correction and be
similarly decreased for fire exposure below sur-
face. The correction can be expressed as fol-
lows:

_2A4 - A
EERYE)

where:

C = correction in the same units as /.

I = indicated fire-resistance period.

A4 =area under the curve of indicated average
furnace temperature for the first three
fourths of the indicated period.

A. = area under the standard furnace curve for
the same part of the indicated pertod. and

L =lag correction in the same units as A and
A< (54°F-h or 30°C-.h; 3240°F-min or
1782°C-min).

12. Precision and Accuracy
12.1 The precision and accuracy of this
method have not been determined.

B-5




4l

TABLE 1 Pressure and Duration—Hose Stream Test*
Water Pres- »[\);;;ilcl:: oon(
Resistance Pernod sure at B“C_ Seconds Per
of Nozzie, psi ft* (m%) of Ex-
(kPa)
posed Area
240 mun and over if less 45¢310) 3.030
than 480 mun
120 mun and over 1if less 30(210) 1.5¢16)
than 230 mun
90 min and over it less than 30210y 0.90(10)
120 mun
60 mun and overif less than 30(210) 0.60(6)
90 mun
Less than 60 mun if desired 30210y 0.60(6)

* When a single fire stop 15 tested, calculation of the area
to be exposed to the hose stream may 1nclude more than the
outside dimensions ot the fire stop if the hose stream uni-
formly traverses that area. Where muluple test tire stops are
tested 1n the same wall or tloor assembly. the rectangular
area encompassing all of the fire stops shall be considered as
the cxposed area since the hose siream must traverse this
calculated area dunng s application.

Floor Assembly-Plan View
Wall Assembly-Elevation View

Legend:
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FIG. 1 Temperatuse-Time Curve
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Floor Assembly-Llevation View
Wall Assemblv-Plan View

A - Ata pointon the surface of the fire stop 1 1n. (2§ mm) {rom vne through-penetratingitem for cach 1vpe ol penetrating
item emploved 1 the ficld of the fire stop. If the grouping ot penetrating stems through the test sample prohibuts placement
of the thermocouple pad. the thermocouple shall not be required.

B - At a point on the fire stop surtace at the periphery of the tire stop.

C

At a minimum of three potnts on the fire stop surface approumately equidistant from a penetrating item ot group ot

penctrating items in the field ol the tire stop and the penphery.
D — At one point on any frame that 1s installed about the penmeter of the opening.
E— At one point on the unexposed surface of the wall or loor that 1s a minimum of 12 in. (305 mm) {rom any opening.

F — At one point on each type of through-penetratingitem.
FIG. 2

Temperature Measurement Locations
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and if not revised. ewther reapproved or withdrawn. Your comments are invited euther for revision of this standard or for additional
standards and should be addressed 1o ASTM Headquarters. Your commenis will receive careful consideration at a meeting of the
responsible technical commuttee. which vou may attend. If vou feel that vour comments have not recewved a fair hearing vou should
make vour views known to the ASTM Comnuttee on Standards. 1916 Race St.. Philadelphia. Pa. 19103.
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ANNEXES

Al. STANDARD TEMPERATURE-TIME CURVE FOR CONTROL OF FIRE TESTS

Time Temperature. Area Abose 68°F Base Temperature. Area Above 20°C Base
h.min F *F-min °F-h °C-min *C-h
R 68 00 0 20 00 0
0.05 1 000 2330 39 $38 1 290 22
v10 {300 7 740 129 704 4 300 72
013 1 399 14 150 236 760 7 360 131
020 1 462 20 970 350 795 11 650 193
0.25 13510 28 050 468 821 15 590 260
030 1§30 35 360 389 843 19 650 328
03S 1 384 42 360 714 862 23 810 397
0:40 1613 S0 s10 842 878 28 060 4638
045 1 638 38 300 971 892 32 390 340
030 | 661 66 200 1 103 905 36 780 613
0ss 1 681 74 220 t 237 916 41 230 687
1.00 1 700 82 330 1372 927 45 740 762
1.03 1 718 90 540 1 509 937 S0 300 838
1.10 1 735 938 830 { 647 946 54 9i0 918
115 1 750 107 200 1 787 955 59 s60 993
1.20 I 765 {15 650 1 928 963 64 250 1 071
1.25 1 779 124 {80 2070 971 68 990 1150
130 1792 132 760 2213 978 73 760 1229
135 1 804 141 420 2 357 985 78 560 1 309
1.40 I 315 150 120 2 502 99} 83 400 1 390
t 45 I 826 158 890 2 648 996 88 280 I 471
1:50 | 835 167 700 2 795 1 00l 93170 1553
1.55 | R43 176 550 2 942 I 006 98 080 1 635
2.00 | 850 185 440 3 091 t 010 103 020 1717
210 1 862 203 330 3 389 1 017 112 960 1 882
2,20 i 875 221 330 3 689 1 024 122 960 2 049
2.30 | %88 239 470 3 991 1 031§ 133 040 2217
240 1 900 257 720 4 295 I 038 143 180 2 386
2.50 1 912 276 110 4 602 [ 045 1S3 390 2 556
3.00 1925 294 610 4910 1 052 163 670 2728
310 1 938 313 250 521 I 059 174 030 2 900
320 1 950 332 000 5 533 1 066 184 450 3074
3.30 1 962 350 890 S 848 1072 194 940 3 249
340 1 975 369 890 6 165 1 079 205 500 3425
330 | 988 389 030 6 484 1 086 216 130 3 602
400 2 000 408 280 6 805 t 093 226 820 3 780
410 2 012 427 670 7128 1 100 237 590 3 960
420 2 025 447 180 7 453 1107 248 430 4 140
430 2038 366 810 7 780 114 259 340 4312
440 2 050 486 560 8 110 [ RS 270 310 4 505
450 2 062 506 450 8 441 1128 281 360 4 689
5.00 2075 526 450 8 774 1135 292 470 4 874
510 2 088 546 580 9 110 bo142 303 660 5 061
520 2 100 566 840 9 447 1 149 314 910 5 248
$:30 2112 S87 220 9 787 {156 326 240 5 437
5-40 2128 607 730 10 129 I 163 337 630 S 627
$:50 2138 628 360 10 473 1170 349 090 5 818
600 2 150 649 120 {0 819 1177 360 620 6 DID
610 2162 670 000 1167 | 184 372 230 6 204
6 20 217s 691 010 1 517 i 383 900 6 198
630 2 1R 712 140 Il %6 1 198 395 640 6 594
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A2. REQUIREMENTS FOR THERMOCOUPLE PADS

AZl The pads used in measurements of temper-
ature of unexposed surfaces of specimens shall be of
suitable wnorganic material and <hall exhibit the fol-
lowing properties:

A2l Length and Width—2.00 = 0.04 1n. (50.8
+ I mm).

A2.1.2 Thickness—0.40 = 0.05 in. (10 £ | mm).

A2L3 Densuy—31.2 = 0.6 1bsft! (500 £ 10 kg/
m’).

A2.1.4 Thermal Conductuvity at 150°F—0380 +
0.027 Bw-in./h-ft*. °F (0.055 = 0.003 W/m-K).

A2.2 The pads shall be sufficiently soft so that
without breaking, they may be shaped to contact over
the whole surface against which they are placed.

A3. DIFFERENTIAL PRESSURE SELECTION

A3.l The ditferenual pressure emploved in testing
should be determined by either (/) code require-
ments. (2} the design pressure that may occur 1n the

type of installation for which the test 1s proposed. (3)
the test sponsor. or () other circumstances.

APPENDIX

X1. DISCUSSION OF SEVERAL ITEMS OF THE METHOD

X1.1 Introduction

X111 in writing this standard. various comments
and engineering points of view were considered. The
method was wnitten to reflect the broadest possible
consensus of these comments.

X1.1.2 This appendix provides a brief discussion
of several significant items that were considered. It is
intended that the basis for the items included in the
method as well as conflicting points of view. be
presented in this discussion.

X1.2 Applicability

X1.2.1 This method is applicable to through-pen-
etration fire stops of various materials and construc-
twon. These fire stops are intended for use in openings
in fire resistive walls and floors.

X1.2.2 This method does not apply to termination
devices intended to provide electrical. communica-
tion. or other circuitry at the surface of the assembly.
and which are evaluated as an integral part of an
assembly in accordance with Methods E [19.

X1.3 Criteria

X1.3.1 General —This fire method for fire stops is
intended to be concerned with evaluaung protection
provided for openingscreated in walls or floors which
otherwise have a fire resistance rating established in
accordance with Method E [19. Presently fire doors
and windows, which are similar items. are evaluated
by other ASTM standards. Accordingly, the objective
of this method 1s to assure that the use of such fire
stops would not jeopardize the required fire resistance
performance of the wall or floor assembly. The rating
criteria are accordingly predicated on those condi-
tions relevant to raungs of walls and floors by Method
E 119. modified to the extend necessary to take cog-
nizance of the special conditions represented by the
occurrence of the fire stops including the penetrating
ttems. In Method E 119, conditions of acceptance
inctude (/) passage of flame and hot gases. (2) unex-

posed surface temperature rise. (3) ignition of cotton
waste, and (4) hose stream.

X1.3.2 Passage of Flame and Hot Gases and Igni-
tion of Cotton Waste—In Method E 119 one criterion
of acceptance of a floor-ceiling or wall is that the
assembly shall have withstood the fire endurance test
without passage of flame or gases hot enough to
ignite cotton waste. The object of this criterion is to
minimize the potential for_igniting combustible ma-
terial that might be placed in contact with the unex-
posed surface. In this method. the use of cotton waste
1s excluded and the judgment shall be based only
upon visual observation and surface temperatures.

X1.3.3 In Method E 119, visual observation of the
passage of flames and hot gases is supplemented with
the use of cotton waste. The cotton waste serves as
an additional indicator where visual observations are
insutficient to determine whether passage of hot gases
is occurring. In this method the cotton waste criterion
was excluded for the following reasons: (/) the
through-penetrating items of a fire stop which con-
tinue beyond the wall or floor surface often constitute
the combustibles at the unexposed surface. while at
the same time minimize the opportunity for other
combustibles to come in contact with the wall or floor
at the vicinity of the penetration and (2) the through-
penetrating items may be of a nature that they inhibu
placement of the cotton waste on the protection
material surface, while at the same ume often being
of sutficient temperature that contact with the cotton
waste would ignite the cotton waste. thus giving a
false indication of fire stop surface ignition.

X1.3.4 Unexposed Surface Temperatures—I has
been argued that temperatures on the unexposed
surface should not be considered in determining the
performance of the fire stops, since the fire stops will
be installed in such places where they will not be in
contact with wood. carpeting, plasuc. or other such
materials which may ignite at relauvely low temper-
atures. It is further argued a temperature limitation
should not be imposed on frames about the opening
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of fire stop devices or systems since they represent a
direct path tor heat to flow through to the unexposed
surtace.

X1.3.5 While those arguments may be vahd for
some installations, 1t will be true that the Iire stop
devices will also be used in areas where thes will
come in contact with wood, dust, carpeting, paint,
wall coverings. or other such matenals.

X1.3.6 Further, there are cases where ngcrous
regulations prohibit combustibles. other than the ma-
tenal that passes through the wall or floor. from the
area 1n which the fire stops are located. However. the
record clearly establishes that combustible matenials
such as dust accumulation, workman’s clothing items.
muscellaneous building and repair items may well be
found in such locations.

X1.3.7 1t has been argued that the use of temper-
ature limitation as described in Method E 119 must
be retained if the overall character of the firc-resist-
ance raung is to be retained.

X1.3.8 In order to sausfy both posiuons this
method provides two raungs: a T raung incorporating
temperature and flame limitauon. and an £ rating
predicated only on observauon of passage of flame
or hot gases.

X1.3.9 The F rating is based upon observation of
passage of flame. The 7 rating s based upon passage
of flame and a maximum individual temperature
limutation of 325°F (181°C) above ambient. There-
fore, depending upon the construction. the authority
having jurisdiction may choose the rating that 1s most
appropniateto fulfill the particular needs of the build-
ing.

X1.3.10 Placement of thermocouples as specified
by the method is predicated on obtaining tempera-
tures representative of the various fire-stop items.
and the ditference in heat transmission through the
fire-stop material at various locations.

X1.3.11 A location of approximately 1.0 in. (25
mm) from a penetrating item on the unexposed sur-
face of the fire stop would represent a hot point on
fire-stop surface. The distance of 1.0.1n. (25 mm) was
obtained since one size of standard thermocouple
pads is 2.0 by 2.0 1n. (50 by S0 mm). and the ther-
mocouple junctions shall be at the center of the pad.
This tixes 1.0 tn. {25 mm) as the closest permitted
spacing from penetrating items.

X1 312 Alocation at a point on the surface at the
periphery of the fire-stop matenal. and at a pont
approumately equidistant from penetrating items n
the field of the fire stop and the penipherny would
obtain temperature informauon helptul in evaluaung
the thermal transmission through the fire stop.

X1.3.13 Also. temperatures of any frame about
the opening and the temperatures of penetrating
items (that 1s. cable conductor. conduit) shall be
recorded 1n evaluating the thermal transmission per-
formance of the tire stop.

E 814

X1.3.14 The method indicates that the use of ad-
ditional thermocouples may be required as deter-
mined for individual fire stops.

X1.3.i5 Hose Stream Test—Passage of the hose
stream test was included as an acceptance criterion
since 1t 1s an indicator of the integrity of the fire stop
during fire exposure and the overall reliabtiny of the
material to perform its intended function. The hose
stream test method as outlined in Method E 119 is
considered as applicable to the fire stops.

X1.3.16 Not to conduct a hose stream test without
applying any design live load to the test assemblies.
would be fire testing the assemblies while ignoring
their integrity. It is tmportant that an indicauon of
the integrity of performance be obtained for the fire
stops. Failure of the integrity of the fire stops would
aid the spread of fire by causing passages {or the
flames and hot gases.

X1.3.17 However, it was argued that conducting
the hose stream test may be difficult to perform at
various testing facilities without significant modifi-
cations to equipment.

X1.3.18 It was proposed that the hose stream test
be included as an option only. Also. it was argued
that different hose streams (pressure, spray. dura-
tions) be included as an option.

X1.3.19 Although the hose stream tests provide a
measure of the structural performance of the fire stop
material. it should not be construed as a measure of
the load carrying abulity of the fire stop tested.

X1.3.20 Also. the hose stream .est is not intended
to evaluate the structural performance of the floor or
wall after the inclusion of the various fire stops.

X1.4 Test Sample

X1.4.1 The cables, conduits, pipes and other pen-
etrating items used in the fire stops shall be repre-
sentauive of the fire stop for which evaluation is
desired. It is intended that the data and information
provided by the testing of the fire stops with various
penetrating items would be used to determine ac-
ceptability of a specific fire stop in the construction.

X1.4.2 Extension of cables, conduuts. and pipes 3
ft (0.9 m) beyond the unexposed surface. as shown
by previous testing, satisfactorily represents continu-
ous cables and conduit as would be encountered in
the field condition.

X1.5 Conduct of Tests

X1.5.1 The method specifies that pressure in the
furnace chamber with respect to the unexposed sur-
tace shall be that pressure which will be applicable
1o evaluate the fire stop with respect o us field
installation. This pressure shall be determined by a
specitic code requirement, by the special design pres-
sures in Lie building in which the fire stop is 1o be
installed. or by the test spensor requesting a special
environment to evaluate the fire stop sample.
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This Report was prepared as an account of work sponscred by
~he United States Government. Neither the United States
Government nor Underwriters Laboratories Inc. nor any of their
employees nor any of their contractors, subcontractors, or their
employees make any warranty, express or implied, or assume any
legal liability or responsibility for the accuracy, completeness,
or usefulness of any information, apparatus, product, or
processes disclosed, or represents that its use would not
infringe on privately owned rights. This Report may not be used
in any way to infer or to indicate acceptability by Urderwriters
Laboratories Inc. for any product or system.
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ABSTRACT

Tests were conducted on eight Class A-0 deck assemblies,
twenty-seven Class A-60 deck assemblies and three assemblies with
insulation installed by way of the transit only. Each test
sample was a 36 by 36 in. by 3/1€ in. thick steel plate with a
penetrating item. Eighteen penetrating items were submitted.
Each penetrating item was installed through a Class A-0 deck
assembly and/or through a Class A-60 deck assembly. The
penetrating items included steel pipe, copper pipe, PVC pipe,
steel duct and electrical cables.

All tests were conducted in accordance with the Standard,
Fire Tests of Through-Penetration Firestops, UL 1479 (ASTM E814).
The thirty-eight samples were exposed to a 1 hour furnace fire
that reached a temperature of 1000°F at 5 min, 1550°F at 30 min,
and 1700°F at 60 min. Within 5 min after the fire exposure, each
of the thirty-eight samples was subjected to a water stream of 30
psi for a 13.5 second duration.

During the tests, measurements and observations were made of
the passage of flame and water through the deck assemblies, the
temperature of assemblies, the temperature of the furnace and the
pressure of the water stream. The pressure conditions within the
furnace were measured during six uf the thirty-eight tests as
requested by the USCG. Photographic and video records of the
thirty-eight tests were obtained.
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INTRODUCTION
The tests were conducted to provide data to the United
States Coast Guard (USCG) and the Canadian Coast Guard (CCG) in
the second phase of their joint study of firestop systems (R & D
Project No. 2284) used to prevent the passage of flame and hot
gases at penetrating items through Class A-0 and through Class
A-60 deck assemblies.

Eighteen combinations cf firestop systems and penetrating
items were tested. The thirty-eight samples for the second phase
of USCG and CCG R & D Project No. 2284 were identified by the
USCG.

The identification numbers represent the sample
constructions that were tested in the first phase of the USCG and
CCG joint study under Project 84NK8504, File USNCl142 (Report
dated October 19, 1984).

Identification No.
(Number Of Tests) Sample Description

D-3 (1) Original D-3, but retested with A-60
insulation on the unexposed side.

D-4 (2) Original D-4, but retested with A-60
insulation on exposed side covering flange
and A-60 insulation on unexposed side also
covering flange.

D-5 (1) Original D-5, but retested with A-60
insulation on the unexposed side.

D-6 (1) Original D-6, but retested with A-60
insulation on the unexposed side.

D-9 (1) Original D-9, but retested with A-60
insulation on the unerposed side.

D-10 (3) Redesign of D-10 with longer (15 in.) steel
spigot. Tested with A-60 insulation on both
the exposed and unexposed sides, also tested
without insulation as A-0.

D-11 (1) Original D-11, but retested A-60
insulation on unexposed side.
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Identification No.
{(Number Of Tests) Sample Description

D-14 (3) Redesign of D-14 with longer (15 in.) spigot.
Tested with A-60 insulation on bhcoth the
exposed and unexposed sides, also tested
without insulation as A-0.

D-15 (1) Original D-15, but retested with A-60
insulation on unexposed side.

D-16 (1) Original D-16, but retested with A-€0
insulation on unexposed side.

D-17 (3) Redesign of D-17. Tested with A-60
insulation on both the exposed and unexposed
sides, also tested without insulation as &-0.

D-19 (4) Original D-19, but retested with A-60
insulation on the unexposed side, also tested
with 6 in. of insulation on both the exposed
and unexposed sides by way of transit only.
One additional sample was tested with 3 in.
of insulation on each side by way of the
transit only. -

D-21 (1) Original D-21, but retested with A-60
insulation on the unexposed side.

D-22 (3) New design, tested with A-60 insulation on
both the exposed and unexposed sides, also
tested without insulation as A-0.

D-23 (3) Redesign of D-20 with longer spigot. Tested
with A-60 insulation on both the exposed and
unexposed sides, also tested without
insulation as A-0.

D-24 (3) New design, tested with A-60 insulation cn
both the exposed and unexposed sides, also
tested without insulation as A-0.

D-25 (3) Redesign of D-17, tested with A-60 insulatiocn
in both the exposed and unexposed sides, also
tested without insulation as A-0.

D-26 (3) New design, tested with A-6C insulation on
both the exposed and unexposed sides, also
tested without insulation as A-0.
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Construction drawings of each test sample are shown in each
of their respective "Test Records." A suffix was added tc each
sample icdentification number identifying its construction, they
are as follows:

/AQ0 - Without insulation
/A60E - Insulation installed on the exposed surface
/A60U - Insulation installed on the une:posed surface

The original construction drawings sent to UL by the CCG are
contained in this Report. Copies of this Report contain copizc
of the construction drawings in which some clarity was lost
during the reproduction process.

All tests were conducted in accordance with the Stancdard,
Fire Tests of Through-Penetration Firestops, UL 1479. This
Standard is used to determine hourly ratings for firestop systems
surrounding items penetrating through hourly rated fire resistive
horizontal and vertical assemblies.

UL's small-scale horizontal furnace was used for all fire
tests. This furnace has a horizontal opening of 31.5 by 31.5 in.
with a depth of 32.5 in. A positive pressure differential was
maintained between the furnace chamber and the laboratory.

The data package obtained during each test consisted of
temperature measurements, photographic and video records, and
visual observations. Temperatures were recorded at 4 min
intervals at various locations on each test sample. Photographs
of the samples were obtained befcre the fire tests, at 5 min
intervals during the fire tests, after the fire tests, during the
water stream tests and aiter each water stream test. A
photographic sign board was pictured in each photograph providing
the following information: The sample designation or
identification number, UL's test number, the test date and a
Reference Letter "P," "T," "A"™ or "S." "P" referenced pre-test
photographs, "T" referenced photographs during the fire test, "A"
referenced after fire test photographs and "S" referenced after
hose stream photographs. A clock was present in each photograph
during the fire test showing the test duration. The appearance
of each sample was observed during each fire test and after each
water stream test. A "Composite” video was recorded for two
samples (D10/A60U and D23/A60U) illustrating various stages of
the test program. Pressure measurements within the test furnace
were recorded for six tests.
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The USCG and CCG selected and designed the penetrating items
and firestop systems tested. Most of the thirty-eight samples
were delivered to UL with the penetrating items and firestop
systems installed. 1Installing OAKUM and RTV sealants on
approximatelv nine samples was done by members of UL's technical
staff and representatives of the USCG and CCG at Underwriters
Laboratories. The rockwool insulation was installed at UL by
members of UL's technical staff.

The pernetrating items included various combinations of steel
pipe, copper pipe, PVC pipe, steel air ducts, and ealectrical
cables. The firestop systems included steel plate, bronze plate
and proprietary fire resistive sealants and devices.
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CONSTRUCTION OF TEST ASSEMBLIES
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The construction details of the test assemblies were
designed by the USCG and CCG. The samples were received at UL
with the various penetrating items attached to the 36 in. by
36 in. by 3/16 in. thick steel plates. All samples were
representative of an A-0 construction when received at
Underwriters Laboratories Inc.

For samples representative of an A-60 construction, members
of UL's technical staff secured rockwocl batts to either the fire
side, the nonfire side or both sides of the steel plates and
penetrating items. The rockwool batts were 75 mm thick and bore
a label containing the following information:

MA. Firebatts

110 Kg/m?3

900 x 600 x 75 mm
4 pieces

Rockwool

The 75 mm thick batts were secured to the steel plates and
penetrating items. To secure the batts to the steel plates,
0.093 in. diameter steel pins were welded to the plates at a
horizontal and vertical spacing designated by the USCG. The
batts were impaled onto the pins and a single layer of hexagonal
wire netting was wrapped around the rockwool batts. The batts
and netting were secured in place by means of clinch shields.
The netting was formed by 0.041 in. diameter steel wire twisted
into 2 in. hexagons. The excess length of the steel pins was
then cut off. Steel pins were also attached to some of the steel
penetrating items, and the batts and netting were affixed to the
penetrating items in the same manner.
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TEST RECORD - GENERAL

FIRE EXPOSURE TEST:

The fire tests were conducted with the furnace temperatures
centrolled in accordance with the requirements of Standard,
"Through-Penetration Firestops,” UL 1479 (ASTM E814).

METHOD

The assemblies were tested on a horizontal furnace having a
31.5 in. by 31.5 in. opening. Details of the furnace are chown
on ILL. 1, The furnace temperatures, measured 12 in. kelow the
exposed surface of the test specimen, were adjusted to follow the
Standard Time-Temperature Curve as specified in the Standard,
UL 1479. These temperatures were measured by means of two
thermocouples diametrically located at the quarter points.

Type K, No. 24 gauge chromel-alumel thermocouples were used
for all temperature measurements on the deck assemblies. The
thermocouples were covered with 2 in. by 2 in. by 7/16 in. thick
dry ceramic fiber pads. The location of the thermocouples are as
shown in ILLS. following each "Test Record."

The pressure differential between the furnace and the
laboratory was measured with a probe connected to a manometer.
During the tests of Samples D3/A60U, D5/A60U, D17/A60E,
D19/A60-9U, D22/A60U and D26/A60U, the pressure probe was placed
0.25 in. below the exposed surface and was located as shown on
ILL. 2. The furnace operation during these six fire tests was
typical of the furnace operation for all thirty-eight fire tests.

RESULTS

Throughout the fire tests, observations were made of the
character of the fire and its control, the conditions of the
exposed and unexposed surfaces, and all developments pertaining
to the performance of the penetrating items with special
reference to integrity of the assembly and flame passage through
the assembly. All observations are reported in each "Test
Record."

The temperature measured on the test assemblies during each
test are shown on ILLS. following each "Test Record."

The pressure measurements recorded during the tests of
Samples D3/A60U, D5/A60U, D17/A60E, D19/A60-9U, D22/A60U and
D26/A60U are reported in each of their respective "Test Records."
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U'OSE STREAM TEST:

SAMPLE

The hose (water) stream was applied to the exposed surface
of the deck assembly. Immediately following the fire exposure
test, the sample was removed from the furnace and placed in a
steel support rack which pivoted the sample approximately 90°
suchi that the exposed and unexposed surfaces of the sample, as
fire tested, were orientated vertically like a wall assembly.
The hose stream test commenced approximately 4 min after the
furnace fire was extinguished.

METHOD

The hose (water) stream test was conducted in accordance
with the Standard, "Through-Penetration Firestops," UL 1479
(ASTM E814) assuming the samples were exposed to a 2 h fire test.
Therefore, the assemblies were subjected toc the action of a
30 psi water stream applied for a duration of 1.5 s/ft? of
exposed area. The water stream was applied with a 1-1/8 in.
diameter nozzle at a perpendicular distance of 20 £t from the
center oI the test assembly. The water stream was applied to the
9 ft2 samples for 13.5 seconds and traversed the deck assembly
and penetrating item. The hose stream exposure was of the same
pressure and the same duration as applied to samples tested
during Phase I of the study.

RESULTS

The results of each hose stream test are noted in each
sample's "Test Record."
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RECORD D3/A60U

SAMPLE:

The fire and hose stream tests ware conducted on the
assembly identified as D3/A60U and as shcwn in ILL. 3.

The fire and hose stream tests were conducted on
June 24, 1986 and identified by UL as Test No. 32,

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations *

10 The steel plate bowed and twisted alcrng with
the insulation.

60 Nc significant changes occurred during the
remainder of the fire test. Test terminated.

Note: When remcving the test assembly from the furnace, the
3 in. diameter copper pipe on the exposed side, below
the bronze flance, collapsed.

Temperature of the Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 4.

The temperatures recorded during the fire test cn the
unexposed surfaces are shown on ILLS. 5 through 5B.

Pressure Record - The pressure within the test furnace
ranged frcm +0.005 in./H,O to +0.01 in./H,0 (+1.24 Pa to
+2.5 Pa), throughout the“duration of the fire endurance test.

HOEE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

A review of the above photographic documentation shows that smoke, recorded
in the above observations, did not pass through the penetrant.
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D3/A60U
UL TEST NO. 32

STEEL PLATE, 36° X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

STEEL PLATE COLLAR 10" DIA. X 3/16° THICK,.

ASTM A-53, GRADE AORB.

150 LBS STEEL FLANGE
3" NOMINAL DIA. PIPE SIZE.

150 LBS BRONZE FLANGE
3" NOMINAL DIA. PIPE SIZE.

SEAMLESS STEEL PIPE,
3" NOMINAL DIA. PIPE SIZE,
SCHEDULE 40.

REGULAR COPPER PIPE
3" NOMINAL DIA.

%

-CE

10" DIA. —

8" DIA. —

5-1/2"

5-1/27

18"

—CONTINUOUS

WELDS

15"

INSULATION

COPPER PIPE BLANKED
OFF (BOTH ENDS)

3

36"

/1/————

TEST SAMPLE NO. D-3A
COPPER PIPE WITH
STEEL SPIGOT

(R8DC GRAPHIC 1)
USNC 142
ILL. 3
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12

SAMPLE D3260U
TEST DATE JUNE 24, 1986

Location

Cn penetrant, 4-1/2 in. zbove steel plate.
On penetrant, 6-1/2 in. above steel plate.
On penetrant, 12 in. above steel plate.
On penetrant, 18 in. above steel plate.
On penetrant, 24 in. above steel plate.

On steel plate insulation, at interface of penetrant
insulation.

On steel plate insulation seam, at interface of
penetrant insulation.

On steel plate insulation, 1 in. from penetrant
insulation.

On steel plate insulation seam, -1 in. from penetrant
insulation.

On steel plate insulation, 6 in. from penetrant
insulation.

On steel plate insulation seam, 6 in. from penetrant
insulation.

On top of penetrant.

USNC142
ILL. 4




32 - D3/A600
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UL Test No. 32 - D3/A60U
86NKB8673/USNC142
6-24-86
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RECORD C4/A60E

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D4/A60E and as shown in ILL. 6.

The fire and hose stream tests were conducted on
June 12, 1986 and identified by UL as Test No. 14.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations

51 No significant changes had occurred.

52 The bronze flange on the exposed side along
with its insulation fell into the furnace
chamber.

60 Test terminated.

Temperature Of Assembly -~ The lccations of the thermocouples
used to measure the various temperatures on the deck assembly are
shown in ILL. 7.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 8 through 8B.

Hose Stream Test - No water passed through the assembly
during the hose stream test.

Pictorial History - Photographs were taken before, during and after
the fire test.
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D4/A60U
UL TEST NO. 14

STEEL PLATE 36°x36"%3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

STEEL PAD 10-1/2" O.D. x8"1.D. x 3/4” THICK.
ASTM A-53, GRADE AOR B.

BRONZE FLANGE, 10-1/2 0.D. x 58" THICK.

5/8° DIA. STUDS, 4 REQUIRED.

150 LBS BRONZE FLANGE
3" NOMINAL DIA. PIPE.
REGULAR COPPER PIPE,
3* NOMINAL DIA,
COPPER PIPE BLANKED

INSULATION OFF (BOTH ENDS)

1)(2)(3

4
= 3
-4 44
N/ .
{.} d K :
t - E -
g L—10-12 ® DIA.
L §-1/2" DIA.
3" 8" DIA.
CONTINUOUS WELD
*
L7 w -
5" 15" 7 15 21

TEST SAMPLE NO. D-4A
COPPER PIPE WITH
COPPER SPIGOT

{RADC GRAPHIC 3)

USNC 142
ILL.6
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12

SAMPLE D4/A6CE
TEST DATE JUNE 12, 1986

Location

On penetrant, 4 in.

On penetrant, 6 in,

On penetrant, 15 in.

above steel plate.
above steel plate.

above steel plate.

On penetrant, 17 in. abcve steel plate.

On penetrant, 24 in. above steel plate.

On 10-1/2 in. OD bronze flange, 3 in. from penetrant.

On 10-1/2 in. OD bronze flange, 3 in. from penetrant.

On steel plate over

On steel plate over
penetrant.

On steel plate over

On steel plate over
penetrant.

On top of penetrant.

insulation, 5 in. from penetrant.

insulation seam, 5 in. from

insulation, 12 in. from penetrant.

insulation seam, 12 in. from

USNC142

ILL.
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Temperature llegrees F
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RECORTPD D4/260U

SAMTIE:

The fire and hose stream tests were conducted on the
asserbly identified as D4/A60U and as shown in ILL. 9.

The fire and hose stream tests were conducted on
July 18, 1986 and identified by UL as Test No. 37.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Cbservations *

15 The bronze flange on the exposed side fell
into the furnace chamber.

20 The steel plate along with the insulation was
warping.
60 No significant changes occurred during the

remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 10,

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 11 through 11B. Due to a
malfunction in the Data Logger System, the 0 min and the 4 min
interval readings were not recorded.

HOSE STREAM TEST:

o water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

A review of the above photographic documentation shows that smoke, recorded
in the above observations, did not pass through the penetrant.




OJOICIOIONS,

D4/A60U
UL TEST NO. 37

STEEL PLATE 36°x36°x3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

STEEL PAD 10-12"0.D. x 8" 1.D. x 3/4" THICK.
ASTM A-53, GRADE A OR B.

BRONZE FLANGE, 10-12 O.D. x 58" THICK.

5/8" DIA. STUDS, 4 REQUIRED.

150 LBS BRONZE FLANGE
3" NOMINAL DIA. PIPE.
COPPER PIPE
REGULAR COPPER PIPE, BLANKED OFF —
3" NOMINAL DIA. (BOTH ENDS)
2 )\ 3 4 5 6

INSULATION

’ l.‘
3
10-1/2 " DIA. -
8-1/2" DIA.
8" DIA, ——
CONTINUOUS
WELD [
V4 —
r ”
5 15" 18" 21"
I v

TEST SAMPLE NC. D-4A

COPPER PIPE WITH

COPPER SPIGOT
{

RADC GRAPHIC 2)
USNC 142
iLL. 9

c-27
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SAMPLE D4/A60U

TEST DATE July 18, 1986

ace of penetrant

Location

On penetrant, 4 in. above steel plate.
On penetrant, 6 in. above steel plate.
On penetrant, 15 in. above steel plate.
On penetrant, 17 in. above steel plate.
On penetrant, 24 in. above steel p;ate.
On steel plate insulation at interf
insulation. )

On steel plate insulation seam at interface of
penetrant insulation.

on

On

On

0

o]

steel plate insulation, 5 in.

steel plate insulation seam,

steel plate insulation, 12 in.

steel plate insulation seam,

top of penetrant.

from penetrant.

5 in.

12 in.

from penetrant.

from penetrant.

from penetrant.

USNC142
ILL. 10
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UL Test No. 37 - D4/A60U

B6NK8673/USNC142

7-18-86

Temperature Deqrees F
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TEST RECORD D5/A60U
SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D5/A60U and as shown in ILL. 12,

The fire and hose stream tests were conducted on
June 11, 1586 and identified by UL as Test Na., 12.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations

20 The bronze flange on the exposed side had
fallen off the assembly and dropped inside
the furnace chamber.

60 No significant changes occurred during the
remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 13.

The temperatures recorded during the fire test on the
unexpo~ed surfaces are shown on ILLS. 14 through 14B.
Thermocouple No. 8 was inoperable after the 20 min interval
reading.

Pressure Record - The pressure within the small-scale test
furnace ranged from +0.065 in./H.0 (+1.24 Pa) to +0.01 in./H,O
(+2.5 Pa) throughout the duratioﬁ of the fire endurance test?|

HOSE STREAM TEST:

No water passed througqh the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.




CRONORC

D5/A60U
UL TEST NO. 12

STEEL PLATE, 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

STEEL PLATE COLLAR 10" DIA. X 3/16" THICK.
ASTM A-53, GRADE A OR B.

150 LBS BRONZE FLANGE
3" NOMINAL DIA. PIPE SIZE.

REGULAR COPPER PIPE
3" NOMINAL DIA.

INSULATION

COPPER PIPE BLANKED
OFF (BOTH ENDS)

4

8" DIA. B
10" DIA. — £

3-

~ & ::
o R
P ¥ R
S o o 8 o
i } B 08 E
- L - 7‘ A '-.: 3
%R b2
%
i
3
— BRAZING

CONTINUOUS
WELD

5-1/27 $-1/2%

15"

18" 36" ,1/

TEST SAMPLE NO. D-5A
COPPER PIPE WITH
COPPER SPIGOT

(R&DC GRAPHIC 4)

USNC 142
ILL.12
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11

12

SAMPLE DS5/A60U
TEST DATE JUNE 11, 1986

Location

On penetrant, 4 in. above steel plate.
On penetrant, 6 in. above steel plate.
On penetrant, 12 in. above steel plate.
On penetrant, 18 in. above steel plate.
On penetrant, 24 in. above steel plate.

On steel plate insulation, at interface of penetrant
insulation.

On steel plate insulation seam, at interface of
penetrant insulation.

On top of penetrant.

On steel plate insulation, 3 in. from penetrant
insulation.

On steel plate insulation seam, 3 in. from penetrant
insulation.

On steel plate insulation, 9 in. from penetrant
iusulation.

On steel plate insulation seam, 9 in. from penetrant
insulation.

USNC142
ILL. 13
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RECORD D6/A60U

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D6/A60U and as shown in ILL. 15.

The fire and hose stream tests were conducted on
July 18, 1986 and identified by UL as Test No. 38,

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations *

15 The bronze flange on the exposed side fell
into the furnace chamber.

60 No significant changes occurred during the
remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 16.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 17 through 17B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

N

* A review of the above photographic documentation shows that smoke, recorded
in the above observations, did not pass through the penetrant.




D6/A60U
UL TEST NO. 38

@ STEEL PLATE, 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT).
@ STEEL PLATE COLLAR 10" DIA. X 3/16" THICK.
ASTM A-53, GRADE A OR B.
@ 150 LBS BRONZE FLANGE
3" NOMINAL DIA. PIPE SIZE.
@ REGULAR COPPER PIPE
3" NOMINAL DIA.
INSULATION
2 3
COPPER PIPE BLANKED
OFF (BOTH ENDS)

25

4
8" DIA. — £
10" DIA. T W W
- x X 3 g 3 3
SIS X [

__'_ 9 i ;

3
BRAZING 3"
CONTINUOUS
WELD
3
15" 15"
18" 36" 1

TEST SAMPLE NO. D-6A
COPPER PIPE WITH
COPPER SPIGOT

{R&0C GRAPHIC 5

USNC 142
ILL. 15
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SAMPLE D6/A60U
TEST DATE July 18, 1986

Location

On

On

On

On

On

On

penetrant, 4 in. above steel plate.
penetrant, 6 in. above steel plate.
penetrant, 12 in. above steel plate.
penetrant, 18 in. above steel plate.
penetrant, 24 in. above steel plate.

steel plate insulation at interface of penetrant

insulation.

On

steel plate insulation seam at interface of

penetrant insulation.

On

On

steel plate insulation, 8-1/2 in. from penetrant.

steel plate insulation seam, 8-1/2 in. from

penetrant,

On

On

steel plate insulation, 14-1/2 in. from penetrant.

steel plate insulation seam, 14-1/2 in. from

penetrant,

-On

top of penetrant.

USNC142
ILL. 16
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Temperature Degrees F
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File USNC142 Issued: 8-15-26

TEST RECORD D2/A60U

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D9/A60U and as shown on ILL. 18.

The fire and hose stream tests were conducted on
June 16, 1986 and identified by UL as Test No. 20.

RESULTS

Observations During Fire Test - All observations referenced
to the unexposed surface unless noted.

Test Time, min Observations™*
25 No significant changes had occurred.
60 No significant changes occurred during the

remainder of the fire test. Test terminated.

Temperature Of The Assembly ~ The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 19.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 20 through 20B.

HOSE STREAM TEST:

No water passed th ough the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

A review of the above photographic documentation shows that smoke, recorded
in the above observations, did not pass through the penetrant.




DS/A60V
UL TEST NO. 20

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE, 3-1/2" NOMINAL
DIA. SCHEDULE 40.

REGULAR COPPER PIPE, 3" NOMINAL DIA.

BRASS TERMINAL TUBE "KONDU" TYPE V-312 FP,
WITH PILOT HOLE, DRILLED TO SUIT COPPER PIPE.

@D®@©®C

FIRE RESISTANT SEALANT
COPPER PIPE BLANKED
OFF (BOTH ENDS)
5
1
INSULATION
CONTINUOUS
WELD
15" 15" 21° /{

TEST SAMPLE NO. D-9A
COPPER PIPE WITH
STEEL SPIGOT AND
BRASS TERMINAL TUBE

{RS0OC GRAPHIC 6)

USNC 142
ILL. 18
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SAMPLE D9/A60U
TEST DATE JUNE 16, 1986

Location

On penetrant, 4 in. above steel plate.
On penetrant, 6 in. above steel plate.
On penetrant, 12 in. above steel plate.
On brass terminal tube.

On penetrant, at interface of steel pipe and copper
pipe.

On penetrant, 24 in. above steel plate.

On steel plate insulation, at interface of penetrant
insulation.

On top of penetrant.

On steel plate insulation, 6 in. from penetrant.

On steel plate insulation seam, 6 in. from penetrant.
On steel plate insulation, 12 in. from penetrant.

On steel plate insulation seam, 12 in. from penetrant.

USNC142
ILL. 19
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File USNC142 Issued: 8-15-86

TEST RECOQORD DLO/AGOE

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D10/A60E and as shown in ILL. 21.

The fire and hose stream tests were conducted on
June 13, 1986 and identified by UL as Test No. 15.

RESULTS

OCbservations During Fire Test - All observations referenced
to the unexposed surface unless noted.

Test Time, min Observations

60 No significant changes occurred during the
duration of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 22.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 23 through 23B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test, '

Pictorial History - Photographs were taken before, during and after
the fire test.




D10/A60E
UL TEST NO. 15

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE, 3-1/2" NOMINAL
DIA. SCHEDULE 40.

@ REGULAR COPPER PIPE, 3" NOMINAL DIA.

BRASS TERMINAL TUBE "KONDU" TYPE V-312 FP,
WITH PILOT HOLE, DRILLED TO SUIT COPPER PIPE.

@ FIRE RESISTANT SEALANT

2 ) .
15" 3 21 %
COPPER PIPE BLANKED
OFF (BOTH ENDS)
TEST SAMPLE NO. D-10A
COPPER PIPE WITH
STEEL SPIGOT AND
BRASS TERMINAL TUBE
(R&DC GRAPHIC 9)
USNC 142
iLL. 21
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12

13

SAMPLE D10/A60C
TEST CATE JUNE 13, 1986

Location

On

On

penetrant, 4 in. above steel plate.

penetrant, 1 in. above interface of steel pipe and

copper pipe.

On

On

Cn

On

Oon

On

On

penetrant, 6 in. above steel plate.

penetrant, 12 in. above steel plate.

penetrant, 18 in. above steel plate.

penetrant, 24 in. above steel plate.

steel plate, at interface of penetrant.

steel plate over insulation, 1 in. f£rom penetrant.

steel plate over insulation seam, 1 in. from

penetrant.

On

On

steel plate over insulation, 6 in. from penetrant.

steel plate over insulation seam, 6 in. from

penetrant.

On steel plate over insulation, 12 in. from penetrant.
On steel plate over insulation seam, 12 in. from
penetrant.

USNC142
ILL. 22
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File USNC142 Issued: B8-15-86

TEST RECORD Dl0O/A60U

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D10/A60U and as shown in ILL. 24.

The fire and hose stream tests were conducted on
June 23, 1986 and identified by UL as Test No. 30.

RESULTS

Observations During Fire Test - All observations referenced
to the unexposed surface unless noted.

Test Time, min Cbservations *

23 The steel plate along with the insulation
bowed downward.

60 No significant changes occurred during the
remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 25,

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 26 through 26B.

HOSE STREAM TEST:

The copper pipe was forced approximately 1 in., forward €from
the initial force of the hose stream. No water passed through
the assembly during the hose stream test.

Pictorial History - Photographs were taken before, during and after
the fire test.

A review of the above photographic documentation shows that smoke, recorded
in the above observations, did not pass through the penetrant.




UL TEST NO. 30

DIA. SCHEDULE 40.

OIOIOIOIO

CONTINUOUS
WELD

0

D10/A60U

FIRE RESISTANT SEALANT

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE, 3-1/2" NOMINAL

REGULAR COPPER PIPE, 3" NOMINAL DIA.

INSULATION

BRASS TERMINAL TUBE "KONDU" TYPE V-312 FP,
WITH PILOT HOLE, DRILLED TO SUIT COPPER PIPE.

—1| ml:
<)
3 15° 15° 21" /L
COPPER PIPE BLANKED
OFF (BOTH ENDS)

TEST SAMPLE NO. D-10A
COPPER PIPE WITH
STEEL SPIGOT AND
BRASS TERMINAL TUBE

(R&DC GRAPHIC 8)

USNC 142
ILL. 24




10
11
12
13

Note:

TEST DATE JUNE 23,

SAMPLE D10/A60U
1586

Location

On penetrant,

Op penetrant,
pipe.

On penetrant,
On penetrant,
On penetrant,
On penetrant,
Oon

On
insulation.

On steel plate

insulation.

On steel plate
On steel plate
On steel plate

On steel plate

steel plate

steel plate

4 in. above steel plate.

1 in. above interface of steel and copper

6 in. above steel plate.

12 in. above steel plate.

18 in. above steel plate.

24 in. above steel plate.

insulation, 3 in. from penetrant.

insulation, 1 in. from penetrant

insulation seam, 1 in. from penetrant

insulation, 6 in. from penetrant.

insulation seam, 6 in. f£from penetrant.

insulation, 12 in. from penetrant.

insulation seam, 12 in. from penetrant.

There is a 3 in. difference in location on Thermocouple
Nos. 7, 8 and 9 due to a decision made by the USCG and

the CCG after testing had started.

For Tests D10/A60E

and D10/A0, Thermocouples 7, 8 and 9 are symmetrically

located.
penetrant.

For D10/A60U they are 3 in.

further from the

USNC142
ILL. 25
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File USNCl42 Issued: B8-15-86

TEST RECORD DIC/AQ

— e - — m— ——

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D10/A0 and as shown in ILL. 27.

The fire and hose stream tests were conducted on
June 3, 1986 and identified by UL as Test No. 1.

RESULTS

Qbservations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations™*
10 The steel plate was blackish in color.
27 The RTV sealant at the interface of the
copper and steel pipes was puffing outward.
42 The steel plate was glowing red.
49 Smoke issued from the interface of the copper

and steel pipes.
60 Test terminated.
Temperature Of The Assembly - The locations of the

thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 28,

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 29 through 29B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

A review of the above photographic documentation shows that smoke, recorded
in the above observations, did not pass through the penetrant.




D10/AO
UL TEST NO. 1

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE, 3-1/2" NOMINAL
DIA. ST/ /EDULE 40.

@ REGULAR COPPER PIPE, 3" NOMINAL DIA.

BRASS TERMINAL TUBE "KONDU" TYPE V-312 FP,
WITH PILOT HOLE, DRILLED TO SUIT COPPER PIPE.

@ FIRE RESISTANT SEALANT

5 5 3
B — R DY) :
i . g C ]
CONTINUOQUS
WELD
3 15" oo 15" 21" /
COPPER PIPE BLANKED
OFF (BOTH ENDS)
TEST SAMPLE NO. D-10A
COPPER PIPE WITH
STEEL SPIGOT AND
BRASS TERMINAL TUBE
(R&DC GRAPHIC 7)
USNC 142
ILL. 27

C-63
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11

12

TEST

SAMPLE D10/A0
DATE JUNE 3, 1986

Location

Oon

On

penetrant, 4

penetrant, 1

pipes.

On

On

On

On

On

On

On

On

On

On

in. akbove steel plate.

in.

above interface of steel and

penetrant, 6 in. above steel plate.

penetrant, 12 in. above steel plate.

penetrant, 18 in. above steel plate.

penetrant, 24 in. above steel plate.

interface of
steel plate,
steel plate,
steel plate,

steel plate,

steel plate, 12 in.

steel

1
1
6
6

in.
in.
in.

in.

plate and penetrant.
from penetrant.
from penetrant.
from penetrant.
from penetrant.

from penetrant.

copper

USNC142

ILL.

28
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UL TEST NO.
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+ Ambilent(72 F.) = 477 F.

+ Ambient(72 F.) = 307 F.
Het channe! ($10)

+ Amblent(72 r.) = 322 F.

Avg.temp eurve

—— 280 F.
328 F.
————ee 408 F.

C-67




*

File USNCl42 Issued: §6-15-86

TEST RECORD Dl1/A60U
SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D11/A60U and as shown in ILL. 30.

The fire and hose stream tests were conducted on
June 20, 1986 and identified by UL as Test No. 28.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations™*

20 The steel plate along with the insulation was
bowing downward.

60 No significant changes occurred during the
remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 31.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 32 through 32B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

A review of the above photographic documentation shows that smoke, recorded
in the above observations, did not pass through the penetrant.




D11/A60U
UL TEST NO. 28

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE, 3-1/2" NOMINAL
DIA. SCHEDULE 40.

@ REGULAR COPPER PIPE, 3" NOMINAL DIA.

CONTINUOUS
WELD

I

BRAZING

____COPPER PIPE BLANKED
OFF (BOTH ENDS)

21" }/t

TEST SAMPLE NO. D-11A
COPPER PIPE WITH
STEEL SPIGOT

(R&DC GRAPHIC 10}

USNC 142

ILL. 30
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11

12

SAMPLE D11/A600
TEST DATE JUNE 20, 1986

Location

On

Oon

Oon

Cn

penetrant,
penetrant,
penetrant,

penetrant,

pipe.

On

On

penetrant,

penetrant,

4 in,

above steel plate.

6 in. above steel plate.

12

at

18

24

in., above

interface

in. above

in. above

On steel plate insulation,
insulation.

On

On

Oon

Oon

On

steel plate
steel plate
steel plate

steel plate

insulation,

steel plate.

of steel pipe and copper

steel plate.
steel plate.

at interface of penetrant

6 in. from penetrant.

insulation seam, 6 in. from penetrant.

insulation,

12 in. from penetrant.

insulation seam, 12 in. from penetrant.

top of penetrant.

USNC142
ILL. 31
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+ Amblent(7S F.) = 480 F.

+ Amblent(78 F.) = 400 F,
Hot channel (#9)

+ Amblent(7S F.) = 328 F.

temp curve

Avg.
———- 280 F.

323 F.
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File USNC1l42 Issued: 8-15-86

TEST RECORD D14/A60E
SAMPLE :

The fire and hose stream tests were conducted on the
assembly identified as D14/A60E and as shown in ILL. 33.

The fire and hose stream tests were conducted on
June 5, 1986 and identified by UL as Test No. 3.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations*
38 The steel plate was bowing slightly downward.
40 The intensity of the smoke increased.
60 The PVC pipe cover on the exposed side was

consumed. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 34,

The temperatures recorded during the fire test on the
unexposed.surfaces are shown on ILLS. 35 through 35B.

HOSE STREAM TEST:

No water passed throug. the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

A review of the above photographic documentation shows that
smoke. recorded in the above observations, did not pass
through the penetrant.




D14/A60E
UL TEST NO. 3

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE, 3" NOMINAL
DIA. SCHEDULE 40.

PVC (PLASTIC) PIPE 3" NOMINAL DIA.
SCHEDULE 40, ASTM D-1784/1785.

PVC (PLASTIC) UNION, FEMALE THREAD/SOCKET,
3" NOMINAL PIPE DIAMETER.

@ PVC (PLASTIC) CAP, 3" NOMINAL PIPE DIAMETER.

®@ @@

CONTINUOUS 3
/ WELD

INSULATION

‘ 3“
1 5.'

R o 15" LY

TEST SAMPLE NO. D-14A
PVC (PLASTIC) PIPE
WITH STEEL SPIGOT

(RADC GRAPHIC 13)

USNC 142
iLL. 33




SAMPLE D14/R60E
TEST DATE JUNE 5, 1986

Location

On the penetrant, 4 in. above steel plate.
On penetrant, at interface of steel pipe and union.

On the surface of penetrant PVC union - (18 in. above
steel plate).

On penetrant, at interface of PVC union and PVC pipe.
On penetrant, 12 in. above steel plate.

On top of penetrant.

On penetrant, 24 in. above steel plate.

On steel plate over insulation, 3 in. from penetrant.
On steel plate cver insulation, 6 in. from penetrant.

On steel plate over insulation seam, 6 in. from
penetrant.

On steel plate over insulation, 12 in. from penetrant.

On steel plate over insulation seam, 12 in. from
penetrant.

USNC142
ILL. 34
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RECORD D14/A60U

— o — m— — -

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D14/A60U and as shown in ILL. 36.

The fire and hose stream tests were conducted on
June 4, 1986 and identified by UL as Test No. 2.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations®*

60 No significant changes occurred during the
remainder of the fire test. Test terminated.

Note: The PVC pipe on the unexposed side collapsed when the
support wire was removed after the test was terminated.

Temperature Of The Assembly - The locations of the
thermoccuples used to measure the various temperatures on the
deck assembly are shown in ILL. 37.

The temperatures reccrded during the fire test on the
unexposed surfaces are shown on ILLS. 38 through 38B.

HOSE STREAM TEST:

Water passed through an opening that was present due to the
PVC pipe on the exposed side being consumed during the fire
endurance test, and the PVC pipe on the unexposed side collapsing
after the fire endurance test.

Pictorial History - Photographs were taken before, during and after
the fire test.

A review of the above photographic documentation shows that smoke, recorded
in the above observations, did not pass through the penetrant.

Cc-80




D14/A60U
UL TESTNO. 2

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE, 3" NOMINAL
DIA. SCHEDULE 40.

PVC (PLASTIC) PIPE 3" NOMINAL DIA.
SCHEDULE 40, ASTM D-1784/1785.

PVC (PLASTIC) UNION, FEMALE THREAD/SOCKET,
3" NOMINAL PIPE DIAMETER.

PVC (PLASTIC) CAP, 3" NOMINAL PIPE DIAMETER.

OIOOICIO

INSULATION

9" 9'. 1 5"

L]

21_‘/1

TEST SAMPLE NO. D-14A
PVC (PLASTIC) PIPE
WITH STEEL SPIGOT

{R&DC GRAPHIC 14)

USNC 142
ILL. 36
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SAMPLE D14/260U
TEST DATE JUNE 4, 1986

Location

On penetrant, 4 in. above steel plate.
On penetrant, at interface of steel pipe and union.

On the surface of penetrant PVC union, (18 in. above
steel plate).

On penetrant, at interface of PVC union and PVC pipe.
On penetrant, 12 in. above steel plate.

On top of penetrant.

On penetrant, 24 in. above steel plate.

At interface of steel plate insulation and penetrant
insulation.

On steel plate insulation, 6 in. from penetrant.
On steel plate insulation seam, 6 in. from penetrant.
On steel plate insulation, 12 in. from penetrant.

On steel plate insulation seam, 12 in. from penetrant.

USNC142
ILL. 37
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TEST RECORD D14/A0

— e . e =

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D14/A0 and as shown in ILL. 39.

The fire and hose stream tests were conducted on
June 6, 1986 and identified by UL as Test No. 5.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations ¥
0.5 Heavy black smoke issued from the assembly.
1.5 The heavy black smoke had decreased in
intensity.
6 Light smoke issued from the periphery of the
assembly.
25 The steel plate bowed upward and turned

blackish in color.

28 Smoke intensity around the periphery of the
assembly had increased.

30 The PVC pipe at the interface of the steel
pipe was charring and melting along with the
PVC union ring.

40 The PVC pipe was falling off the steel pipe.

57 The PVC pipe at the PVC union was heavily
charred.

60 Test terminated.

Note: After the test was terminated, the wire supporting the
PVC pipe was removed and the PVC pipe collapsed.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 40.

A review of the above photographic documentation shows that
smoke, recorded in the above observations, did not pass
through the penetrant.
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The temperatures recorded during the fire test on the
unexposel surfaces are shown on ILLS. 41 through 41B.

HOSE STREAM TEST:

Water passed through an opening that was present due to the
PVC pipe on the exposed side being consumed during the fire
endurance test, and the PVC pipe on the unexposed side collapsing
after the fire endurance test.

Pictorial History - Photographs were taken before, during and after
the fire test.




D14/A0
UL TEST NO. 5

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE, 3" NOMINAL
DIA. SCHEDULE 40.

PVC (PLASTIC) PIPE 3" NOMINAL DIA.
SCHEDULE 40, ASTM D-1784/1785.

@ PVC (PLASTIC) UNION, FEMALE THREAD/SOCKET,
3" NOMINAL PIPE DIAMETER.

OJOIO

@ PVC (PLASTIC) CAP, 3" NOMINAL PIPE DIAMETER.

@ vCVOEPLJEINUOUS @

N
¥ A
B> o I —
] g
N
gu 9" 1 Su 21#
TEST SAMPLE NO. D-14A
PVC (PLASTIC) PIPE
WITH STEEL SPIGOT
{R&DC GRAPHIC 12)
USNC 142
iLL. 39
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SAMPLE D14/A0
TEST DATE JUNE 6, 1986

Location

On penetrant, 4 in. above steel plate.

On penetrant, at interface of steel pipe and union.

On the surface of penetrant PVC union -

steel plate).

On penetrant,

pipe.

Oon

On

on

On

Oon

On

On

On

penetrant,

12 in. ab

top of penetrant.

penetrant,

steel
steel
steel
steel

steel

plate,
plate,
plate,
plate,

plate,

24 in. ab

3 in. £
6 in. £
6 in. £
12 in.

12 in.

ove steel plate.

ove steel plate.
rom penetrant.
rom penetrant.
rom penetrant.
from penetrant.

f£rom penetrant.

(18 in. above

at the interface of PVC union and PVC

USNC142
ILL. 40
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fTEST RECORD DI5/A60U

— e o m—— ——

SAMPLE:

The fire and hose stream tests were ccnducted on the
assembly identified as D15/A60U and as shown in ILL. 42.

The fire and hose stream tests were conducted on
June 17, 1986 and identified by UL as Test No. 21.

RESULTS

Observations During Fire Test ~ All observations refer to
the unexposed surface unless noted.

Test Time, min Observations *

15 The steel deck along with the insulation was
bowing downward.

60 No significant changes occurred during the
remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 43,

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 44 through 44B. The 36 min
and 40 min temperature readings were not recorded during the fire
test due to a malfunction of the Data Logger.

HOSE STREAM TEST:

The PVC pipe partially collapsed during the hose stream
test, yet no water passed through the assembly because of the
sealant used at the interface of the PVC pipe and steel pipe.

Pictorial History - Photographs were taken before, during and after
the fire test.

* A review of the above photographic documentation shows that smoke, recorded
in the above observations, did not pass through the penetrant.




D15/A60U
UL TEST NO. 21

@ STEEL PLATE 36" X 36" X 3/16" THICK

ASTM A-53, GRADE A OR B (CR EQUIVALENT)

SEAMLESS STEEL PIPE, 4" NOMINAL
DIA. SCHEDULE 40.

PVC (PLASTIC) PIPE 3" NOMINAL DIA.
SCHEDULE 40, ASTM D-1784/1785.

@ PVC (PLASTIC) CAP, 3" NOMINAL PIPE DIAMETER.

@ FIRE RESISTANT SEALANT

4-1/2" 13-1/2"

CONTINUOUS
WELD

INSULATION

1 5"

3..

214

TEST SAMPLE NO. D-15A
PVC (PLASTIC) PIPE
WITH STEEL SPIGOT

(R&DC GRAPHIC 15)

USNC 142
ILL. 42
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SAMPLE D15/A60U
TEST DATE JUNE 17, 1986

Location

On top of penetrant.

On penetrant, 4 in. above steel plate.

On penetrant, 6 in. above steel plate.

On penetrant, 12 in. above steel plate.

On penetrant, 16 in. above steel plate.

At interface of penetrant insulation and steel plate
insulation.

On penetrant, 24 in. above steel plate.

On steel plate insulation, 12 in. from penetrant.

On steel plate insulation seam, 12 in. from penetrant.
On steel plate insulation, 6 in. from penetrant.

On steel plate insulation seam, 6 in. from penetrant.
At interface of steel pipe and PVC pipe, 15 in. above

steel plate.

USNC142
ILL. 43
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UL Test No.
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RECORD D16/A60U

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D16/A60U and as shown in ILL. 45.

The fire and hose stream tests were conducted on
June 9, 1986 and identified by UL as Test No. 8.

RESULTS

Cbservations During Fire Test ~ All cbservaticns refer to
the unexposed surface unless noted.

Test Time, min Observations*
2 The exposed side of the PVC pipe was heavily
charred.

10 The PVC pipe on the exposed side was
consumed.

26 UL's technical staff tied the FVC pipe for
support because the PVC pipe had started to
lean.

38 An opening developed at the interface of the

steel plate insulation and the penetrant
insulation due to downward bowing of the
steel plate.

60 No significant changes occurred during the
remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermoccouples used to measure the various temperatures on the
deck assembly are shown in ILL. 46.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 47 through 47B.

A review of the above photographic documentation shows that
smoke, recorded 1n the above observations, did not pass
through the penetrant.
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HOSE STREAM TEST:

Water passed through ar opening that was present due to the
PVC pipe on the exposed side being consumed during the fire
endurance test, and the PVC pipe along with its insulation on the
unexposed side collapsing during the initial impact of the hose
stream.

Pictorial History - Photographs were taken before, during and after
the fire test.

Cc~100
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D16/A60U
UL TEST NO. 8

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE, 4" NOMINAL
DIA. SCHEDULE 40.

PVC (PLASTIC) PIPE 3" NOMINAL DIA.
SCHEDULE 40, ASTM D-1784/1785.

PVC (PLASTIC) CAP, 3" NOMINAL PIPE DIAMETER.

FIRE RESISTANT SEALANT

CONTINUQUS
WELD

INSULATION

—®

1"_. — 15"
15" 3" 33" 1 /t

TEST SAMPLE NO. D-16A
PVC (PLASTIC) PIPE
WITH STEEL SPIGOT

(R&DC GRAPHIC 18)

USNC 142
ILL. 45
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TEST DATE JUNE 9,

SAMPLE C16/A60U

Location

1986

On interface of penetrant insulation and steel plate
insulation.

On top of penetrant.

On

On

On

On

On

On

Oon

On

On

penetrant,
penetrant,

penetrant,

PVC pipe, 18 in.

PVC pipe, 24 in.

steel plate
steel plate
steel plate

steel plate

12 in.

4 in. above steel

6 in. above steel

insulation, 12 in.

insulation seamn,
insulation, 4 in.

insulation seam,

c-102

plate.

plate.

above steel plate.

above steel plate.

12 in.

above steel plate.

from penetrant.

from penetrant.

from penetrant.

4 in.

from penetrant.

USNC142
ILL. 46
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File USNC142 Issued: 8-15-86

ST RECORD D17/AG0E

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D17/A60E and as shown in ILL. 48.

The fire and hose stream tests were conducted on
June 6, 1986 and identified by UL as Test No. 6.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations*
42 No significant changes had occurred.
43 Steam issued from the top of the penetrant.
60 No other significant changes occurred during

the fire test., Test teiminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 49.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 50 through S50B.

Pressure Record - The pressure within the small-scale test
furnace throughout the fire test was +0.01 in./HZO (+2.5 Pa).

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

A review of the above photographic documentation shows that
smoke, recorded in the above observations, did not pass
through the penetrant.
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END

D17/A60E
UL TEST NO. 6

STEEL PLATE 36°X36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE 12" NOMINAL DIA.,
SCHEDULE 20, WALL THICKNESS, 0.250"

1-1/2°X1-1/2°X1/8" ANGLE BAR STEEL,
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

3/8" DIA STEEL BOLTS, NUTS, AND WASHERS
(8 REQUIRED AT EACH JOINT)

12°" NOMINAL DIA STEEL CIRCULAR VENT DUCT
(SPIRO METAL 24G, OR EQUIVALENT) SPIRAL-WOUND TYPE

STEEL EXTERIOR CAP, 24G

STEEL SELF TAPPING SCREWS
(12 REQUIRED PER CAP)

CAPS TO BE A TIGHT FIT

@)
O

PPrTIIITY IS

J
I

PPPTIIITTIN]

WELD
INSULATION

12" 6" 30"

commuous/

1 .JEJLJ;JGJ;I;I.J;I..

3"

su

18" 36"

TEST SAMPLE D-17A
VENT DUCT WITH
STEEL SPIGOT (CIRC)

(R&DC GRAPHIC 18)

USNC 142

ILL. 48

Cc-107
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11

12

SAMPLE D17/A60E
TEST DATE JUNE 6, 1986

Location

On

On

On

On

On

On

On

On

On

penetrant, 4 in. above steel plate.
penetrant, 6 in. above steel plate.
penetrant, 12 in. above steel plate.
penetrant, at overlap of steel spigot and duct.
penetrant, 18 in. above steel plate.
penetrant, 24 in. above steel plate.
steel plate over insulation, 3 in. from penetrant.
steel plate over insulation, 4 in. from penetrant.

steel plate over insulation seam, 4 in. from

penetrant.

On

On

steel plate over insulation, 8 in. from penetrant.

steel plate over insulation seam, 8 in. from

penetrant.

On

top of penetrant.

USNC142
ILL. 49
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File USNC1l42 Issued: 8-15-86

TEST RECORD D17/A60U
SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D17/A60U and as shown in ILL. 51.

The fire and hose stream tests were conducted on
June 14, 1986 and identified by UL as Test No. 17.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min QObservations
22 Steel spigot became blackish in color.
60 No significant changes occurred during the

remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 52.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 53 through 53B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.
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D17/A60U
UL TEST NO. 17

STEEL PLATE 36°X36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE 12* NOMINAL DIA.,
SCHEDULE 20, WALL THICKNESS, 0.250"

1-1/2°X1-1/2"°X1/8" ANGLE BAR STEEL,
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

3/8" DIA STEEL BOLTS, NUTS, AND WASHERS
(8 REQUIRED AT EACH JOINT)

12" NOMINAL DIA STEEL CIRCULAR VENT DUCT
(SPIRO METAL 24G, OR EQUIVALENT) SPIRAL-WOUND TYPE

STEEL EXTERIOR CAP, 24G

STEEL SELF TAPPING SCREWS
(12 REQUIRED PER CAP)

END CAPS TO BE A TIGHT FIT

CONTINUOUS
WELD -

15"

18" 36"

C-113

TEST SAMPLE D-17A

VENT DUCT WITH

STEEL SPIGOT éCIRC)
__(Ranc

RAPHIC 13)

USNC 142
ILL. 51
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11

SAMPLE D17/A60U
TEST DATE JUNE 14, 1986

Location

On

Oon

On

On

On

On

On

penetrant, 4 in. above steel plate.

penetrant, 6 in. above steel plate.

penetrant, 12 in. above steel plate.

penetrant, at overlap of steel spigot and duct.
penetrant, 18 in. above steel plate.

penetrant, 24 in. above steel plate.

interface of steel plate insulation and penetrant

insulation.

On

On

On

On

Cn

steel plate insulation, 4 in. from penetrant.
steel plate insulation seam, 4 in. from penetrant.
steel plate insulation, 8 in. from penetrant.
steel plate insulation seam, 8 in. from penetrant.

top of penetrant.

USNC142
ILL. 52
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UL Test No.

IME

................
OOODOITIODOMNNDONOIND
ODMINDONLD AN OO ™

et N T T P P PO NN I o T

NI OMmITOONOONMNIT NI
----------------
G —(NINZF OO MMIUOOM T
ONININTIIN AN OO O — I IND
P ban R B R R

NOOOMOO—AM DNV O
................
OO ~—NMUINNOQOMNNLINNO —
PN IS NN OO - I NN I 00
et O NY N

O ONN OO N 0NN

----------------
O—NIII~NINT OO~ MU
PN PSP\ OO O M DN

NN I O

SOOODDODOOCODOOTOOOO

O ONOOTONLOTONGOOD

CHAN(NDS .

N NNNMN N TG

FILE USNC1Y4?2
93

ILL.

C-115




\

nulne R Rew-RinkayRao RN u s o R ds Rin I Vi RapRuy )

S P EaS RTp Rl Sp e e RN g IEs Jon g oy
PN O UNT IO O — M
—t e OO T I T LD LY

FILe USNCIY2
ILL. 53A

MNTFrONOOON—OWNMN IO D~

O vt MNIMN O~ O OMNMNI UL
NN DO O M I WDIININ — NI
P i o Bum i Vs §T R in R ia Roan ]

T OO OANTONITONW

Temperature [egrees F

OmMONGOOONMNNNITOOW) ~
NP O M O N OMUIN G ~~
AN NN NI I W

17 - D17/RA60U
C-116

B86NK8673/USNC142
6-14-86

OO NG NI IO

LD s s s s 31 % s s s = 3 v 8 2 v @
OCOUIMNLUITTIrONNGOITI IO N0
MO et O e NN O NI N ONO O N IT O

— NN NI T LWIWDWIO WD

UL Test No.

v
w)
QUODODOLDODOOOOTOOOOO
=t 3 g RS2 e A ERNgaafgadtuREFIRDIRT L]

el Tl Joe g o a RN .00482‘.0048260
A NI NN T LU

CHA

R —




17 - D17/A60U
86NKB673/USNC142

6-14-86

UL Test No.
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File USNC1l42 Issued: 8-15-86

ST RECORD D17/a0
SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D17/A0 and as shown in ILL. 54,

The fire and hose stream tests were conducted on
June 9, 1986 and identified by UL as Test No. 7.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations*
5 The steel plate became blackish in color.
19 The steel spigot became blackish in color.
20 The gasket material at the top of the duct

assembly liquefied.

25 The gasket material was bubbling and dripping
downward. The steel plate was bowing
downward.

35 A flash of flame occurred around the
periphery. This was due to ignition of loose
fibers from the furnace insulation.

60 No significant changes occurred during the
remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 55,

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 56 through 56B.
Thermocouple No. 8 malfunctioned at the 60 min temperature
reading.

A review of the above photographic documentation shcws that
smoke. recorded in the above observations, did not pass
through the penetrant.
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HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

c~119
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STEEL EXTERIOR CAP, 24G

D17/A0
ULTESTNO.7

STEEL PLATE 36°X36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE 12" NOMINAL DIA.,
SCHEDULE 20, WALL THICKNESS, 0.250"

1-1/2°X1-1/2°X1/8" ANGLE BAR STEEL,
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

3/8" DIA STEEL BOLTS, NUTS, AND WASHERS
(8 REQUIRED AT EACH JOINT)

12" NOMINAL DIA STEEL CIRCULAR VENT DUCT
(SPIRO METAL 24G, OR EQUIVALENT) SPIRAL-WOUND TYPE

STEEL SELF TAPPING SCREWS
(12 REQUIRED PER CAP)

END CAPS TO BE A TIGHT FIT

T f) f N TT/@
i N L
AW : & : o R
: 1] 11t 1/
v \+ ! ‘: ' g !
S - M - _ _ k|
; : : ' I
: § : 5 b
8 : i TMHE [
E 4 ': i .: + :
* : R 4 3
[\,commuous/
3" WELD 3"
‘2” 6" 30" sn
1
18" 36"

TEST SAMPLE D-17A
VENT DUCT WITH
STEEL SPIC:‘"C‘)DI ((CIRC)

RAPHIC 17}
USNC 142
ILL. 54
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SAMPLE D17/A0
TEST DATE JUME 9, 1986

Location

Oon

On

On

On

On

On

On

On

On

On

On

Oon

penetrant, 4 in.

penetrant, 6 in.

above steel plate.

above steel plate.

penetrant, 12 in. above steel plate.

penetrant, at overlap of steel spigot and

penetrant, 18 in.

penetrant, 24 in.

above

above

steel plate, 3 in. from

steel plate, 4 in. from

steel plate, 4 in. from

steel plate, 8 in. from

steel plate, 8 in. from

top of penetrant.

c-121

steel plate.
steel plate.
penetrant.
penetrant.
penetrant.
penetrant.

penetrant.

duct.

USNC142

ILL.
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UL Test No.
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File USNCi4z Issued: &8-1:5-36

I3

EST RECOQRD D19/A60U

SAMPLE:

The fire and hose stream tests were ccnducted on the
assembly identified as D19/A60U and as shown in ILL. 57.

The fire and hose stream tests were conducted on
June 18, 1986 and identified by UL as Test No. 24.

RESULTS

Observations During Fire Test - All cbservations refer to
the unexposed surface unless noted.

Test Time, min Observations*

60 No significant changes occurred during the
remainder of the fire test.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILLS. 58 through 58A.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 59 through 59C.
Thermocouple No. 8 was inoperable until 52 min into the fire
endurance test.

Pressure Record - The pressure within the small-scale test
furnace ranged from +0.005 in./H,O0 tc +0.01 in./H,0, (+1.24 Pa to
+2.5 Pa), throughout the duratioﬁ of the fire endurance test.

HCSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

A review of the above photographic documentation shows that smoke, recorded
in the above observations, did not pass through the penetrant.
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D19/a60U

UL TEST NO. 24

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT) .

@ STEEL MULTI-CABLE TRANSIT

VARIOUS SIZES OF ELECTRICAL (MARINE) CABLES,
CCG APPROVED (MINIMUM OF SIX (6) CABLES).

1 8"

3"

CONTINUOUS
WELD

INSULATION

36"

TEST SAMPLE D-19A ELECTRICAL
CABLES IN MULTI-CABLE TRANSIT

(R&DC GRAPHIC 31)

USNC 142
ILL. 57




10
11
12
13
14

15

SAMPLE D13/260U
TEST DATE JUNE 18, 1986

Location

On interface of steel plate insulation and transit
insulation.

On interface of steel plate insulation and transit
insulation.

On top of transit insulation, 3 in. from edge of
transit insulation.

On top of transit insulation, 3 in. from edge of
transit insulation.

On steel plate insulation seam, 3 in. from transit
insulation.

On steel plate insulation seam, 3 in. from transit
insulation.

On Type 1 cable, 9 in. from steel plate.
On Type 1 cable, 12 in. from steel plate.
On Type 1 cable, 18 in. from steel plate.
On Type 1 cable, 24 in. from steel plate.
On Type 2 cable, 9 in. from steel plate.
On Type 2 cable, 12 in. from steel plate.
On Type 2 cable, 18 in. from steel plate.
On Type 2 cable, 24 in. from steel plate.

On Type 3 cable, 9 in. from steel plate.

C-127
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T.C. Location

16 On Type 3 cable, 12 in. from steel plate.
17 On Type 3 cable, 18 in. from steel plate.
18 On Type 3 cable, 24 in. from steel plate.

Type 1 cable = 8 SHLD PAIR/6 AWG CANADA MARINEX X1 300 VLT.
Type 2 cable = 14 AWG/10 WIRE CANADA MARINEX X1 750 VLT.
Type 3 cable = Thermo Electric Type PLTC THCPL EXTN

Type JX 20 AWG

Note: Cable types will vary on the remaining D19 samplecs due
to the different cables used to construct the sample.
UL chose a large diameter cable, a medium diameter
cable and a small diameter cable for each D19 sample.
Cable types were matched whenever possible.

USNC142
ILL. 58A
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U.S. CoasTt (WIARD
UL Test No. 24 - D19/A60U

86NK8673/USNC142
6-18-86
Temperature legrees F
CHAN(NOS.) 1 Z 3
TInk _
0: 0 82.1 82.7 89.3 8.
4: 0 84.4 84.6 88.6 g3
g: 0 36.4 85.9 88.2 g4
1200 90.0 89.6 87.0 g4 .
16 ¢ 99.5 93.9 88.7 35.
20 0 143.6 107.¢ 88.8 86.
410 47 .6 142.1 90.3 ub.
281 0 399.4 208.5 91.7 88.
32: 0 9295.3 312.9 93.3 90.
I6 9 978.3 426.5 95.5 93%.
4o: 0 598.4 912.6 98.2 25,
yy:o 0 610.7 oo4.3 99.9 96.
48: 0 602.7 592.5 101.4 97
320 61Z2.5 620.0 102.7 103
36: 0 602.6 642.0 103.8 113
60: 0 589.8 6955.4 107.0 121

ILE USNCLYZ
LL. 59
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Temperature leqrees F

24 - D19/A60U
86NK8673/USNC142

6-18-86

UL Test No.
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Temperature leqrees F

24 - D19/A60U

86NK8673/USNC142
6-18-86

UL Test No.
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File USNC142

SAMPLE:

The
assembly

The
June 26,

ix

ITssued: 8-15-86

ST RECORD DI19/A60-6E

— = mam —— — —

fire and hose stream tests were conducted cn the
identified as D19/A60-6E and as shown in ILL. 60.

fire and hose stream tests were conducted on
1986 and identified by UL as Test No. 35.

RESULTS

Observations During Fire Test - All observations refer to

the unexposed surface unless noted.

Test Time,

0.25

5

15

34

38

40

60

Observations

The cables ignited on the exposed side.

The steel plate became black in color arocund
the periphery and was buckling and twisting.

Light smoke issued from the periphery.

Insulation was placed on the periphery of the
assembly due to severe buckling of the steel
plate. This severe buckling caused an
opening into the test furnace.

The steel plate was glowing red at- the
periphery. The cables at the interface of
the transit were issuing smoke. Additiocnal
insulation was placed at the periphery as it
was at 15 min.

The smoke intensity from the cables
increased. The cable jackets appeared to be
getting soft at the interface of the transit.

The cable jackets were melting at the
interface of the transit.

No significant changes occurred during the
remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the

thermocouples used to measure the various temperatures on the
deck assembly are shown in ILLS. 61 through 61A.

Cc-133




File USNC1l42 Issued: 8-15-86

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 62 through 62D.

HOSE STREAM TEST:

A very small amount of water passed through the assembly at
the interface of the transit grommets and the cables.

Pictorial History - Photographs were taken before, during and after
the fire test.
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D19/A60-6E
UL TEST NO. 35

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

@ STEEL MULTI-CABLE TRANSIT.

VARIOUS SIZES OF ELECTRICAL (MARINE) CABLES,
CCG APPROVED (MINIMUM OF SIX (6) CABLES).

LN

CONTINUOUS
WELD

INSULATION —//// J

18" 36"

TEST SAMPLE D-19A ELECTRICAL
CABLES IN MULTI-CABLE TRANSIT

(RADC GRAPHIC 32)

USNC 142
ILL. 60
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10
11
12
13
14
15
16
17
18

19

SAMPLE D19/AG0-6E
TEST DATE JUNE 26, 1986

Location

On

On

On

On

On

Oon

On

On

On

On

On

On

On

Cn

On

On

On

Type
Type
Type
Type
Type
Type
Type
Tvpe
Type
Type
Type

3
3

cable,
cable,
cable,
cable,
cable,
cable,
cable,
cable,
cable,
cable,

cable,

Type 3 cable,

6 in. above steel plate.

12 in. abcve steel plate.
18 in. above steel plate.
24 in. above steel plate.
6 in. above steel plate.

12 in. above steel plate.
18 in. above steel plate.
24 in. above steel plate.
6 in. above steel plate.

12 in. above steel plate.
18 in. above steel plate.

24 in. above steel plate.

unexpocsed surface of grommet.

top of grommet fastening screw.

transit compression screw.

unexposed surface of grommet joint.

multi-cable transit frame, 1 in. above

steel plate.

At interface of multi-cable transit frame and steel
plate.

On steel plate, 3 in.

C-136

from multi-cable transit.

USNC142
ILL. 61




T.C. Location

20 On steel plate, 3 in. from multi-cable transit.
21 On steel plate, 6 in. from multi-cable transit.
22 Cn steel plate, 6 in. from multi-cable transit.

8 shld Pair/16 AWG Canada Wire Marinex X1 300 VT.
14 AWG/1l6 Canada Wire Marinex X1 75CVT.

E67179 16 AWG 300 VT. Power limited circuit
cable Class 2 or 3 Type PLTC.

Type 1 cable
Type 2 cable
Type 3 cable

USNCl42
ILL. 61A
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Temperature Dleqrees I

35 - D19/A60-6E
6-26-86

86NKB8673/USNC142

UL Test No.
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35 - D19/A60-6E
Temperature Deqrees F

86NKB8673/USNC142
6-26-86

UL Test No.
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35 - D19/A60-6E
86NKB8673/USNC142
Temperature legrees [

6-26-86

UL Test No.
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35 - D19/A60-6E
86NK8673/USNC142

6-26-86

UL Test No.

Temperature legqrees F
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File USNC142

SAMPLE:

Issued: 8-15-86

EST RECORD D19/A60-6U

The fire and hose stream tests were conducted on the
assembly identified as D19/A60-6U and as shown in ILL. 63.

The fire and hose stream tests were conducted on
June 25, 1986 and identified by UL as Test No. 34.

RESULTS

Observations During Fire Test - All observations refer to

the unexposed surface unless noted.

Test Time, min(s)

Observations

0.08 (5)
0.16 (10)
5

22

40

60

The cables ignited on exposed side.
Smoke issued from the periphervy.

The steel plate bcowed downward and was
turning black in color.

Light smoke issued from the interface of the
steel plate and transit insulation.

Smoke issued from the interface of the
transit insulation and the cables.

The transit insulation at the interface of
the cables was turning black in color.

The cable jacdkets were melting at the
interface cf the transit insulation.

No significant changes occurred during the
remainder of the fire test. Test terminated.

Temperature Of The Assembly ~ The locations of the

thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 64.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 65 through 6€5C.
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File USNC142 Issued: 8-15-86

HCSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.
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STEEL PLATE 36" X 36" X 3/16" THICK

D19/A60-6U
UL TEST NO. 34

ASTM A-53, GRADE A OR B (OR EQUIVALENT).
@ STEEL MULTI-CABLE TRANSIT.

VARIOUS SIZES OF ELECTRICAL (MARINE) CABLES,
CCG APPROVED (MINIMUM OF SIX (6) CABLES).

1 8"

CONTINUOUS
WELD

INSULATION

36Il

C-145

TEST SAMPLE D-19A ELECTRICAL
CABLES IN MULTI-CABLE TRANSIT

{RaDC GRAPHIC 33)

USNC 142
ILL. 63




SAMPLE D19/AG0-6U
TEST DATE JUNE 25, 1986

T.C. Location

1 At interface of transit insulation and steel plate.

2 At interface of transit insulation and steel plate.

3 On transit insulation, 3 in. from edge of transit
insulation.

4 On transit insulation, 3 in. from edge of transit
insulation.

5 On Type 1 cable, 6 in. from steel plate.

6 On Type 1 cable, 12 in. from steel plate.

7 On Type 1 cable, 18 in. from steel plate.

8 On Type 1 cable, 24 in. from steel plate.

9 On Type 2 cable, 6 in. from steel plate.

10 On Type 2 cable, 12 in. from steel plate.

11 On Type 2 cable, 18 in. from steel plate.

12 On Type 2 cable, 24 in. from steel plate.

13 .On Type 3 cable, 6 in. from steel plate.

14 On Type 3 cable, 12 in. from steel plate.

15 On Type 3 cable, 18 in. from steel plate.

16 On Type 3 cable, 24 in. from steel plate

16 AWG Canada Wire Marinex X1 750 VT.

6 AWG/3 Canada Wire Marinex X1 750 VT.

E67179 16 AWG 300 VT. Power limited circuit cable
Class 2 or 3, Type PLTC.

Type 1 cable
Type 2 cable
Type 3 cable

USNC14z
ILL. 64
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UL Test No. 34 - D19/A60-6U
86NK8673/USNC142
6-25-86
Temperature leqgrees
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34 - D19/A60-6U
86NK8673/USNC142
Temperature leqrees F

6-25-86

UL Test No.
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34 - D19/A60-6U
86NK8673/USNC142

6-25-86

UL Test No.

Temperature Deqrees F
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+ Ambient(76 F.) = 328 F.

+ Amblent(78 F.) = 401 F.

+ Ambient(78 F.) = 481 F.
Met channe! ($#9)

temp curve

Aveg.
—- 230 F.

328 F.

405 F.
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File USNC142 Issued: 8-15-86

TEST RECORD DI9/A60-3E&3U

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D19/A60~3E&3Uand as shown in ILL. 66.

The fire and hcse strcam tests were conducted on
June 23, 1986 and identified by UL as Test No. 29.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations
0.5 The cables ignited on the exposed side.
3 The cables on the exposed side were heavily
charred.
5 Smoke issued from the periphery. The steel

plate turned black in color and was twisting
at its center.

11 Mineral wool insulation was placcd on the
periphery of the steel plate due to heavy
buckling of the steel plate which caused a
small opening into the furnace chamber.

30 The steel plate was glowing red.

40 Light smoke issued from the cables at the
interface of the cables and transit
insulation,

45 The smoke intensity increased off of the

cables. Flames began to issue from under the
transit insulation.

50 The smoke intensity increased off of the
cables.
55 The cable jackets were melting at the

interface of the cables and transit
insulation. A flash of flame was visible on
a cable jacket near the transit insulation.

60 Test terminated.

C-151
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Temperature Of The Assemhly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILLS. 67 through 67A.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 68 through 68D.
Thermocouple No. 12 was inoperable until 20 min into the fire
test.

HOSE STREAM TEST:

A very small amount of water passed through the assembly
the interface of the transit and cable insulations during the
hose stream test.

Pictorial History - Photographs were taken before, during and after
the fire test.

C-152
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D19/A60-3E&3U
UL TEST NO. 29

@ STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

@ STEEL MULTI-CABLE TRANSIT.

@ VARIOUS SIZES OF ELECTRICAL (MARINE) CABLES,
CCG APPROVED (MINIMUM OF SIX (6) CABLES).

(v @ ©

6"

SN NN NG AL AN SRR NS NN NN RN NN N N AN R NN TN RN N

i R
A A A A A A A e M A A N e A N N N NN N NN,

R R A D N T el s R R R S R R O S s N

\ CONTINUOUS
WE

LD
‘J N——— INSULATION

3" 3“

};—.._\‘u_'l;-‘f::-.

OO

6'

18" 36"

TEST SAMPLE D-19A ELECTRICAL
CABLES IN MULTI-CABLE TRANSIT

(RADC GRAPHIC 34)

USNC 142
ILL. 66

C-153
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11
12
13
14
15
16

17

SAMPLE D19/A60-3E&3U
TEST DATE JUNE 23, 1986

Location

At

At

On

interface of steel plate and transit insulation.

interface of steel plate and transit insulation.

transit insulation, 3 in. from edge of
insulation.

On transit insulation, 3 in. from edge of
insulation.

On

On

On

On

On

On

On

On

Oon

On

On

Oon

On

Type
Type
Type
Type
Type
Type
Type
Type
Type
Type
Type
Type

Type

1

1

cable,
cable,
cable,
cable,
cable,
cable,
cable,
cable,
cable,
cable,
cable,
cable,

cable,

3 in. from steel plate.
6 in. from steel plate.
12 in. from steel plate.
18 in. from steel plate.
24 in. frcm steel plate.
3 in. from steel plate.
6 in. from steel plate.
12 in. from steel plate.
18 in. from steel plate.
24 in. from steel plate.
3 in. from steel plate.
6 in. from steel plate.

12 in. from steel plate.

C-154

transit

transit

USNC142
ILL. 67




T.C. Lccation
18 On Type 3 cable, 18 in. from steel plate.
19 On Type 3 cable, 24 in. from steel plate.
Type 1 cable = 8§ SHLD Pair/16 AWG Canada Wire Marinex X1
300 Volts.
Type 2 cable = 6 AWG/3 Canada Marinex X1 750 Volts.
Type 3 cable = E67179 16 AWG 300 V Power Limited Circuit cable

Class 2 or 3 Type PLTC

C-155
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Temperature [egrees [

29 - D19/A60-3E&3U

86NK8673/USNC142
6-23-86

UL Test No.

NN DO I OMINO DN
................
O T et PP A N AN YOOI
T IO O NI
T e g e et =t O N N ONE OV O

OO OVMIOTLICNCOUWIID
----------------
VT OMO—-OUIMCONMINMOMNWD
N ANMOOOO NN O~
e et A NN N NN N N Y D)

PO NI ONMCOG NG —~
----------------
NN COWOO NN O NN OO v
N0~ OO ~MUNOOOMN
et A NN N CN N O B N

NN\ DM IMNMOoIMNITroO
----------------
DO TONTITMIANAMOOOMO
NNCOOOOMMNTOMWUDINOMNLDO T
T A A NN NI N I o O

DWODDOODDOODOCOOTOO

Z— O TN O T ONOOTOoONOD

CHA

=L (NN INNMNIN T I UIWL O

FILE USNCIHZ
68A

ILL.

C-157




Temperature Deqrees F

UL Test No. 29 - D19/A60-3E&3U
86NK8673/USNC142
6-23-86
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File USNCl42 Issued: 8-15-86

TEST RECORD D21/A60U

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D21/A60U and as shown in ILL. 69.

The fire and hose stream tests were conducted on
June 26, 1986 and identified by UL as Test No. 36.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations*

31 The steel plate along with the insulation is
bowing downward.

60 No significant changes occurred during the
remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 70.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 71 through 71B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

A review of the above photographic documentation shows that smoke, recorded
in the above observations, did not pass through the penetrant.

Cc-161




D21/A60U
UL TEST NO. 36

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

SEAMLESS STEEL PIPE, 2* NOMINAL
DIA. SCHEDULE 40.

BRASS TERMINAL TUBE, "KONDU" TYPE
V-200 FP WITH PILOT HOLE DRILLED TO
SUIT ELECTRICAL CABLE.

C.C.G. APPROVED MARINE ELECTRICAL
CABLE, APPROX 2" ODIA.

FIRE RESISTANT SEALANT.

_J
O C
CONTINUOUS
WELD >
INSULATION
15" 3 15° 21" }/1

c-162

TEST SAMPLE NO. D-21A
ELECTRICAL CABLE WITH
STEEL SPIGOT AND
BRASS TERMINAL TUBE

{REDC GRAPHIC 36)

USNC 142
ILL. 69




10

11

SAMPLE D21/A6QU
TEST DATE JUNE 26, 1986

Location

At interface of penetrant insulation and steel plate
insulation.

On penetrant, 4 in. above steel plate.

On penetrant, 6 in. above steel plate.

On penetrant, 12 in. above steel plate.

At interface of brass terminal tube and cable.

On penetrant, 24 in. above steel plate.

On steel plate insulation, 6 in. from penetrant.

On steel plate insulation seam, 6 in. from penetrant.
On steel plate insulation, 12 in. from penetrant.

On steel plate insulation seam, 12 in. from penetrant.

On top of cable, on ccpper conductor.

USNC142
ILL. 70
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U.S. CoasT GUARD
UL Test No. 36 - D21/A60U
86NK8673/USNC142
6-26-86

Temperature [eqrees [

CHAN (NDS. ) 5 6 7 g
TINE
07 0 86.7 86.6 92.4 3.0
TER §7.1 972.4 92.4 Lo5. s
31 0 87.6 37.6 93.1 DEN
120 v £9. 1 89.5 95.5 1474
163 U 92.3 91.3 104.7 REATON
200 0 96.5 3.5 146.4 3071
24 ¢ 106.3 99.7 256.5 T
28% 0 123.7 108.1 376.7 506 . 1
3200 145.5 118.4 415.5 533.5
26: ° 172.7 130.9 474,32 555.1
40: 0 188.5 146.3 448 .0 575.3
4iy: 198.0 164.6 458.6 595 .6
48 0 205.2 179.9 470.8 614.6
521 0 212.6 187.7 480.6 630.7
561 U 227.0 194.3 493.1 549 .4
601 0 244.3 200.9 500.0 560.0

FILE USNCLYZ
ILL. 71A
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.S, CoasT (iARD
UL Test No. 36 - D21/A60U
86NKB8673/USNC142
6-26-86

Temperature leqgrees F

LHANCMUS L) 9 10 11
i IME
0: 0 38.0 95.3 87.49
4: 0 88.9 98.3 88.1
d. 89.2 96.1 89.0
12: 9 89.5 U925 89.1
1600 90.2 104.7 59.0
00 0 Y.06 125.1 91.8
240 0 20.9 169.6 93,0
ca. 0 91.7 242.8 99.4
52: 0 92.2 278.2 104.7
36: 0 9z2.4 290.7 112.8
40: 0 92.0 297.0 123.0
yy: 0 92.4 J04.6 134.7
4g8: 0 92.5 307.3 14G6.6
92: 0 92.8 312.6 158.2
96: 0 92.0 318.6 169.2
60: 0 92.0 326.3 177.0
SAMPLE D21/A60U
UL TEST NO. 38
1400 L S S A, S A SRR S S S S5 A S Ea St SE S e D e S e S ]
= 1200F 3
w C ,
§ 1000+ 3
W L p
T soot -
: e T T _i
@ soot+ /,—~" 3
W o _Tl
@ A0 - T o T e m e o e e e e A e e ]
e 7
Q 200t 44“$::,/’/’—/‘———— 3
7o 10 20 30 40 s0 &0

Time (ln Minutees)

Avg. temp curve
————— 250 F. + Amblent(90 F.) = 340 F.
_____ 3285 F. + Amblent(80 F.) = 4138 F,
——ee—ee 408 F. + Amblent(90 F.) = 495 F.
— ——. Hot channel ($1)
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RECORD D22/A60E

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D22/A60E and as shown in ILL. 72.

The fire and hose stream tests were conducted on
June 17, 1986 and identified by UL as Test No. 22.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations*

60 No significant changes occurred during the
remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 73,

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 74 through 74B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

A review of the above photographic documentation shows that
smoke, recorded in the above observations. did not pass
through the penetrant.
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D22/A60E
UL TEST NO. 22

@—\E E; T
CONTINUOUS
WELD !

3ll

—5" RAD.

=

STEEL PLATE, 36" X 36" X 3/16" THICK

ASTM A-53, GRADE A OR B (OR EQUIVALENT).

SEAMLESS STEEL PIPE, 2" NOMINAL
DIAMETER, SCHEDULE 40.

BRASS TERMINAL TUBE "KONDU" TYPE V-200 FP
WITH PILOT HOLE DRILLED TO SUIT ELECTRICAL CABLE.

C.C.G. APPROVED MARINE ELECTRICAL CABLE

APPROX. 2" O/DIA.
FIRE RESISTANT SEALANT

C-les

TEST SAMPLE NO. D-22A
ELECTRICAL CABLE
WITH STEEL SPIGOT AND
BRASS TERMINAL TUBE

(R&DC GRAPHICS 38)

USNC 142
ILL. 72




SAMPLE D22/AGO0E
TEST DATE JUNE 17, 1986

T.C. Location
1 On brass terminal tube (4 in. above steel plate).
2 On interface of steel pipe and cable (5-2/4 in. above

steel plate).

3 On penetrant, 12 in. above steel plate.

4 On penetrant, 18 in. above steel plate.

5 On penetrant, 24 in. above steel plate.

6 On steel plate over insulation, 3 in. from penetrant.
7 On steel plate over insulation, 6 in. from penetrant.
8 On steel plate over insulation seam, 6 in. from

penetrant.

9 On steel plate over insulation, 12 in. from penetrant.
10 On steel plate over insulation seam, 12 in. from

penetrant.
11 On top of cable, on copper conductor.
Thermocouples 6-10 were located on the steel plate cpposite

of the insulation mass of the penetrant on the exposed side.
Reference ILL. 72.

USNC142
ILL. 73

Cc-169
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22 - D22/A60E
6-17-86
Temperature Degrees F

86NK8673/USNC142

UL, Test No.
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UL TEST NO.

|
|
!
i
1
i
]
1
1
|
i
i
ﬁ ! 1,
9 _ 414
ﬁ 1
L ! 4
I
3 — <
L |
! VW e
ﬁ vl
| |
; |
)
1 ]
- " lr“
! " %
ﬁ ! |
| | |
- ! 1°
! | )
'
i 1
b “ *
| 4
U FUUTY TVNTE TUYYS VS PV N TYN TY N o
56 & b & & b
[« ] o -] o [ -] [} -]
<+ o~ -] [ ] [ ] <+ [, ]

LIBHNIYHYL S33¥93Q

Time (In Minutes)

+ Ambilent(72 Fr.) = 322 F.

temp ocurve
328 F. + Ambilent(72 F.) = 397 F.

Avg.
280 r.

408 F.

+ Ambdient(72 F.) = 477 F.
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TEST RECORD D22/A60U
SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D22/A60U and as shown in ILL. 75.

The fire and hose stream tests were conducted on
June 25, 1986 and identified by UL as Test No. 33.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations*
6 The steel plate and insulation bowed upward.
10 Smoke issued from the top of the cable.
14 The smoke stopped issuing from the top of the
cable.
30 The steel plate and insulation receded.
50 Smoke issued from the interface of the

penetrant insulation and steel plate
insulation. The insulation in this area
turned black in color. .

57 Smoke issued from the first seam of the
penetrant insulation (6 in. above steel
plate). The insulation in this area turned
black in color.

60 Test terminated.
Temperature Of The Assembly - The locations of the

thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 76,

The temperatures reccrded during the fire test on the
unexposed surfaces are shown on ILLS. 77 through 77B.

Pressure Record - At the start of the fire endurance test,
the pressure within the small-scale test furnace was
-0.005 in./H.,0 (~1.24 Pa). Throughout the remainder of the test,
the pressure“ranged from +0.005 in./HZO to +0.01 in./H20
(+1.24 Pa to +2.5 Pa).

A review of the above photographic documentation shows that
smoke. recorded in the above observations, did not pass
through the penetrant,
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HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.
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D22/A60U
UL TEST NO. 33

'33.!
INSULATION 3"
1 ! 3n .
CONTINUOU ~— 5" RAD.
WELD \
2

STEEL PLATE, 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

SEAMLESS STEEL PIPE, 2" NOMINAL
DIAMETER, SCHEDULE 40.

BRASS TERMINAL TUBE "KONDU" TYPE V-200 FP
WITH PILOT HOLE DRILLED TO SUIT ELECTRICAL CABLE.

C.C.G. APPROVED MARINE ELECTRICAL CABLE
APPROX. 2" ODIA.

FIRE RESISTANT SEALANT.

TEST SAMPLE NO. D-22A
ELECTRICAL CABLE
WITH STEEL SPIGOT AND
BRASS TERMINAL TUBE

(RADC GRAPHICS 37)

USNC 142
ILL. 75
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11

SAMPLE D22/A60U
TEST DATE JUNE 25, 1986

Location

On

On

On

On

On

At

penetrant, 4 in. above steel plate.
penetrant, 5-3/4 in. above steel plate.
penetrant, 12 in. above steel plate.
penetrant, 18 in. above steel plate.
penetrant, 24 in. above steel plate.

interface of steel plate insulation and penetrant

insulation.

On

On

On

On

On

steel plate insulation, 6 in. from penetrant.

steel plate insulation seam, 6 in. from penetrant.
steel plate insulation, 12 in. from penetrant.
steel plate insulation seam, 12 in. from penetrant.

top of cable, on copper conductor.

USNC142
ILL. 76
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UL Test No.
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RECORD D22/a0

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identifi>d as D22/A0 and as shown in ILL. 78.

The fire and hose stream tests were conducted on
Jure 12, 1986 and identified by UL as Test No. 13.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations *
1.5 The cable ignited on the exposed side.
4 The RTV sealant on the exposed side is

heavily charred.

7 The steel plate was black in color and bewing

upward.
10 Smoke issued from the end of the cable.
15 The cable was supported with wire by UL's

technical staff by request of the USCG.

18 Smoke issued from the interface of the cable
and brass terminal tube.

21 The cable jacket turned whitish in color near
the brass terminal tube.

40 The cable was again supported with wire by UL
technical staff. The cable jacket was
dripping down onto the steel plate and

igniting.

42 The cable was issuing smoke and was heavily
charred.

59 The cable jacket ignited.

60 Test terminated.

» A review of the above photographic documentation shows that
smoke, recorded in the above observations, did not pass
through the penetrant.
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Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 79.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 80 through 80B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.
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D22/A0

UL TEST NO. 13

P77

CONTINUOQUS
WELD

®

)

=

STEEL PLATE, 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

SEAMLESS STEEL PIPE, 2" NOMINAL
DIAMETER, SCHEDULE 40.

BRASS TERMINAL TUBE "KONDU" TYPE V-200 FP
WITH PILOT HOLE DRILLED TO SUIT ELECTRICAL CABLE.

C.C.G. APPROVED MARINE ELECTRICAL CABLE

APPROX. 2" O/DIA.

ONORONOXO

l
N
L agn
i L=,.‘L3"
'T ¥ _—5" RAD.

A

FIRE RESISTANT SEALANT

C-182

L 3" 6"
N

TEST SAMPLE NO. D-22A
ELECTRICAL CABLE
WITH STEEL SPIGCGT AND
BRASS TERMINAL TUBE

(R&DC GRAPHICS 38)

USNC 142
iLL. 78
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SAMPLE D22/A0
TEST DATE SUNE 12, 1986

Location

On

On

(5-

On

Cn

On

On

On

On

On

On

On

brass terminal tube (4 in. above steel plate).

interface of brass terminal tube and cable
3/4 in. above steel plate).

penetrant, 12 in. above steel plate.
penetrant, 18 in. above steel plate.
penetrant, 24 in. above steel plate.
steel plate, 3 in. from penetrant.
steel plate, 6 in. from penetrant.
steel plate, 6 in. from penetrant.
steel plate, 12 in. from penetrant.
steel plate, 12 in. from penetrant.

top of cable, on copper conductor. 3

USNC142
ILL. 79
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UL Test No.
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UL Test No.
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EST RECORD D23/A60E

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D23/A60E and as shown in ILL. 81.

The fire and hose stream tests were conducted on
June 20, 1986 and identified by UL as Test No. 27.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations *

10 Smoke issued from the interface of the steel
pipe and cable.

14 Light smoke issued from the top of the cable.
22 The steel plate bowed upward.
60 No significant changes occurred during the

remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 82.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 83 through 83B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.
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D23/A60E
UL TEST NO. 27

STEEL PLATE 36" X 36" X 3/16" THICK

ASTM A-53, GRADE A OR B (OR EQUIVALENT)
SEAMLESS STEEL PIPE, 2" NOMINAL

DIA. SCHEDULE 40.

BRASS TERMINAL TUBE "KONDU" TYPE
V-200 FP WITH PILOT HOLE DRILLED TO SUIT CABLE.

C.C.G. APPROVED MARINE ELECTRICAL
CABLE, APPROX 2" ODIA.

FIRE RESISTANT SEALANT

5 2 1 4

INSULATION

@D® @O

0 /Z:"

3 S CONTINUOUS
WELD

3" 15° 15 21° A

TEST SAMPLE NO. D-23A
ELECTRICAL CABLE WITH
STEEL SPIGOT AND
BRASS TERMINAL TUBE

{R&DC GRAPHIC 20)

USNC 142
ILL. 81

c-188
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12

SAMPLE D23/A60E
TEST DATE JUNE 20, 1986

Location

On penetrant, 4 in. above steel plate.
On penetrant, 6 in. above steel plate.
On penetrant, 12 in. above steel plate.

On penetrant, at interface of brass terminal tube and
cable.

On brass terminal tube.

On penetrant, 24 in. akove steel plate.

On steel plate over insulation, 3 in. from penetrant.
On steel plate over insulation, ¢ 1. from penetrant.

On steel plate over insulation seam, 6 in. from
penetrant.

On steel plate over insulation, 12 in. from penetrant.

On steel plate over insulation seam, 12 in. from
penetrant.

On top of cable, on copper conductor.

USNC142
ILL. 82
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UL Test No.
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UL Test No.
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T RECORD D23/A60U

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D23/A60U and as shown in ILL. 84.

The fire and hose stream tests were conducted on
June 24, 1986 and identified by UL as Test No. 31.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations *
6 Smoke issued from the top of the cable. The
steel plate and the insulation bowed upward.
9 Smoke issued from the RTV sealant at the
interface of the brass terminal tube and
cable.
16 All smoke intensity decreased.
21 All the smoke that was issuing stopped.
40 } The steel plate along with the insulation
receded.
60 No significant changes occurred during the

remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 85.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 86 through 86B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

A review of the above photographic documentation shows that smoke, recorded
in the above observations, did not pass through the penetrant.
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Pictorial History - Photographs were taken before, during and after
the fire test.
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D23/A60U
UL TEST NO. 31

STEEL PLATE 36" X 36" X 3/16" THICK

ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE, 2* NOMINAL

DIA. SCHEDULE 40.

BRASS TERMINAL TUBE "KONDU" TYPE
V-200 FP WITH PILOT HOLE DRILLED TO SUIT CABLE.

4 C.C.G. APPROVED MARINE ELECTRICAL

CABLE, APPROX 2" O/DIA.

@ FIRE RESISTANT SEALANT

CONTINUOUS
WELD

g

157

INSULATION

21'}/1

C-195

TEST SAMPLE NO. D-23A
ELECTRICAL CABLE WITH
STEEL SPIGOT AND
BRASS TERMINAL TUBE

(RADC GRAPHIC 21)

USNC 142
ILL. 84
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SAMPLE D23/A60U

TEST DATE JUNE 24, 1986

Location

On

On

Oon

Oon

penetrant,
penetrant,
penetrant,

penetrant,

cable.

4 in. above steel plate.
6 in. akcve steel plate.
12 in. above steel plate.

at interface of brass terminal tube and

On brass terminal tube.

On

penetrant,

24 in. above steel plate.

At interface of penetrant insulation and steel plate
insulation.

On

Oon

Oon

On

Oon

steel plate
steel plate
steel plate

steel plate

insulation, 6 in. from penetrant.
insulation seam, 6 in. from penetrant.
insulation, 12 in. from penetrant.

insulation seam, 12 in. from penetrant.

top of cable, on copper conductor.

USNC142
ILL. 85
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File USNC142 Issued: 8-15-86

TEST RECORD D23/A0

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D23/A0 and as shown in ILL. 87,

The fire and hose stream tests were conducted on
June 19, 1986 and identified by UL as Test No. 25,

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations*

4 Smoke issued from the interface of the cable
and brass terminal tube for approximately
30 seconds.

9 Smoke issued from.the top of the cable.
13 The smoke intensity decreased in all areas.
15 The steel plate was bowing upward and turning

blackish in color.

30 The steel plate was starting to glow red in
color.
40 The cable jacket began to melt by the brass

terminal tube.

60 No significant changes occurred during the
remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 88.°

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 89 through 89B.

A review of the above photographic documentation shows that smoke, recorded
in the above observations, did not pass through the penetrant.

C-200
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HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

C-201




D23/A0

UL TEST NO. 25

STEEL PLATE 36" X 36" X 3/16" THICK

ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE, 2° NOMINAL

DIA. SCHEDULE 40.

BRASS TERMINAL TUBE "KONDU" TYPE
V-200 FP WITH PILOT HOLE DRILLED TO SUIT CABLE.

C.C.G. APPROVED MARINE ELECTRICAL

CABLE, APPROX 2" O/DIA.
@ FIRE RESISTANT SEALANT

c-212

5 3)(5)(4
N
b | N
* /Jr
CONTINUOUS
WELD
N
3 15° 15° 21° A ‘

TEST SAMPLE NO. D-23A
ELECTRICAL CABLE WITH
STEEL SPIGOT AND
BRASS TERMINAL TUBE

{RADG GRAPNIC 22)
USNC 142
iLL. 87
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11

12

TEST

SAMPLE D23/A0
DATE JUNE 19, 1986

Location

On

Oon

On

On

penetrant, 4

penetrant, 6

penetrant,

penetrant,

cable.

in. above steel plate.

in. above steel plate.

12 in. above steel plate.

at interface of brass terminal tube

On brass terminal tube.

On

On

On

On

On

On

On

penetrant,

steel
steel
steel
steel

steel

top of cable,

plate,
plate,
plate,
plate,

plate,

24 in., above steel plate.

3 in. from penetrant.
6 in. from penetrant.
6 in. from penetrant.
12 in. from penetrant.
12 in., from penetrant.

on copper conductor.

and

USNC142

ILL.

C~203
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File USNC142 Issued: 8-15-86

TEST RECORD D24/A60E
SAMPLE :

The fire and hose stream tests were conducted on the
assembly identified as D24/A60E and as shown in ILL. 90.

The fire and hose stream tests were conducted on
June 10, 1986 and identified by UL as Test No. 10.

RESULTS

Observations During Fire Test ~ All observaticns refer to
the unexposed surface unless noted.

Test Time, min Observations
15 Light smoke issued from the periphery.
25 Smoke issued from the interface of the steel

pipe and cable.
44 Smoke issued from the top of the cable.

60 No significant changes cccurred during the
remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 91.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 92 through 92B. .

HOSE STPEAM TEET:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.
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D24/A60E
UL TEST NO. 10

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE, 2" NOMINAL
DIA. SCHEDULE 40.

BRASS TERMINAL TUBE "KONDU" TYPE V-200 FP
WITH PILOT HOLE DRILLED TO SUIT ELECTRICAL CABLE.

C.C.G. APPROVED MARINE ELECTRICAL
CABLE, APPROX 2" O/DIA.

@ FIRE RESISTANT SEALANT

| N

f— —_ — et

\ CONTINUOUS
WELD

INSULATION

I 3
3 15° 15°

21'%

TEST SAMPLE NO. D-24A
ELECTRICAL CABLE WITH
STEEL SPIGOT AND
BRASS TERMINAL TUBE

{REOC GRAPHIC M)

USNC 142
ILL. 90

Cc-208
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11

12

SAMPLE D24/AGOE
TEST DATE JUNE 10, 1986

Location

On

On

On

On

On

On

On

Oon

On

penetrant, 4 in. above steel plate.

penetrant, 6 in. above steel plate.

penetrant, 12 in. above steel plate.

cable, 1 in. above steel pipe.

penetrant, at interface of steel pipe and cable.
penetrant, 24 in. above steel plate.

steel plate over insulation, 3 in. from penetrant.
steel plate over insulation, 6 in. from penetrant.

steel plate over insulation seam, 6 in. from

penetrant.,

On steel plate over insulation, 12 in. from penetrant.
On steel plate over insulation seam, 12 in. from
penetrant.

On top of cable, on copper conductor.

USNC142
ILL. 91
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TEST RECORD D24/A60U

SAMPLE :

The fire and hose stream tests were conducted on the
assembly identified as D24/A60U and as shown in ILL. 93.

The fire and hose stream tests were conducted on
June 13, 1986 and identified by UL as Test No. 16.

RESULTS

Observations During Fire Test ~ All observations refe:r to
the unexposed surface unless noted.

Test Time, min Observations
2 The cable was burning on the exposed side.
9 Smoke issued from the periphery, the top of
the cable and from the top of the penetrant
insulation.
20 Smoke intensity in all areas decreased.
40 Smoke intensity at top of penetrant

insulation has increased.

60 No significant changes occurred during the
renmainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 94.

The temperatures recorded during the fire test on the
unexposed surfaces are shown con ILLS. 95 through 95B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test. '

Pictorial History - Photographs were taken before, during and after
the fire test.

C-213




D24/A60U

UL TEST NO.16

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

@ SEAMLESS STEEL PIPE, 2" NOMINAL

DIA.

SCHEDULE 40.

BRASS TERMINAL TUBE "KONDU" TYPE V-200 FP
WITH PILOT HOLE DRILLED TO SUIT ELECTRICAL CABLE.

C.C.G. APPROVED MARINE ELECTRICAL
CABLE, APPROX 2" O/DIA.

@ FIRE RESISTANT SEALANT

/

commuou/

WELD

15"

INSULATION

18°

c-214

21'/1

TEST SAMPLE NO. D-24A
ELECTRICAL CABLE WITH
STEEL SPIGOT AND
BRASS TERMINAL TUBE

(REDC GRAPHIC 25)

USNC 142
ILL. 93
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SAMPLE D24/A60U
TEST DATE JUNE 13, 1986

Location

On

on

Oon

Oon

On

penetrant, 4 in. above steel plate.
penetrant, 6 in. above steel plate.
penetrant, 12 in. above steel plate.
cable, 1 in. above steel pipe.

renetrant at interface of cable and steel pipe.

On penetrant, 24 in. above steel plate.

At interface of penetrant insulation and steel plate
insulation.

On steel plate insulation, 6 in. from penetrant.

On

On

On

On

steel plate insulation seam, 6 in. from penetrant.
steel plate insulation, 12 in. from penetrant.
steel plate insulation seam, 12 in. from penetrant.

top of cable, on copper conductor.

USNC142
ILL. 94

c-215
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TEST RECOQRD D24/A0

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D24/A0 and as shown in ILL. 96.

The fire and hose stream tests were conducted on
June 19, 1986 and identified by UL as Test No. 26,

RESULTS

Observations During Fire Test -~ All observations refer to
the unexposed surface unless noted.

Test Time, min Observations

5 The steel plate turned black in color and was
bowing downward.

6 The RTV sealant melted-and dripped down on
the steel pipe. Smoke issued from the
interface of the cable and the steel pipe.

7 Smoke issued from the top cf the cable. The
melting RTV sealant on the steel pipe was
issuing smoke.

15 The cable jacket at the interface of the
steel pipe was softening.

30 The smoke intensity decreased.

40 The smoke intensity increased at the

interface of the cable and the steel pipe.
The cable jacket by the steel pipe was
melting. The steel plate was glowing red.

54 The cable jacket was badly damaged at the
interface of the steel pipe.

60 Test terminated.
Temperature Of The Assembly - The locations of the

thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 97.
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The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 98 through 98B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.
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D24/A0
UL TEST NO. 26

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

SEAMLESS STEEL PIPE, 2" NOMINAL
DIA. SCHEDULE 40.

BRASS TERMINAL TUBE "KONDU" TYPE V-200 FP
WITH PILOT HOLE DRILLED TO SUIT ELECTRICAL CABLE.

C.C.G. APPROVED MARINE ELECTRICAL
CABLE, APPROX 2" O/DIA.

FIRE RESISTANT SEALANT

\M f @
Ah .

——7E—]

CONTINUOUS
weo  —

i 15° 15° 21'%

TEST SAMPLE NO. D-24A
ELECTRICAL CABLE WITH
STEEL SPIGOT AND
BRASS TERMINAL TUBE

(RADC GRAPHIC 23)

USNC 142
ILL. 96

c-221
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11

12

SAMPLE D24/A0
TEST DATE JUNE 19, 1986

Location

Oon

on

On

On

On

On

On

On

On

On

On

On

penetrant, 4 in. above steel plate.
penetrant, 6 in. above steel plate.
penetrant, 12 in. above steel plate.

cable, 1 in. above steel pipe.

penetrant interface of cable and steel pipe.

penetrant, 24 in. above steel plate.
steel plate, 3 in. from penetrant.
steel plate, 6 in. from penetrant.
steel plate, 6 in. from penetrant.
steel plate, 12 in. from penetrant.
steel plate, 12 in. from penetrant.

top of cable, on copper ccnductor.

Cc-222

USNC142
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File USNC142 Issued: 8-15-86

143
jtm
©
-3

RECORD D25/AGQE

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D25/A60E and as shown in ILL. 99.

The fire and hose stream tests were conducted on
June 5, 1986 and identified by UL as Test No. 4.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations *

45 Steam issued from the top of the duct. The
duct gasket material was melting and
dripping.

60 No significant changes occurred during the

remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 100,

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 101 through 101B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

A review of the above photographic documentation shows that smoke, recorded
in the above observation, did not pass through the penetrant.

C-226




D25/A60E
UL TEST NO. 4

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

STEEL SPIGOT, 12" X 12" X 1/8" THICK,
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

1-1/2" X 1-1/2" X 1/8" STEEL ANGLE BAR,
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

3/8" DIA STEEL BOLTS, NUTS, AND WASHERS
@ 4" SPACING.

12" X 12" X 22G STEEL,VENT DUCT
STEEL EXTERIOR CAP, 22G

STEEL SELF TAPPING SCREWS
(12 REQUIRED PER CAP).

DE@@®@®E

END CAPS TO BE A TIGHT FIT

+

INSULATION

CONTINUOUS —/
WELD

{
) or v 1.7.‘1]7. revoeers H

3"

L 15" 30" 6"

i 18" 36"
TEST SAMPLE D-25A
VENT DUCT WITH
STEEL SPIGOT (RECT)

(DN, ARAPHIC 28
USNC 142
ILL. 99
c-227
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11

TES

SAMPLE D25/A60E
T DATE JUNE 5, 1986

l.ocation

Oon

On

On

On

On

On

On

On

On

penetrant,
penetrant,
penetrant,
penetrant,
penetrant,
penetrant,
steel plate
steel plate

steel plate

penetrant.

Oon

On

steel plate

steel plate

penetrant.

4 in, above steel plate.
6 in. above steel plate.

12 in. akove steel plate.

at overlap of steel spigot and duct.

18 in. above steel plate.

<4 in. above steel plate.

over insulation, 3 in. from penetrant.

over insulation, 4 in. from penetrant.

over insulation seam, 4 in.

from

over insulation, 8 in. from penetrant.

over insulation seam, 8 in.

On top of penetrant.

c-228
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Temperature legrees [
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Hot ohannel (#1)

328 F.
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File USNCl4:2 Issued: 8-15-86

TEST RECORD D25/A60U
SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D25/A60U and as shown in ILL., 102.

The fire and hose strcam tests were conducted on
June 16, 1986 and identified by UL as Test No. 19.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations

3 Steam issued from the gasket at the interface
of the duct and spigot.

60 No significant changes occurred during the
remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shewn in ILL. 103.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 104 through 104B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.
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D25/A60U
UL TEST NO. 19

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

STEELSPIGOT, 12" X 12" X 1/8" THICK,
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

1-1/2" X 1-1/2" X 1/8" STEEL ANGLE BAR,
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

3/8" DIA STEEL BOLTS, NUTS, AND WASHERS
@ 4" SPACING.

12" X 12" X 22G STEEL,VENT DUCT

STEEL EXTERIOR CAP, 22G

STEEL SELF TAPPING SCREWS

(12 REQUIRED PER CAP).

END CAPS TO BE A TIGHT FIT

7

l

6 3)(a) (3 (1 2 3) (a) (3 7;}
W 71T n =7
AN : ; ; Y / h
NEAW ' Y b h b
\ ; Y b N J h

— -k - Sy N N . P
. , Y h 4 o
i ' 3 h ; i
k. : i o v ; Y T
L . )

3v| INSULATION . <5 CONTINUOUS 3"

WELD
12" 6"
15" 30" 6"
18" 36"

TEST SAMPLE D-25A

VENT DUCT WITH

STEEL SPIGOT (RECT)
(RADC GRAPHIC 2N

USNC 142

ILL.102
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SAMPLE D25/A60U
T DATE JUNE 16, 1986

Location

Oon

On

On

Oon

On

On

On

penetrant,
penetrant,
penetrant,
penetrant,
penetrant,
penetrant,

steel plate

insulation.

On

On

On

On

On

steel plate
steel plate
steel plate
steel plate

top of pene

4 in. above steel plate.

6 in. above steel plate.

12 in. above steel plate.

at overlap of steel spigot and duct.
18 in. above steel plate.

24 in. above steel plate.

insulation, at interface of penetrant

insulation, 4 in. from penetrant.
insulation seam, 4 in. from penetrant.
insulation, 8 in. from penetrant.
insulation seam, 8 in. fi.. penetrant.

trant.

USNC142
ILL. 103
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Temperature leqrees F

UL Test No. 19 -~ D25/A600
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UL Test No.

Temperature leqrees F
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4+ Amblent(79 F.) = 329 F.

temp curve
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4+ Ambient(79 F.) = 484 Fr.
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File USNC1l42 Issued: 8-15-86

TEST RECORD D25/A0
SAMPLE:

The fire and hose stream tests were conducted on the
assembly ideuntified as D25/A0 and as shown in ILL. 105.

The fire and hose stream tests were conducted on
June 10, 1986 and identified by UL as Test No. 9.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations

2 The gasket material on the exposed side was
melting and dripping into the furnace.

9 The steel plate turned black in color. Steam
was issued from the gasket.

19 The steel plate was bowing downward.
34 The steel plate was glowing red.
60 No significant changes occurred during the

remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations cf the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 106.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 107 through 107B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.
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D25/A0
UL TEST NO. 9

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

STEEL SPIGOT, 12" X 12" X 1/8" THICK,
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

1-1/2° X 1-1/2" X 1/8" STEEL ANGLE BAR,
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

3/8" DIA STEEL BOLTS, NUTS, AND WASHERS
@ 4" SPACING.

12" X 12" X 22G STEEL,VENT DUCT
STEEL EXTERIOR CAP, 22G

STEEL SELF TAPPING SCREWS
(12 REQUIRELD PER CAP).

END CAPS TO BE A TIGHT FIT

O,
@)
O

H I—l.7-1—¢'_w—l—]—l—l_
+

CONTINUOUS
WELD
3" 3"
12" 6" 30" 6"
18" 36"
TEST SAMPLE D-25A
VENT DUCT WITH
STEEL SPIGOT gHEC T)
(RBDC GRAPHIC 264)
USNC 142
iLL.105
C-239




SAMPLE D25/A0
TEST DATE JUNE 10, 1586

T.C. Location

1 On penetrant, 4 in. above steel plate.

2 On penetrant, 6 in, above steel plate.

3 On penetrant, 12 in. above steel plate.

4 On penetrant, at overlap of steel spigot and duct.

5 On penetrant, 18 in. above steel plate.

6 On penetrant, 24 in. above steel plate.

7 On steel plate, 3 in. from penetrant.

8 On steel plate, 4 in. from penetrant.

9 On steel plate, 4 in. from penetrant.

10 On steel plate, 8 in. from penetrant.

11 On steel plate, B in. from penetrant.

i2 On top of penetrant.
USNC142
ILL. 106
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Temperature Degrees I

B86NK8673/USNC142
6-10-86

UL Test No.
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Iemperature [leqrees F
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ST RECORD D26/A600
SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D26/A60U and as shown in ILL. 108.

The fire and hose stream tests were conducted on
June 14, 1986 and identified by UL as Test No. 18.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations
5 Steam issued from the top of the duct.
60 No significant changes occurred during the

remainder of the fire test. Test terminated.

Temperature Of The Assenbly - The locations of the
thermocouples used to measure .the various temperatures on the
deck assembly are shown in ILL. 109.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 110 through 110B.

Pressure Record - At the start of the fire test, the
pressure within the small-scale test furnace was -0.01 in./HZO
(-2.5 Pa)< Within 30 seconds, the pressure was +0.005 in./HJO
(+1.24 Pa). Throughout the remainder of the fire test, the “
pressure recorded +0.01 in./H20 (+2.5 Pa).

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.
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D26/A60U
UL TEST NO. 18

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT)

STEEL SPIGOT, 12-1/2" INSIDE DIAMETER X 1/8" THICK,
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

12" NOMINAL DIAMETER, STEEL SPIRAL-WOUND, VENT
DUCT (SPIRO METAL 24G OR EQUIVALENT).

@ STEEL INTERIOR CAP, 24G.

STEEL SELF TAPPING SCREWS
(12 REQUIRED PER CAP).

@ FIRE RESISTANT SEALANT,

END CAPS TO BE A TIGHT FIiT
2) (1 2 3)gensr (5
6 6

3-'
3-'
ﬂ INSULATION
sn 6" 3.'
15" 30" 6"
18" 36"
TEST SAMPLE D-26A VENT DUCT
PASSING THROUGH STEEL SPIGOT
(R&DC GRAMHIC 30)
USNC 142
ILL. 108
C-245
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11

12

SAMPLE D26/A60U
TEST DATE JUNE 14, 1966

Location

On

On

On

On

On

On

At

penetrant, 4 in. above steel plate.

penetrant, 6 in. above steel plate.

penetrant, 12 in. above steel plate.

penetrant, at interface of steel spigot and duct.
penetrant, 18 in. above steel plate.

penetrant, 24 in. above steel plate.

interface of steel plate insulation and penetrant

insulation.

On

On

On

On

On

steel plate insulation, 4 in. from penetrant.
steel plate insulation seam, 4 in. from penetrant.
steel plate insulation, 8 in. from penetrant.
steel plate insulation seam, 8 in. from penetrant.

top of penetrant.

USNC142
ILL. 109
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RECORD D26/A60E

SAMPLE:

The fire and hose stream tests were conducted on the
assembly identified as D26/A60E and as shown in ILL. 111.

The fire and hose stream tests were conducted on
June 18, 1986 and identified by UL as Test No. 23.

RESULTS

Observations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Observations
41 No significant changes had occurred.
42 Light steam issued from the top of the steel
duct.
60 No other significant changes occurred during

the remainder of the fire test. Test
terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 112.

The temperatures recorded during the fire test on the
unexposed .surfaces are shown on ILLS. 113 through 113B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after
the fire test.

C-250
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D26/A60E
UL TEST NO. 23

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT) .

STEEL SPIGOT, 12-1/2* INSIDE DIAMETER X 1/8" THICK,
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

@ 12" NOMINAL DIAMETER, STEEL SPIRAL-WOUND, VENT

DUCT (SPIRO METAL 24G OR EQUIVALENT).
STEEL INTERIOR CAP, 24G.

STEEL SELF TAPPING SCREWS
(12 REQUIRED PER CAP).

@ FIRE RESISTANT SEALANT

END CAPS TO BE A TIGHT FIT

INSULATION

30" 6"

18" 36"

TEST SAMPLE D-26A VENT DUCT
PASSING THROUGH STEEL SPIGOT

(R&DC GRAPHIC 29)

USNC 142
ILL. 111

C-251
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SAMPLE D26/AGOE

TEST DATE JUNE 18, 1986

Location

Oon

On

On

Cn

On

On

On

On

On

penetrant,
penetrant,
penetrant,
penetrant,
penetrant,
penetrant,
steel plate
steel plate

steel plate

penetrant.

On

On

steel plate

steel plate

penetrant.

4 in. above steel plate.
6 in. above steel plate.

12 in. above steel plate.

at interface of steel spigot

18 in. above steel plate.

24 in. above steel plate.

over insulation, 3 in. from
over insulation, 4 in. from

over insulation seam, 4 in.

over insulation, 8 in. from

over insulation seam, & in.

On top of penetrant.

C-252

and duct.

penetrant.

penetrant.

from

penetrant.

from

USNC142
ILL. 112
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RECORD D26/A0

—_— e . w— —

SAMPLE:

The fire and hosc siream tests were ccnducted on the
assembly identified as D26/A0 and as shown on ILL. 114,

The fire and hose stream tests were conducted on
June 11, 1986 and identified by UL as Test No. 1l1.

RESULTS

Cbservations During Fire Test - All observations refer to
the unexposed surface unless noted.

Test Time, min Cbservations

7 The RTV sealant on the exposed side was
heavily charred.

12 The steel plate was black in color.
26 The steel plate was bowing downward.
60 No significant changes occurred during the

remainder of the fire test. Test terminated.

Temperature Of The Assembly - The locations of the
thermocouples used to measure the various temperatures on the
deck assembly are shown in ILL. 115.

The temperatures recorded during the fire test on the
unexposed surfaces are shown on ILLS. 116 through 116B.

HOSE STREAM TEST:

No water passed through the assembly during the hose stream
test.

Pictorial History - Photographs were taken before, during and after

the fire test.




D26/A0
UL TEST NO. 11

STEEL PLATE 36" X 36" X 3/16" THICK
ASTM A-53, GRADE A OR B (OR EQUIVALENT) .

STEEL SPIGOT, 12-1/2" INSIDE DIAMETER X 1/8" THICK,
ASTM A-53, GRADE A OR B (OR EQUIVALENT).

12" NOMINAL DIAMETER, STEEL SPIRAL-WOUND, VENT
DUCT (SPIRO METAL 24G OR EQUIVALENT).

@ STEEL INTERIOR CAP, 24G.

STEEL SELF TAPPING SCREWS
(12 REQUIRED PER CAP).

@ FIRE RESISTANT SEALANT

END CAPS TO BE A TIGHT FIT

3"

18"

6"

30"

6“

36"

C-257

TEST SAMPLE D-26A
VENT DUCT PASSING

THROUGH STEEL SPIGOT

(R&OC GRAPHIC 28)

USNC 142
iLL. 114




10
11

12

TEST

SAMPLE D26/A0
DATE JUNE 11, 1986

Location

Oon

Oon

on

Oon

on

Oon

Oon

on

On

Oon

Oon

On

pere+~rant, 4

penetrant, 6

penetrant, 12

penetrant, at

penetrant, 18

penetrant, 24

steel
steel
steel
steel

steel

plate,
plate,
plate,
plate,

plate,

in.

in.

3

4

4

8

8

in. above
interface
in. above
in. above
in. from
in. from
in. from
in. from

in. from

top of penetrant.

C-258

above steel plate.

above steel plate.

steel plate.

of steel spigot and duct.

steel plate.
steel plate.
penetrant.
penetrant.
penetrant.
penetrant.

penetrant.

USNC142

ILL.

115
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+ Amblent(81 F.) = 486 F.

+ Amblent(81 F.) =« 408 Fr.
Hot channe! (#1)

+ Amblent(8t F.) = 331 F.

temp curve

Avg.
———- 280 F.

328 F.
————-— 408 F.
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APPENDIX A

PHOTCGRAPHIC RECORD

The photographic record consists of photographs of the fire
side (exposed side) and the nonfire side (unexposed side) of each
test sample before the fire test, photographs of the nonfire side
at 5 min intervals during each fire test, photographs of the fire
side and nonfire side of each sample after the fire test,
photographs of each sample during the water stream test and
photographs cf the fire side and nonfire side after the water
stream test. The photographic record was placed in three ring
binders identified as Vol. 1, Vol. 2 and Vol. 3. Vol. 1 contains
photographs of samples identified as D3/A60U, D4/A60E, D4/A60U,
D5/A60U, D6/A€E0U, D9/A60U, D10/A60E, D10/A60U, D10/AO, D11/A60U,
D14/2A60E, D14/A60U, D14/A0, D15/A6Q0U and D16/A60U. Vol. 2
contains photographs of samples identified as D17/A60E, D17/A€0U,
D17/A0, D19/A60-9U, D19/A60-6E, D19/A60-6U, D19/A60~32E&U,
D21/A60U, D22/A60E, D22/A60U, D22/A0, D23/A60E and D23/A60U.

Vol. 3 contains photographs of samples identified as D23/A0,
D24/A60E, D24/A60U, D24/A0, D25/A60E, DZ5/A60U, D25/A0, D26/A60U,
D26/A60E and D26/A0. At the request of the USCG, only one
"Photographic Record" was obtained for the original copy of this
Report. All other copies of this Report will only contain this

page.
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